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WORK PLAN FOR HYDROGEOLOGIC STUDY AND REPORT 
CONSENT ORDER #No. 31-07-02 SECTION IV(c.)(L) 

Williamsburg Receiving and Storage, L.L.C. 
10190 Mnnro Road 

Whitewater Township, Michigan 

INTRODUCTION 
On August 16, 2002 Consent Order No. 31-07-02 (Order) became effective. This agreement 
between MDEQ and Williamsburg Receiving and Storage, L.L.C. (WRS) included several 
actions incumbent upon WRS enumerated within the Order's Compliance Program, Section IV. 
Section IV(c.)(l.) requires submittal of a Work Plan for a Hydrogeological Study (HS) and 
preparation of a HS Report (Report). The Work Plan must include a schedule for completion 
of the HS and submittal of the Report within 180 days following MDEQ's approval of the HS 
Work Plan. 

The Order indicates that the HS is intended to, "determine the impact of brine pits and 
wastewater discharges on groundwater.. The Order requires the following be 
addressed by the HS: 

1) Determine the nature and extent of contamination, if present, in the groundwater caused by the 
Facility's discharge and storage practices. 

2) Describe the regional hydrogeologic conditions, including regional and local geology and surface 
and groundwater conditions, over an area sufficient to allow the department to determine the 
acceptability of discharging at the site under Part 31 of NREPA. 

3) Define the area! and vertical extent and physical properties of the site earth materials that 
assimilate and transmit the discharge. 

4) Determine whether the discharge is to a usable aquifer, an unusable aquifer, or groundwater not in 
an aquifer. 

5) For an aquifer, determine the groundwater flow direction, groundwater velocity, 3-dimensional 
flow path of the discharge within the aquifer, interconnection between aquifers, and background 
and existing groundwater quality. For groundwater not in an aquifer, determine that the 
hydraulic or other physical properties, or both, are such that the formation would not be 
considered an aquifer. 

6) Identify whether the discharge will occur within an established designated wellhead protection 
area or may occur within a proposed wellhead protection area. 

7) Include a proposed groundwater monitoring plan meeting the requirements of R 23.2223(2) with 
sufficient information for the department to determine the acceptability of a proposed monitoring 
program. 

8) Include a plan for characterization of water discharged to the collection basin east of the brine 
pits, and 

9) Include a schedule of implementation. 

Pursuant to Part 22 Rule 323.2221, the HS Report must contain the following information: 

a) Information describing all pertinent current and historical land use practices at the site of 
discharge and at properties adjacent to the site of discharge. 

b) A general description of the geology of the surrounding area and how it relates to the geology 
and hydrogeology of the discharge, location, including formations used as water supplies in the 
area. 
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c) An area map that shows the direction of surface drainage, water supply wells, lakes, ponds, 
springs and wetlands. 

d) A narrative description of the hydrogeologic data collected and interpretation of the data as it 
relates to satisfying the requirements of this rule. 

e) Soil borings or other test methods to determine the comiposition of subsurface materials, locate 
usable aquifers, and determine the thickness of the usable aquifer. 

f) Soil boring logs containing specified requisite information. 
g) A scaled map of the site depicting soil borings, observation wells, test pits and other testing 

areas. 
h) Cross-sections showing a 2-dimensional representation of the geology of the site sufficient to 

reflect the site geology and hydrogeology. 
i) Testing of the unsaturated zone sufficient to determine the ability of site earth materials to 

transmit the discharge 
j) Evaluation of vertical and horizontal extent of mounding resulting from the discharge. 
k) Depth to groundwater and aquifer thickness of the usable aquifer receiving the discharge. 
1) Interconnections between the aquifers receiving the discharge and other aquifers in the vicinity 

of the discharge location. 
m) The horizontal and vertical gradients within the aquifer receiving the discharge. 
n) Horizontal hydraulic conductivity, groundwater flow direction and calculated groundwater flow 

velocity. 
o) Existing groundwater quality of the aquifer receiving the discharge. 

This document is intended to satisfy Section rV(c.)(l.) of the Order and provide a Work Plan 
for the HS agreed to by the parties to the agreement. 

WORK PLAN- GENERAL 
Work Plan Requirements 
Rule 2221(3)(b) provides the required elements to be included in a HS Work Plan. These are: 

# 1 A map indicating the topography of the area with the discharge location identified. 
#2 A map indicating the surface geology of the area with the discharge location identified. 
# 3 Logs of domestic wells adequate to characterize each water supply formation within '/i mile in all 

directions from the discharge. 
#4 A map shall be provided that correlates each well log to a specific map location. 
# 5 A map delineating an established or proposed designated wellhead protection area that may be 

affected by the discharge. 
# 6 The number, location, depth, drilling and development methods and well construction for all 

proposed observation wells to be drilled on-site 
# 7 The number, location, depth, drilling and plugging methods for all proposed soil borings on-site, 

all of the following information: 
#8 A description of all physical testing to be done to identify soil properties and aquifer 

characteristics and locations where testing is to occur. 
# 9 A groundwater sampling and analysis plan meeting the requirements of R 323.2223(2)(a). 
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Appendix A of this Work Plan (Plan) contains several figures that support the Plan and satisfy some of 
the submittal requirements stipulated in Rule 2221(3)(b). Figure 1 is a Site Location Map which 
depicts the WRS plant site location relative to physical and cultural features of the area. The figure is 
adapted from a United States Geological Survey (USGS) Quadrangle Map, thus topographic contours 
are included, satisfying requirement #1. Requirement #2 is satisfied by provision of Figure 2A and 
2B. These figures depict the site in the setting of the regional Quaternary Geology, and Soils Map of 
soil series developed in the region, respectively. Also in Appendix A is Figure 3, which depicts the 
location of area Water Well Records obtained from the Grand Traverse County Department of 
Environmental Health. 

Appendix B contains the water well records plotted on Figure 3, with numeric codes printed in the 
upper right-hand comer. These numeric codes associate mapped locations with each record. While 
not a required Plan element. Figure 4 is a land use and watershed map that supports the Plan and will 
serve to satisfy a portion of the HS Report requirements. There is no map included with this Work 
Plan that depicts the extent of a Wellhead Protection Area, existing or proposed. There are no Type II 
or Type I water supply wells located anywhere in the vicinity of the WRS plant. 

Hydrogeologic and Hydrologic Bases for Work Plan 
Two (2) prior studies serve as technical bases for development of this Plan. These include: 

• Water Resources Investigation Report 90-4122 by USGS, dated 1990 
• Hydrogeologic Study of the Site (with Supplement) by Gray and Company, dated 1988 

Summarv of USGS Report Excerpts 
Excerpts of the 1990 USGS Report and a copy of the 1988 HS Report are included in Appendix C and 
Appendix D, respectively. The first reference is entitled, "Hydrology and Land Use in Grand Traverse 
County, Michigan". The excerpted portions provide regional information compiled by USGS related 
to: 

• Bedrock and Glacial Geology 
• Surface and Groundwater Hydrology 
• Land Use 

The USGS Report documents the glacial geological domain in the vicinity of the WRS plant to be 
composed of till plains and end moraine deposits. The till plain in this area is recognized by the 
presence of drumlin landforms, one of which may be observed on Figure 1 just northeast of the WRS 
plant. The landforms are also shown on Figure 2A. Page 10 of the excerpted material in Appendix C 
depicts the relationships of these glacial depositional environments relative to one another in the 
vicinity of the WRS plant. Both till plains and end moraine complexes are relatively heterogeneous in 
nature due to their deposition being influenced both by moving glacial ice and by its melt water. 

The USGS Report indicates that the depth to groundwater varies throughout the year and is influenced 
by seasonal variation in precipitation and evapotranspiration. This study affirms the annual average 
precipitation to be approximately 31 inches per year, with 16 inches lost to evapotranspiration and 
about four (4) inches of mn off. This results in a net annual infiltration of 11 inches. 
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Summary of 1988 Hvdrogeologic Study and 1989 Supplement 
The 1988 HS Study Report was prepared for Gray and Company's proposed use of the WRS site as a 
brine cherry finishing wastewater discharge location; The HS Report was reyiewed by MDNR in 
support of the wastewater discharge permit (M086) which was granted for the proposed use of the site. 
The report documents the installation of fiye (5) obseryation wells (MW-A through MW-E) and one 
(1) 4-inch, production well (4" well) at the site. The borings used to adyance these wells proyided 
some soil textural information throughout the northern portion of the WRS site. In addition, the HS 
Study included an aquifer pumping test, yielding a aquifer hydraulic characteristics and allowing for a 
calculation of mound deyelopment beneath the proposed discharge area. 

The following hydrogeologic information is summarized from this report: 

Transmissiyity: 
Storage Coefficient: 
Depth to groundwater: 
Hydraulic Gradient: 
Soil Textures: 
Proposed Application Rate: 
Proposed Application Volume: 

13,780 gpd/fl (I840ft^/day) 
0.014 
10 to 30 feet (northern portion of site, depends upon topography) 
North (northern portion of site) 
Intercalated fine sands and silts with clay and grayel strata 
0.23 gpd/fl^ 
44,444 gallons/day 

The 1989 Supplement to the HS Report describes the installation of additional obseryation wells, 
designated MW-F through MW-H and a soil boring, designated SB-3. These were installed in the 
southem and eastern portions of the site. All boring and well locations reported in the prior HS are 
shown on Figure 5 of Appendix A. This figure illustrates these locations relatiye to the existing site 
plan. The principal findings from this supplemental work were the discoyery of an apparent 
groundwater diyide. This is eyident on Figure 5 as the diyerging hydraulic gradients depicted present 
oyer the northeastern and southeastem brinjging pit areas. Groundwater eleyations are generally 
equiyalent with the gradients obseryed oyer multiple measurement eyents as both north and south. 

The supplemental work confirmed the heterogeneity of the subsurface obseryed initially and also 
detected confining conditions in lower groundwater units giying rise to artesian head conditions. The 
presence of clay strata was obseryed in many borings. Boring SB-3, penetrated oyer 40 feet of moist 
clay before terminating without detection of a groundwater unit. This boring location is situated near 
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the apparent groundwater divide. The apparent hydraulic gradient to the north was reported to be 
approximately 1%, while the southem hydraulic gradient was presented at approximately 0.5 %. 

Summary of Relevant Findings from Prior Studies 
The USGS Report is general or regional in nature. Hydrogeologic data collected in the vicinity of the 
WRS plant is modest and situated several miles remote from the site. Character of the glacial deposits 
reported in the vicinity of the plant has been determined through the use of water well records and 
topographic maps. 

Site-specific investigation of hydrogeologic conditions as documented in the 1988-1989 HS support 
the general findings from the USGS Report in terms of the complex glacial geology of this area. The 
presence of dense, clay till deposits of varying thickness and elevation and their presence above and 
below coarse, granular soils (both saturated and unsaturated) typify the glacial geologic setting 
depicted on Figure 2A. It is probable that multiple groundwater units exist beneath the site and that 
these are separated both vertically and horizontally by clay aquitards. Depth to the upper-most 
groundwater unit varies across the site and this variability is generally due to topographic relief. The 
presence of impervious clay till deposits also greatly affects the depth to the first water bearing unit. 
These clay strata are also likely to cause confining or partially confining conditions for lower 
groundwater units. 

The lateral extent of any groundwater unit is also likely to be quite variable and affected by the 
presence or absence of clay deposits. This is evident from the somewhat spurious aquifer pumping test 
data and from the general absence of granular soils at the SB-3 location. The aquifer hydraulic testing 
yielded an estimate for transmissivity of the upper-most saturated zone, though this estimate must be 
qualified by the fact that not all the drawdown or recovery data was utilized in its genesis. Similarly, 
the soil textural information provided by the prior HS is limited by the paucity of discrete soil samples 
or other testing that allows for discernment of discrete strata boundaries and soil textural classes. 

Hydrogeologic Study Target Areas 
In order to, determine the impact of brine pits and wastewater discharges on groundwater...", 
wastewater discharge areas and brining pit areas require hydrogeologic assessment. These areas can be 
categorized as follows: 

• Active Brine Pit Areas (2 each) 
• Former Brine Pit Areas (3 each) 
• Former Spray Irrigation Area 

Former Sprav Irrigation Area 
The former spray irrigation area is shown on the Figure 5 of Appendix A in the eastern reaches of the 
site. Figure 5 shows the presence of soil borings within each of the wastewater application areas 
served by the five (5) irrigation heads. These borings were advanced in July 2002 as part of an 
assessment of this area undertaken at the direction of WRS in compliance with their Permit conditions. 
Appendix E contains a full report of the July 2002 Spray Irrigation Area assessment. The findings 
from this assessment indicate that there has not been any impact upon groundwater resources beneath 
the Spray Irrigation Area attributable to the discharge of irrigation pond water to these areas in first 
quarter of 2002. No further inquiry of this area is recommended. 
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Former Brining Pit Area- Northwest 
The brining pits in this area were recently decommissioned to provide for a storm water retention 
basin. Following removal of brining pit liners from the pits in this area, ISE was engaged to sample 
soil beneath the northwest pit area. This assessment was conducted using MDNR guidance for 
assessment of soil entitled, "Verification of Soil Remediation, April 1994, Revisionl". The practices 
detailed in this guidance are intended to determine if unacceptable concentrations of hazardous 
substances exist in soil following in-situ remediation or removal actions. Though no removal action 
was undertaken, the practice provides a statistical rationale for assessment of soil conditions. 

Appendix F contains a full report of this assessment. The findings from the assessment indicate that a 
facility condition does not exist in this area based upon soil sample analytical results. As this area was 
previously covered by impervious surfaces (liners), leaching of soluble brine constituents was 
precluded and soil assessment immediately following removal of liners provides a technically 
justifiable means of assessing the potential for impact. No further assessment of this area is 
recommended. 

Former Brining Pit Area- South Central 
The 1988 HS Report identifies the presence of ten (10) brine pits located immediately east of the 
current maintenance building, opposite the driveway. Currently, this area is occupied by a parking lot 
covered with bituminous pavement. The brine pits are shown on the HS Report Site Drainage Plan at 
an approximate surface elevation of 643 feet above mean sea level. Current elevations in this area are 
approximately 635 feet above mean sea level, suggesting that the site was graded following pit 
removal to fill the depression remaining after pits were removed. The removal date of pits from this 
area is currently unknown. 

Former Brining Pit Area- Southwest 
Cherry brining pits were reportedly once located between Angell Road and the plant building. It is 
believed that this area contained approximately ten (10) brine pits. These were thought to have been 
removed less than five (5) years ago. Currently, this area is occupied by a temporary stormwater 
retention basin for the plant roof drains. A small utility building is also present in this area which 
houses the pressure tanks formerly used for the plant water supply. 

Active Brining Pit Areas- Northeast and Southeast 
These brine pits are shown on Figure 5 of Appendix A. These total 20 pits in the northem battery and 
35 pits in the southern battery. These pits are situated upon a plateau above the plant at an 
approximate elevation of 655 feet above mean sea level. 
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WORK PLAN- DETAILS 

Potential Groundwater Impact Assessment Work Plan Details 
The proposed work plan for assessment of potential impact of brine pit operation upon groundwater 
will focus upon the following areas that have not yet been subject to assessment activities: 

• Former Brining Pit Area- South Central 
• Former Brining Pit Area- Southwest 
• Active Brining Pit Area- Northeast 
• Active Brining Pit Area- Southeast ^ 

Field Work Preparatorv Activities 
Prior to mobilization for soil borings and monitoring well installations, review and evaluation of water 
well records and boring data from the prior HS will be undertaken. From these data, ISE will 
synthesize preliminary hydrogeologic cross-sections for the area. These will be used to refine the 
current understanding of the succession of quatemary geologic units. In doing so, specific soil 
sampling target depths and monitoring well screen intervals may be identified and used to refine the 
plan details provided below. Groundwater quality data will also be sought from State and local 
databases in an effort to establish the groundwater quality of the unit receiving the discharge and other 
groundwater units that may be connected to or isolated from that unit receiving the discharge. 

The data synthesized from review of the existing hydrogeologic data will be evaluated in the context of 
the detailed plans proposed below. From this effort, technical specifications for drilling contractors 
and analytical laboratory service providers will be prepared. The technical specifications will be used 
to solicit proposals for professional service providers and trade contractors. In addition, requisite field 
testing equipment will be calibrated and field data recording forms will be finalized for use. 

f? 
Soil Boring and Monitoring Well Installation Plan 
Figure ^of Appendix A is a Site Plan showing the former location of the 1988 HS observation wells 
and soil borings relative to current site occupations. Also depicted are the potentiometric surfaces 
determined by prior assessors. This figure also shows four (4) assessment areas identified immediately 
above. In these areas soil borings will be advanced and observation wells installed. The proposed 
locations are shown on Figure 6 and are distinguished from one another by their area descriptor. These 
are indicated as follows: 

Series 100 Area- South Central Former Brining Pit Area 
Series 200 Area- Southwest Former Brining Pit Area 
Series 300 Area- Northeast Active Brining Pit Area-
Series 400 Area- Southeast Active Brining Pit Area-

The hydro geology of this region will likely be govemed by the dominant groundwater sinks (Toheco 
Creek and Elk Lake) and sources (upland recharge) in the area. The presence and continuity of 
relatively impermeable soil types will also exert great influence upon the characteristics of 
groundwater units. Based upon these governing circumstances and ground elevations within each 
Series area, preliminary target soil sampling depths are shown in the table below. The Depth to 
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Tobeco" column is the estimated depth from ground surface to the elevation of Tobeco Creek. The 
following table summarizes the elevations and depths of key study objectives: 

Series Ground Depth to Depth to Depth to 
Area Elevation Water Aquitard Tobeco 
100 635 10' 20'? 30' 
200 630 5' ? 25' 
300 655 30' ? 50' 
400 655 30' ? 50' 

Figure 6 of Appendix A shows the proposed locations of these borings. Based upon the relevant 
findings from prior studies, the proposed locations will provide essential hydrogeologic information in 
the area of interest. Borings locations are proposed in a manner that allows evaluation of the up-
gradient and down-gradient reaches of each area's upper-most saturated zone. The measurement and 
evaluation of potentiometric levels at all locations should provide adequate information to ascertain 
groundwater flow direction. This information will be used in an evaluation of monitoring well 
locations to insure that proposed monitoring wells are capable of assessing the potential impact of 
brining pits on groundwater quality. Contingent monitoring well locations may be identified from this 
evaluation. 

Stratigraphic Test Borings 
Within each assessment area, borings will be advanced for the purpose of observing and evaluating the 
textural character and thickness of soil units from the surface to the base of the upper-most 
groundwater unit. These stratigraphic test borings are necessary to provide the information required by 
Rule R 323.2221. Test borings will be advanced in each of the four (4) areas to a maximum bottom 
elevation of approximately 580 feet mean sea level (MSL). 

At each boring location, soil sampling will be conducted continuously from ground surface to a depth 
of 20 feet or upon encountering the saturated zone, whichever is attained first. Below this depth, soil 
samples will be acquired at least every five (5) feet using a 18 to 24-inch barrel sampler with brass or 
acetate liners. This protocol will be employed until a depth of 40 feet is reached or until the elevation 
of Tobeco Creek (« 605 MSL) is attained, whichever objective is attained earlier. 

If the zone of saturation is not encountered at or before the borehole reaches and elevation of 600 feet 
MSL, the test boring advancement will continue with discrete soil samples acquired every ten (10) feet 
of borehole depth until a bottom-hole elevation of 580 feet MSL is attained. If the zone of saturation is 
not observed at or above this elevation (equivalent to Lake Michigan elevation) it will be concluded 
that an aquifer is not present at this location and the borehole will be plugged and abandoned. 

If a zone of saturation 36-inches or greater in thickness is encountered above 580 feet MSL, then the 
borehole advancement will continue along with discrete soil sampling until the lower bounding soil 
horizon is encountered or until the bottom hole elevation of 580 feet is achieved. Upon encountering 
soil with texture supporting its presence as an aquitard or aquiclude, discrete soil sampling intervals 
will shift from the prescribed frequency to continuous. Upon acquisition of two (2) consecutive 
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discrete soil samples demonstrating the minimum thickness of the lower bounding soil texture, the 
borehole will terminate and a monitoring well will be installed. 

The decision to terminate a boring, modify discrete soil sampling intervals, construct a monitoring 
well, plug a borehole or seal any breaches in impermeable formations will be at the sole discretion of 
ISE's Project Geologist and the Project Manager. Decisions related to borehole advancement, 
completion or abandonment will be based upon the objectives of the Hydrogeologic Study, site-
specific subsurface observations and the judgment of State-licensed professionals. If decisions by the 
Project Geologist or Project Manager render the boring incomplete or otherwise adversely affect the 
ability of the boring to attain the information requisite in accordance with the HS objectives, then 
contingent investigative measures will be undertaken as described below. 

Monitoring Well Installation Development and Completion 
Monitoring wells will be installed in the upper-most saturated zone within each assessment area. The 
monitoring wells are intended to provide potentiometric surface elevations and groundwater samples 
representative of the water within each saturated zone. Monitoring wells will be constructed using 
polyvinyl chloride (PVC) materials. The diameter of these well materials is not currently specified. 
Selection of well diameter will be based upon site-specific hydrogeologic conditions, professional 
judgment and economics of alternatives. 

Development of monitoring wells will be undertaken prior to sampling. Methods used for 
development will be based upon site-specific hydrogeologic conditions and monitoring well 
construction. Development methods will conform with those identified below. Development waters 
will be discharged to the groimd near each well location in a manner that conforms with generic 
discharge permit exemption criteria. Containerization and characterization of development waters will 
not be undertaken. 

Typical monitoring well construction practices are detailed in Appendix H, where a typical monitoring 
well construction record is provided. In areas subject to vehicular or pedestrian traffic, well enclosures 
and/or protective barriers will be used to protect public health and the integrity of the monitoring well. 
When not in use, wells will be sealed with vented caps and enclosures will be secured to mitigate the 
potential for vandalism or sample bias. 

Acquisition of Potentiometric Surface Elevations 
Following installation of monitoring wells and their development, a topographic survey will be 
conducted to ascertain their "as-built" locations and elevations of the ground and top of casing. 
Measurements from the top of casing to the static water levels will be acquired twice per month over 
the course of several months. From these measurements and the elevations established from the 
survey, the elevation of the water table within the upper-most saturated zone will be calculated. These 
elevations of the potentiometric surface will be established by interpolation, where professional 
judgment and site-specific hydrogeological conditions warrant. From these interpolations, elevations 
of equal magnitude will be contoured. The horizontal hydraulic gradient and its direction(s) will be 
estimated from these data. Contingent assessment activities if necessarv. will ^ based in part upon 
these results. 

INLAND SEAS ENGINEERING. INC. 
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Proposed Methods for Execution of HS Activities 
Practices to be used to advance borings, sample and classify soil, construct monitoring wells, gauge 
water depths, etc. will follow American Society for Testing and Materials (ASTM) Standard Practices. 
The Standard Practices relevant to the HS work proposed are provided in Appendix G. This Appendix 
contains a copy of the Table of Contents from an ASTM compendium of Standards related to site 
characterization. The Practices relevant to the HS are indicated clearly within the Appendix. 

Contingencies 
If results from assessment activities indicate that the objectives of the HS cannot be met by proposed 
assessment activities, or if the data reveal that proposed monitoring locations are not suited to provide 
an assessment of the potential impact of brining operations upon groundwater resources, then 
contingent assessment activities will be undertaken to cor 
Contingencies that may reasonably arise include: 

1. No saturated zone within the target area 
2. An aquitard is absent at a reasonable depth below the saturated{ 
3. Indeterminate hydraulic gradient or multiple gradient directior 
4. Monitoring well positioned outside the flow path of groundwati 
5. The upper-most saturated zone or its basal aquitard is too thin to effectively monitor 
6. The upper-most saturated zone requires wells developed at multiple levels to adequately monitor 

Should these contingency conditions arise, MDEQ will be notified in writing of the presence and 
character of the contingency condition and ISE's proposed response to overcome the condition 
impeding the objective of the HS. Responses may reasonably include altemate drilling techniques, 
addition or relocation of monitoring wells, employment of surface geophysical techniques, etc. 

Groundwater Sampling and Analysis Plan 
Rationale 
The Order requires that a groundwater sampling and analysis plan be developed to satisfy the 
objectives of the HS. Existing Permit limitations and revised discharge operating practices have the 
effect of rendering future wastewater discharges from stemming and pitting operations harmless to 
groundwater resources. This results from discharge limitations at or below Rule R323.2222 default 
standards. Operating practices will include characterization of impounded stemming and pitting 
wastewater prior to its discharge to ensure compliance with Permit Limitations. Therefore, no 
monitoring program is proposed for permitted spray irrigation areas. 

Of the four (4) targeted assessment areas, two (2) remain in use for processing cherries. As the 
majority of these areas are covered with impervious materials, groundwater monitoring downgradient 
of these areas is an appropriate mechanism for evaluating the potential impact of these operations upon 
groundwater resources. The two (2) former cherry brine pit areas have not used or have been subject 
to the leaching action of precipitation for some time. Therefore, no assessment of soil has been 
proposed to evaluate the concentrations of brine constituents within soil.\ Groundwater monitoring of 
these areas is a viable and practical means to evaluate the potential^ impa^ from ogeratipns jh^ 
area upon groundwater resources. 

INLflND SEfIS ENGINEERING. INC 
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Groundwater Sampling and Analysis Plan 
Groundwater sampling will be conducted from all monitoring wells shown to be positioned 
downgradient from an assessment area. This evaluation will be completed following collection and 
assessment of at least two (2) separate potentiometric surface measurement events. If more 
measurements and evaluations are needed to confirm the horizontal hydraulic gradient, or if other 
contingent measures are necessary to ensure that monitoring wells are technically capable of serving 
their assessment function, then these measure will be undertaken prior to groundwater sampling. 

Monitoring well sampling will be conducted in accordance with Standards included in Appendix G. 
Purging water will be contained until is evident from laboratory analyses that these waters may be 
discharged to the ground in accordance with generic permit discharge criteria. Samples acquired from 
these wells will be analyzed in accordance with methods stipulated in Part 22 Rules for chloride ion 
concentration. The use of chloride ions as an indicator is technically justified as this element is the 
most prevalent constituent in cherry brine. It is further justified for use as an indicator of potential 
impact since it is non-reactive and completely soluble in groundwater. 

It is proposed that at least five (5) wells serve as sampling locations for the Sampling and Analysis 
Plan. These include one (1) well for each assessment area and one (1) background monitoring well. 
One (1) prospective location for the background monitoring well is shown on Figure 6 of Appendix A. 
These wells will be sampled on two (2) separate events to serve as initial and confirmatory 
measurements. Reasonable outcomes could include: 
1. Both events indicate no chloride concentrations above Part 201 drinking water criteria 
2. Both events indicate chloride concentrations above Part 201 drinking water criteria 
3. Each event indicate differing chloride concentrations, both above and below Part 201 criteria , 

In the event that outcome 1. is observed, then no frrther sampling is proposed.^ In the event that 
outcome 2. is observed, then contingent well installations will be undertaken and additional brine 
constituents characterized in an effort to identify the specific source of the chloride and to delineate the 
spatial extent of impact to groundwater resources resulting from WRS operations. Appropriate initial 
response measures will also be undertaken, including inventory analyses, to abate the potential for a 
release. If outcome 3. is experienced, then sampling and analyses will continue until either one 
observation or the other is confirmed or until six (6) sampling results are available to determine the 
estimated mean chloride concentration at a 95% confidence level. 

Stormwater Characterization for Discharges to the Basin East of the Eastern Brine Pits 
Stormwater characterization for this element of the Order will be conducted in accordance with the 
exacting requirements stipulated in the order. Sampling will be undertaken with two (2) events 
planned for 2002 and the remaining two (2) events will occur in 2003. Sampling locations will be at 
the outfall of each pipe. These locations will be designated North Outfall-East Basin and South 
Outfall-East Basin. Analyses will be conducted in accordance with the Order and methods stipulated 
in Part 22 Rules. 

"•'Stir" 
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Hydrogeological Study Report 
Following completion of all proposed activities, a HS Report will be prepared to address the expressed 
intent of the Order, that is to determine the impact of brine pits and wastewater discharges upon 
groundwater. The HS Report will conform with requirements provided by Rule R 323.2221. 
Information from prior studies, such as Transmissivity and Mounding estimates, that serve to satisfy 
the requirements of R 323.2221 will be incorporated in the HS Report. The Report will be submitted 
in accordance with the Order and the implementation schedule discussed below. 

Schedule for Hydrogeological Study and Report Preparation 
Appendix I contains a Gantt Chart providing the proposed schedule of activities relative to the DEQ's 
approval of the HS Work Plan. 

Prepared by: 
mUlND SEfIS ENGINEERING, INC. 

Andrew Smits, P.E. 
Geological Engineer 
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^ tcq Ctn CO 
LOCATION OF WEU 

County 

MIUmUMiN ucrnrMIVICIN I vr ci'ivir^uiNivitu «wi-vui i 

DRINKING WATER & RADIOLOGICAL PROTECTION DIVISION 
WATER WELL AND PUMP RECORD 

Completion Is required under authority of Part 127 Act 368 PA 1978 
Failure to comply is a misdemeanor 

Township Name Township Name Fraction _ , ^ . 

Distance and Direction from Road Intersection -

"-TLcC Ncai^ 

Street Address & City of Well Location j 

SectlonNo. Town No 

-2- -2^ 

^ 'J 
PERMIT NO: 

^^^7 u)d/ 
Town No. Range No. 

9MX 
3. OWNEROFWELL^,//^^,^^<^^^^^ 

Address ^ 

Address Same as Wed Locao'^ ^ Yes U ̂  

(« 

Locate with V lii Section Beiow 

1 1 
-4--I 

1 1 

1 1 
i—-1--
1 1 1 i 

T 1 
1 1 

T 
-i- 1 -U 

K>: 1 1 

Si 

$ 
J 

Sketch Map 

\ A 
4. WELL 

(life Tt^' 
fW . Date Completed 

5./^-/CD w • I 
New Well 
Replacement Well 

S. • Cable Tool 

• Hollow Rod 

^B^tary 'd Driven 

(d Auger/Bored Q Jetted 

• Dug 
• 

6. USE: • Household • Type I Public J^ype III Public 

• Irrigation O Typo lla PublicfDHeat Pump 

• lest Well • Type lib Public • 

A*4C£lL • 

2. FORMATION DESCRIPTION 

5oncl sVtTA<<4? Gravel 
SAOd, cloLvy 

Sand 
cl\avy 

USE A 2N0 SHEET IF NEEDED 

THICKNESS 

STISTUM 

ZL 

3Co 

OePTHTO 
BOTTOM OF 
STRATUM 

7. CASING: • Steel • Threaded 

.Sr^lastic • Welded 

•other 

Diameter: 

A(a 

in. to ft. depth 

5LZ_in. toiZ^fL depth 

BOREHOLE: 

Diameter: 
" in. to 14^ fL depth 

ft. depth 

M. 

Height: Abqve/Betew 

Surface: | ft 

Weight:'oOG^IbsyfL 

• Drive Shoe 

• Shale Packer 

ua 

8. SCREEN: • Not Installed • Gravel-Packed 
Tvoe G11A l£SS S1 d:e( Diameter 

SlolCawe IC Length:.-J/T? 

I >40 
Set Between 

FITTINGS: •@T<-Packer 

§Blank Above Saeen \ 

12^2l_h.and_LdjC. 
• Bremer Check 

ft. Other 

9. STATIC WATER LEVEL: 

IS" _fl. Below Land Surface • Flowing 

10. PUMPING LEVEL: Below Land Surface 

ft. After I hrs. Pumoinoat 'a 0-^GP.M. 

• Plunger • Baiter S^ir • Test Pump 

11. WELL HEAD COMPLETION: 

^§-Pitiess Adqpter 

• Basement Offset 

@•12" Above Grade 

• Well House 

12. WEa GROUTED? 

• Neat Cement 

No. of Bags 

• NO-SYOS FromO to^ V fL 

• Bentonite ^ Other VOVc.V<r^ 

Additivos_ 

13. NEAREST SOURCE OF POSSIBLE 

Type Distance 

Type Distance 

AMINATION: 

C~> ft. Direction_ 

fL Direction 

15. ABANDONED WEU PLUGGED? 

In. Casing Diameter 6>'' 

PLUGGING MATERIAL: 

• CementrSentonlte Slurry 

No.ofBaos d-T 

Sves • No 

Depth ^ ft. 

Neat Cement • Bentonite Slurry 

• Concrete Grout S Bentonite Chips 

Casin^Removed? • Yes S-No 

14. PUMP: • Not Ingailed • Pump Installation Only 
Manufacturer's NameRsrA vfo-c>l<LV 

Volts4Lt/'^y, 

16. REMARKS: (Elevation, Source of Data. ttlC] 

I>IAK\TU^W| 

Model UurrioeSboFSCtJS/OBC, HP S 

Length of Drop Pipe £>4 fL Capadly. 

TYPE: Subme^ibte'-'tl Jet • Other 

PRESSURE TANK: ^ GTI 1 VJ , "6 

Manufacturer's Name. 

G.P. M. 

Model Numbe^A/X' 5SO Cao^tv ^^MSallons 

17. DRILLING MACHINE OPERATOR: 

:0Ernpi^be • Sutjointractoif;^ / /, / 

sI ,.r/nI,cH/'h 
RECEIVBDIJUN CS ifUUi) ~ 

18. WATER WELL COfTTRACTOR'S CERTIFICATION; 
This well was drilled under my jurisdiction and this report Is true to the best of my. . 

REOISTEREO BUSINESS RATION NO., /n( 

LOCAL HEALTH DEPT. COPY 

Date 

EQP2017 (12/96) 



TAX NO; 

1. LOCATION OF WELL 

County 

GWP TRAVERSE 

DRINKING WATER & RADIOLOGICAL PROTECTION DIVISION 
WATER WELL AND PUMP RECORD 

Completion b required under authority of Part 127 Act 368 PA 1978 
Failure to comply b a mbdemeanor 

Township Name 

JML 
Fraction 

Stfl/4 *^1/4 <yi/4 
Distance and Direction from Road Intersection 

NE comer of Angel and McnrdU Road 

Street Address & Citv of Well Location 

Section No. 

PERMIT NO: 

Town No. Range No. 

3. owNEROFWELL IfflllsTiisburg Receiving & Storage 
Address iQigo MMTO Rood 

l/miamslxrg. MI 496S0 

Address Same as Well Location C9 Yes O No 

Locate with 'x' in Section Below Sketch Map 

1 1 1 
-

4
-

I 

T 
--1-

1 

1 
1 

1
-4

-. 
L 

1 

4. WEa DEPTH: 

120 !L 
Date Completed 

nf>^ m 
New Well 

• Replacement Weil 

5. • Cable Tool 
• Hollow Rod 

[S Rotary G tiriven G Dug 
Q Auger/Bored D Jetted D 

4-
6. USE: • Household • Type I Public Type III Public 

G Irrigation G Type lla Public G Heat Pump 
G Test Well G Type lib Public G 

2. FORMATION DESCRIPTION "micKNess 
CF 

siruTuu 
DEPTH TO 

BOTTOM OF 
STRATUM 

BroifjR ffBdiii!) sanil wllh coarse gravel R 

Bro'jn sandv clav v/ith coarse oravel 8 11 

ftrrtii npfliim saml Q 

Brokjn niediuii -to coarse sanri a 

Sram nedlm sand vntli fine oravel R 9Q 

3rar«i nfidiiJi) sand 12 41 

Brown fnodlun sand with fine oravel 51 2a_ 
Dalt bravn sandy clay 3 3S 

SrcMi ncdlun sand 4 99 

Brown noediun sand vnth fine crave! PR 1?7 

Hard dark bron santfv clav. drv 3 138 

Brown medlun sand with fine crave! 137 

USE A 2N0 SHEET IF NEEDED 

7. CASING: OJ Steel G Threaded 
Q Plastic G Welded 
Qoiher 

Diameter: in to IQQft. depth 
in. to ^ft. depth 

BOREHOLE: 
Diameter: 17,5 In. to 1 ?4ft. depth 

in. to ft depth 

Height: Above/Below 
Surface: It 

Weight: 49.Sft bsTfL 

G Drive Shoe 
G Shale Packer 

8. SCREEN: G Not Installed 
Type__siaial£ss_ 
Sot/Gauze .030 

CS Gravel-Packed 
Diameter 1p" 

, Length:_ 
ft. and Set Between. IflO _ 

FITTINGS: GK-Packer G Bremer Check 
G Blank Above Screen 

120-

ft. Other Held on 
9. STATIC WATER LEVEL: 

lA.fin fL Below Land Surface G Flowing 

10. PUMPING LEVEL: Below Land Surface 
, 11R fL Alter 1 hrs. Fhjmoino at 
G Plunger G Bailer C^Air 

G.P>A 
Test Pump 

•l 1. WELL HEAD COMPLETION: 
G PWess Adapter 
G Basement Offset 

G9 12" Above Grade 
G Well House 

12. WELL GROUTED? GNO El Yes From_Z to IQQ fL 
El Neat Cement G Bentonite G Other 
No.ofBaos dP Additives 

13. NEAREST SOURCE OF POSSIBLE CONTAMINATION: 
Tvoe Sfiptic Distance 100 fL Direction M-f 
TypefijeLStQCaaS Distance H2 ^ Direction__y 

15. ABANDONED WELL PLUGGED? 

Casing Diameter ^in. 

PLUGGING MATERIAL: 

G CementfBentonite Slurry 
l4o. of Bags 

G Yes G No 

Depth ft. 

G Neat CemenI G Bentonite Slurry 

G Conaete Grout G Bentonite Chips 
Casing Removed? Q Yes G No 

14. PUMP: Q Not Installed 
Manufacturer's Name 
Model Number 

G Pump Installation Only 

HP Volts 

16. REMARKS: (Elevation. Source of Data, etc.) 
Total ctepth of test boring - 137' 

Length of Drop Pipe _ft. Capacity _ 
TYPE: G Submersible Gjet Goiher_ 
PRESSURE TANK: 

Manufacturer's Name 
Model Number Capacity 

G.P.M. 

(sailors 

17. DRILLING MACHINE OPERATOR: 

G Employee G Subcontractor 
Name HERROti. RICHARD 

16. WATER WELL CONTRACTOR'S CERTIFICATION: 
This well was drilled under my jurisdiction and this report is true to the best of my. 
knowledge and belief. 

STEARNS DRILLING CC*PA»Y 41-1095 
REGISTERED BUSINESS NAME REGBTRATION NO. 

Addess 6974 AVENUE. SE. OUnPN. MI 49316-91 Ifi 

RECEIVED JliN 1 S 2009 
Signed^ 

r 6974 AVENUE. SE. i 

AUTHORIZEO itgPBESErrTATIVE 

LOCAL HEALTH DEPT. COPY 

--Date ̂  ^ O 

EQP2017 (12/96) 



GEOLOGICAL SURVEY SAMPLE No. 

WATER WELL RECORD 
, ACT 294 PA 1965 

MICHIGAN DEPARTMENT^ 

PUBLIC HEALTH 
Township Fraction 

i^istance And birection from Ro^ liUers^tlons ^ 

Street address & City of Weli Location 
Locate with "X" in section beiow 

1 4- 1 
I I 

j--T—r — 
X I \ j_ 

- 1 MILE 

Sketch Map:>y 

IMI. 

i 
% 

FORMATION 
THICKNESS 

OF 
STRATUM 

DEPTH TO 
BOTTOM OF 

STRATUM 

Section Number 

^^ )c wi. Rfi/w. 
3 OWNER OF WELL: 

Town Number Range Number 

Address 

4 WELL DEPTH: 
6^ 

Tcompieted) 

ft. 

^Cable tool 

"O Hollow rod 

6 USE: •Domestic 

[~l Irrigation 

•Test Well 

7 CASING: ThreadedE 
Oiam. 

m Rotary 
Jetted 

Date of Coi^l^ion 

Driven 

n Bored 
• Dug 
• 

.^fjn. to 

Public Supply • Industry 

~n Air Conditioning Commercial 

2^ ^ 
Welded • ' Height: Above/Bsiew 

I Surface fh. 

, to 

_in. to 

Depth [ Weight v/ lbs./ft. 

ft. Depth I Drive Shoe? Yes P^-No • 

/L/ 7 
8 SCREEN: 

f 

¥S' /go 

Vb /¥o 

Type: 

Slot/£auze 

Set between 

Fittings^ 

J/L 
Dia.: </ 

/// Length _ 

/^'j ft. and / ̂ /O ft. 

9 STATIC WAfER LEVEL 

. ft. beiow land surface /-AA 
10 PUMPING LEVEL beiow land surface 

_2 ft, after / hrs. pumping 

ft. after hrs. pumping. , g.p.m. 

11 WATER QUALITY in Parts Per Million; 

iron (Fe)_ Chlorides (Ci) 

Hardness .Other 

12 WELL HEAD COMPLETION: Q Approved Pit 

S3-Pitless Adapter • 12" Above Grade 

13 Wall Grouted? OYes^Sjio 

• Neat Cement • Bentonite • 

Depth: From ft. to .'t. 
14 Nearest Source of mssible contami 

M .feet Direction 

Weli disinfected upon completion | |Y6S • 

amin^ion . 

n r~l Y^s n No 

Type 

5 PUMP: 

Manufacturer's Name 

Model Nuirtber 

4ot installed 

. HP. •Volts 

Length of Drop Pine ft. capacity .2|2G.P.M. 

Type; ^ Submersible 

r~l jet • Reciprocating 

dSfO 

USE A 2NB SHEET IF NEEDED 

16 Remarks, elevation, source of data, etc. 17 WATER WELL CONTRACTOR'S CERTIFICATION: 
This w^l was drilled under my jurisdiction 

my knowlei 
s v^l was drilled under my jurisdiction ^d this report is true 

yj,// 
RED BUSINESS NAME ^ j^CgtSTRATION WO- ^ 

/.C. Address 

D67d 100M (Rev. 12-681 

LOCAL HEALTH DEPT. COPY 



GEOLOGICAL SURVEY NO. 

MlunivjMiv ucrMn i IVICIY I 

WATER WELL AND PUMP RECORD 
1 LOCATION OF WELL 

Distance And Direction Fronn Road Intersection 

.•< M.' 

t ~^ » or M w ^ ̂  
Strsst Address 6 City of Well Location 

County Township Name pMCtion S.ection Number Towt^ Niimhar Rai^ Number""^ 

r^ieOan^a An#4 DipayaoSnM CpAm 0/\a/l IntAPaa^finn ! 5 0\A/MCQ rtC XMCI 1 • 3 OWNER OF WELL: 

Address 

Address Same 

- wtLL: y 

fv (t- V / ^ ' 
1^ Well Location? LI Yes 

Locate with "X" in Section Below 
f-

Sketch Mao; 

I 
T 

1 4- 1 
1 I 
I I 

jr-T--r-
7 ! ] 

T 
J Ml. ' — • 

I frjoevu 

4 WELL DEPTHi (coi 

<gi A" 
(completed) 

ft. 

, Date of Completion f 

® • Cable tool 

• Hollow rod 

of Rotary 
f~l Auger 

• Driven 

• Jetted 

D Dug 

• 

n Irrigation 

• Test Well 

r~l Type I Public 
• Type Ma Public 

• Type Mb Public 
7 CASING: 

Diameter 

FORMATION DESCRIPTION 

Steel Q Threaded 

THICKNESS 
OF 

STRATUM 

DEPTH TO 
BOTTOM Of 
STRATUM 

.J •pTastic 0l$«elded 
'o py ft. depth 

^/Wn to ^ ft 1 

[~1 Type Ml Public 

r~l Heat pump 

'ta iAotJlTV^t 
I Height: Above/Rnlnw 

I Surface * ft. 

ft. depth 
Grouted Drill Hole Dimeter 

in. to ? Ay'-

y in to .L^afti'tiepth 

I Weight 

I 
I Drive Shoe 

. Ibs./ft. 

• Yes 

@sNo 

C.t. A ISI'-L 
8 SCREEN: 

7Xj 

T To 
Length 

ft. and _ 

r~l Not Installed 

.r I 
FITTINGS: ^Kx-Packer . Q Lead Packer Q Bremer Check 

Co Blank above screen ' ft. Other 
TATIC WATER LEVEL: 

ft. below land surface n Flow 

10 PUMPING LEVEL: below land surface 

. ft. after. 

. ft. after. 

. hrs. pumping at. 

. hrs. pumping at. 

. G.P.M. 

. G.P.M. 

11 WELL HEAD n p,,,... .d--,., 
COMPLETION: 12" above grade 

D Basement offset D Approved pit 
12 WELL GROUTED? 

I~l No Yes From. .ft. 

r~1 Neat cement y^Bentonite ^sOther 

No. of bags of cement. . Additives. 
13 Nearest source of possible contamination 

Type Distance Direction 

Well disinfected upon completion? Q Yes Q No 

14 PUMP; ^stalled 

Manufacturer's name 

Model number 

I I Pump Installation Only 

USE A 2ND SHEET IF NEEDED 

Length of Drop Pipe 

TYPE: n Submersible 
PRESSURE TANK: 
Manufacturer's name 

Model number 

_HP 

_ ft. capacity. 

I~l Jet L 

. Volts. 

. G.P.M. 

• Capacity. .Gallon: 

15. Remarks, elevation, source of data. etc. 

• RECEIVED WV 1 5 1988 

T^.u T Ss r) 1^ J 

16. WATER WELL CONTRACTOR S CERTIFICATION; 
This well was drilled under my jurisdiction and this report is true 
to the best of my knowledge and belief. 

' U 0-? 
. Date. 

D67d 2/84 

LOCAL HEALTH DEPT. COPY 

Authority; Act 308 PA..li78 
Complatlon: Raquired 
Panalty: Conviction of a violatio 

of any provision is a 
misdemeanor. 



GEOLOGICAL SURVEY NO. 

IVIIL^I iivj<-vi <1 i_y|_i /-vi I I ivii_i « • • w w w . . . . 

WATER WELL AND PUMP RECORD 
1 LOCATION OF WELL T -- ^QV~*^0 

PERMIT NUMBER 

County Township Name Fraction . Sectiorf 

lyjlfih-TgA'feESct UL'TEWATgR^ 7 
Oiltance'Aii? Direction From Road Intersection- A ^ OWNER OF WELL: 

,2. 

.stW Address ft City of Well Locetton 
Locete with 'X' in Section Below 

—T— 

Aioc> <5Fi^ (ciiSr 

' Sketch Map: 

^--1 

.__l J. 1 
I I 

• 1 MILC 

>. 

T 
IMI. 

± 
/\fOG^ 

Sectiorf Number Town N^ber Range Number 

1^ 

Address 

Address Same As Well Location? 

PAAA. ^ (1//U.'M5{ 
• Yes No 

WELL DEPTH: (completed) , Date of Completion ir completion y 

5 • Cable tool r~l Rotary • Driven • Dug 

• Hollow rod f^Auoer n jetted n 
• Typo 1 Public • Type III Public 

• • Irrigation • Typo lla Public r~l Heat pump 
• Test Wall 

7 rAQIKJn- -
• Typo lib Public 
r-,_ 1 

^ Mftuiroe./ 

FORMATION DESCRIPTION 
THICKNESS 

OF 
STRATUM 

DEPTH TO 
BOTTOM OF 
STRATUM 

d 

Diameter LJ '"reaoea | neigni. ADC 

• Plastic • Welded | surface _ 
in. to i ft. depth I ^ 

• Weight 
in. to ft. depth 

Grouted Drill Hole Diameter ' . 
in. to ft depth I Shoe 

in. to ft Hnnth j 

-ft. 

. IbS./fL 

• Yes 

G No 

± 
ILJLA s ri 

8 SCREEN: 

vSAAj'h 

Tvpe_ 

SloVGe _ ro 

• .-^7 
FITTINGS: f^VJC-Packer • Lead Packer 
Set between . 

r~l Flot Installed 

Diameter ^ I ^ C 

Length C. / 

ft. and 3^ ft. 

iS-Blenk above snrwAn / .ft. 

• Bremer Check 

Other 

g-U-A^' 6 /J 
9 STATIC WATER. LEVEL: } 

. below land surface 

:WA^ LEVEL: 

/ > ft. b. • Row 
10 PUMPING LEVEL: below land surface 

. ft. after. 

. ft. after. 

_ hrs. pumping at. 

. hrs. pumping at. 

. G.P.M. 

. G.P.M. 

11 WELL HEAD 
COMPLETION: • Pitless adapter • 12'above grade 

I I Basement offset I I Approved pit 
12 WELL GROUTED? 

• No • Yes From . 

r~l Neat cement • Bentonite • Other. 

No. of bags of cement L Additives . 
13 Nearest source of possible contamination 

Type Distance' !! Direction . 

Well disinfected upon completion? • Yes • No 

14 PUMP: Q Installed 

Manufacturer's name . 

Model number 

I I Pump Installation Only 

USE A 2ND SHEET ir NEEDED 

Length of Drop Pipe 

TYPE: • Submersible 
PRESSURE TANK; 
Manufacturer's name 

Model number 

_HP 

_ ft. capacity. 

• Jet 

. Volts. 

. G.P.M. 

. Capacity. -Gallons 

15. Remarks, elevation, source of data. etc. 

f^^CElVEo , c „ 
I S. 1988 

D67d 2/84 

16. WATER WELL CONTRACTOR'S CERTIFICAtlONL. 
This well was drilled under my jurisdiction and this report fr-true 
to the best of my knowledge and belief. 

REGISTERED BUSINESS NAME 

Address ( U—I A 'S ~ 

Signed 

(Ib7i - 7)eik., 

LOCAL HEALTH DEPT. COPY , 

Completion: 
Penalty: 

Act 368 PA 1978 . 
Required 
Conviction of a violation 
of any provision is s 
mitdsmssnor. 



/ 4-
li 

• TEST 
• PERMANENT 

WELL LOG NO_2 
Owner—Sllvgr Mtllc Frpsen FQP48 

NORTHERN COMPANY 
INCORPORATED 

INDIANAPOLIS • MISHAWAKA • LANSING 

Job No. 
r!TTY Traverse City 

Location 

From Land Description —50' K, nf fiw mi-noy itia<n 

From Street or Road App rox 300' N. of Apgle Rd. ; 

rniinty Grand Traverse 

-TownshipJflijLlxJiiater—. 

_Seclion___2 
State Michigan 

FORMATION FOUND - DESCRIBE FUUY 

FROM NATURAL GROUND LEVEL 

FORMATION FOUND - DESCRIBE FUUY w 
Sirafum 

S:CLii. 
$lrat¥m 

ThlcfcAM 
of-

Sirvlwm' 

SMM 
Wol« 
Uvd 

Med to coarse sand - brown 0 42 42 

Clay Red ' 42 43 1 

Med. to coarse sand llgjit grey ^3 83 40 17 

Clay Grey 83 

' . • 

. • /? 

Hole. 8 _"Dia Drilled by: 
f Coble Tool 

1. Reverse CIrc.. 

Rotary, 

. Bucket. 

Jetting . 

Auger. 

Rotary Hole Grouted: Neat Cement^ 

.8 Ii/-vr\ c.__ 12 Casing. "OD From. 

.Drilling Mud. 

63 
Other. 

Screen 8 •' Set from 
226 

Pumping test ^ 

Date Completed 2/7/70—_ 

. to 

."above ground to 

83 feet MokJohnson 

48 

feet below ground. Weight. 

Type_SS_ 

Pounds per I 

Slot 12 

GPM drawdown to . feet after. . hours pumping 

nriiur Dick Kent 



MICHIGAN DEPARTMENT OF ENVIRONMtN i AL UUALITY 
DRINKING WATER & RADiaLOGJCAL PROTECTION DIVISION 

1. LOCATION OF WELL 

WATER WELL AND PUMP RECORD 
Completion b required under authority of Part 127 Act 368 PA 1976 

Failure to comply Is a misdemeanor 

Township Name 

Distance and Direction frem Road Intersection 

(Ad oU Elk Lak^ kd, WOl\S£ lOeLL. 

8^25-5- /k^iTLL Street Address & City of Well Location 

»No. S£y>3.M. I 
3. OWNER OF WELL /tUSiSei/L. 

PERMIT NO: 

;ipjisv 

Address /0/90 y>?e//y/?d 

i(J/u.//?/i)SSAr/eA /Tfir 

^No Address Same as Well Locanon • Yes 

&New Well 

[H Replacement Weil 

Locate with V in Section Below 

1 
-4--

1 

1 1 

1 1 1 

T 
i 1 
1 r 

-4--I--U-
x\ 1 1 

Sketch t4ap 

e u c 
L 

15. ABANDONED WELL PLUGGED? • Yes • No 

Casing Diameter ^in. Depth ft. 

PLUGGING MATERIAL: 

[H Cemem/Bentonite Slurry 

No.of Bags 

CH Neat Cement [D Bentonite Slurry 

Q Concrete Grout O Bentonite Chips 

Casing Removed? D Yes CD No 

16. REMARKS: (Elevation. Source of Data, etc.) 

House vOell 

4. WE 

ft. 

^te Ctwpleted 
OC 

5. DcatJleTool 
• Hollow Rod 

5 Rotary CD Oiven CD C)ug 

D Auger/Bored D Jetted D 

6. USE; ^Household • Type I Putilic DType ill PiMic 

D Irrigation CD Type lia Public D Heat Pump 

• Test Weil • Type lib Public • 

2. FORMATION DESCRIPTION THICKNESS 

STRATUM ' 

DEPTH TO 
BOTTOM OP 
STRATUM 

SAOC> lO 
"SAMCV - CuA V 22. 
Ctw-AV \(o •5^ 
S)/^4r> 7 
CLAV/ fe>^l 
SA.OO 2.1 I'dS' 

. 

USE A 2N0 SHEET IF NEEDED 

7. CASING: • Steel • Threaded 

•Q Plastic • Welded 

•other 

Diameter: ... in- to .pft. depth 

in. to lilZft-depth 
BOREHOLE: 
Diameter: ^ , in. to ft. depth 

'^YA- In. to i '5iS>ft. depth 

Height: Above/BSIoW 

Surface: _! ^It 

Weight: S>DC'Z( ibaA. 

• Drive Shoe 

• Shale Packer 

e. SCREEN: • Not installed 

Type P\JC. 
• Gravel-Packed. 

4" 
SlotrGSDZBL. 

Set Between. 

FITTINGS: 

T^rr 
Diameter 

Length: 

.It. and 165^ 
HK-Pactef 

••Blank Above Screen ^ 

• Bremer Check 

ft.Olher 

9. ST/^ WATER LEVEL: 

^ ̂  It. Below Land Surface • Flowing 

10. PUMPING LEVEL: Below L^ Surface ^ 

IL After kZ-^rs. Pumoinoat * Q •'G.PAI:^ 

• Plunger • Bailer • Air • Test Pump 

11. WEU HEAD COMPLETION: 

"B Pidess Adapter 

• Basement Offset 

Sir Above Grade 

• Well House 

12.WEaGROUTED? •NO BYOS From ^ IO^^TT 

• Neat Cement • Bentonite "Bbiher | 

No. of Bans Cc? Additives . • 

13. NEAB^T SOURCE OF POSSIBLE CONTAMIfWTION: 

Tvoe^E' Distance -5 0 ft. Djreciion_ 

Type Distance ^fL Direction_ 

14. PUMP: • Not ins] 

!!!llS2iSi|fOJSSCC HP I o vai. ' '<•' 
Length of Drop Pipe. Jt. Capacity. IS" G.P.M. 

PRESSURE TANK: , y ", ' -- , " . 

Manufacturer's Name V' 

Model Number .Capacity 11 Gallons. 

17. DRILLING MACHINE OPERATOR: 

Employee • 

- Name-HECEimjiiNogzoMr 

18. WATER WELL CONTRACTOR'S CERTIFICATION: 
This well was drilled under my jurisdiction and this report is true to the best of my, 
knowledge and belief: V 

i 'd/L O ib' tL 

Slo,^ Date OO 

RSSISTEF^ 

Address 

AUTH09KO REPBE^ KTATIVE 

LOCAL HEALTH DEPT. COPY 
EQP2017 (12/96) 



GEOLOGICAL SURVEY SAMPLE No. 

1 LOCATION OF WELL 
County y 

1 
WATER WELL RECORD 

ACT 294 PA 196S 
MICHIGAN DEPARTMENT 

OF 
PUBLIC HEALTH 

Fraction 

/J-Otufrjn 
Distance And Direction from Road Intersectii 

0 
O C in / ^ 

Street address & City of Well Location 
Locate with "X" in section below 

nh T 
I I I 

L J I ' 
iv' I I 
k5_4.—I 
I I I 
I I I 
1--T—r-

I I 
J I L_ 

1 Ml. 

ion Section Number Town Number Range Number 

FORMATION 
THICKNESS 

OF 
STRATUM . 

DEPTH TO 
BOTTOM OF 

STRATUM 

3 OWNER OF WELL: 

/< 
Address 

>£/W. 

0 
I < / V 1.1 X 4 / 

^JA y /H t 
~ " 1 of Ctmpietion 4 WELL DEPTH: Icomoioted) 

9 9 ft. 

Date of Ctmpietion 

9 - /9 -
® Cable tool 

n Hollow rod 
6 USE: •Domestic 

r~l Irrigation 

•Test Well 

7 CASING: Threadedg 
Diam. 

• Rotary 

U Jetted 

• Public Supply 

• Air Conditioning 

I I Driven 

Bored 

• Dug 

I I Industry 

I I Commercial 

9^ in. to 

in. to 

Welded• j Height: Above/Below 

I Surface / ft.' 

6l2Lft. Depth 
ft. Depth 

/ / ^ lbs./ft. I Weight 

I Drive Shoe? Ves^H No r~| 

c /&.>!- s - s y< 
/"(n < ~ C /^"r I 

o*yc: 3^ 3^ 
8 SCREEN: 

Type:. >. 

V Sl0t/G.auzs tr <110 

. Dia.: _ 

. Length 

*-/ " 
/CP ' 

C / - OKJ A 7 P-

Set between tf'f ft. and ^ ft. 

Fittings: 

y!f >• c" 
9 STATIC WATER LEVEL 

<r' ̂  ft. below land surface 

10 PUMPING LEVEL below land surface 

ft. after hrs. puinpino , . o*P*m. 

ft. after hrs. pumping. . g.p.m. 

11 WATER QUALITY in Parts Per Million: 

iron (Fe) Chlorides (Cll 

Hardness _ .Other 

12 WELL HEAD COMPLETION: Q Approved Pit 

JFl Pitless Adapter M- 12" Above Grade 

Well Grouted^n Yes I I No 

r~l Neat Cement Bentonite £1 1 

Depth: From ft. to ft. 

14 Nearest Source of possible contamination 

O feet Direction wf P -y- .Type 

Weli disinfected upon completion^y^ Yes • No 

15 PUMP: • Installed 

Manufacturer's Name _ 

Model Number ^Hl^^ Volts 

Length of Drop Pioeft- capaciti(,;i^^^G.P.M. 

Type: J^iOUBTnersible 

[~l Jet • Reciprocating 

use A 2ND sHceT IF Heeoco 

16 Remarks, elevation, source of data. etc. 17 WATER WELL CONTRACTOR'S CERTIFICATION: 
This welt was drilled under my iurisdic^ion and this report is true 
to ot-my knowledge and belief.' ^ 

SINESSMAME RFGISTCfirn REGISTRATION NO. REGISTERED BUSIl^'ESS NAME 

Address ^^ ^ 

D67d 100M (Rev. 12-681 

Signed _ . . 
.'^^tUTHORIZEO, 

LOCAL HEALTH DEPT. COPY 



GEOLOGICAL SURVEY SAMPLE NO. 

WATER WELL RECORD 
ACT 294 PA 1965 

1 LOCATION OF WELL 

MICHIGAN DEPARTMENTf 

PUBLIC HEALTH XL__ 
County 

Distance And direction from Road Intersections 

Township Name Fractioi .0^ 

3 OWNER 01 

Section Number 

f /'*•*• £-y j/ 111 f) f\ 
Street address & City of Well Loc^on ' 

ko oAf 

Locate with "X" in section below 

OF WELI %• Town Number 

N/J 

Range Number 

f'A !< 

<>RiAfAr:t 
4 WELL DEPTH: (completed) Date of Completion 

"T —r 
I 

--i_ J 
I I 

—!—i__i— 
"XI I 

J ' ' . 
I 

4-
• 1 MILC 

Sketch Map: 

IT UK IK KO. 

T 
iMl. 

1 
I 
J /////' 

-T ^ 

L 

ft. 

j3 Rotary 

r~l jetted 

X;-2Z 
• Driven 

I I Bored 

• Dug 

n 

FORMATION 

® USE: nDomestic PI Public Supply Q industry 

Irrigation ^ Air Conditioning • Commercial 

•Test Well • 

Welded^ j Height: Above/Below 

Surface 

7 CASING: ThreadedII 
Diam. 

ft. 
THICKNESS 

OF 
STRATUM . 

DEPTH TO 
BOTTOM OF 
STRATUM 

in. to UJC- .ft. Depth [ Weighj^|J!l2.lbs./ft. 

in. to ft. Depth j Drive Shoe? Too pi No D 

.-./'/voy c/.^ / LZ. 12. 
A //l y 

Zi m. 

8 SCREEN: 

^vun-SJAlALLLlS. 
Slot/Cause jf P 

Set between I 2. t 

Finings: 

. Dia.: 

. Length 

^ A/C 

.ft. and .ft. 

!<• y K 
9 STATIC WATER LEVEL 

^7 ft. below land surface 
10 PUMPING LEVEL below land surface 

ft. after hrs. pumping . 

' ft. after hrs. pumping . 

, g.p.m. 

11 WATER QUALITY in Parts Per Million; 

Iron (Fe) Chlorides (CI) 

Hardness .Other 

12 WELL HEAD COMPLETION: Q Approved Pit 

• Pitless Adapter CI 12" Above Grade 

"3 Well Grouted7^PYes • No 

• Neat Cement O Bentonite • , 

Depth; From ft. to -ft. 
14 Nearest Source of possible contamination 

feet Direction - .Type 

Well disinfected upon completion Yes Q No 
15 • Not installed 

Manufacturer's / (J ^ 

Model Number H^iS" Volts 

Length of Drop Pipe^L2^Lft. capacity/LZCG-P-M. 

Type: Submersible 

• Jet • Reciprocating 

use A 2N0 SHCef.lF NCCDEO 

16 Remarks, elevation, source of data, etc. 17 WATER WELL CONTRACTOR'S CERTIFICATION: 
This well was drilled under my iurisdiction and this report is true 
to the best of my knowledge and belief. 

REGISTERED BU$tN££S NAME REGI NO. 

Address £. jAZ/l O ft! /'/ / C // 

Signed 

D67d lOOM (Rev. 12-68) 

/'/LCU-lfA Date/ 
AUTHORIZED REPRESENTATIVE > ^ 

LOCAL HEALTH DEPT. COPY 



GEOLOGICAL SURVEY NO. 

m - oo?, 
1 LOCATION OF WELL 
County 

1 

iviiLyniuMiY utcr/An i ivii-n i i wui_iv^ i iu/-\ui i • 

WATER WELL AND PUMP RECORD /J bU-k 
PERMIT NUMBER 

Township Name 

Distance And Direction From Road Intersection 

C'^^J c2/'^ 6 J^ , 

Fraction 

J5<f V4/C£%5^ 

Street Address B City of Well Location /^X. ' ̂  

~ ' ' aicetch I Locate with 'X' in Section Below 
—T r— 

I 

4.--I 
I I 

T[om / 
X.C 

\ 
K-

T 
iMI. 

1 
L 

li 

FORMATION DESCRIPTION 

''•v-v 

. _Jt. it -W 

7 „ 

7 -
A 

THICKNESS 
OF 

STRATUM 

-So-

JZ. 

Section Number "Town Number Range Number 

Si-JcS 
3 OWNEROFWELL:^;^.,^,^^ 0 

Xddress/X' JV/-' X X-^'' 2 '" /X/J 

n No Address Same As Well Location? 
4 WELL DEPTH; ' Date Completed 

I MO. I oSv I VlAB 
— I UJ New Well 

.fCC»^ FT. 1 

® • Cable tool 

fy \ J-t \ M T \ \ 

Rotary 

—1 nepiacement well 

0 Driven • Dug 

n Hollow rod n Auger • Jetted • 

® Domestic • Type 1 Public • Type III Public 

n Irrigetion • Type lie Public O Heat pump 

• Test Well • Type lib Public n 

DEPTH TO 
BOTTOM OF 

STRATUM 

' DiameMr D Steel O Threaded | Height: Above/Below 

lactic • Welded I surfacf___ft. 
_J=1 In. t,^ ft. depth I 

in. to ____ It. depth 
Grguted Drill Hole Diameter 

_ ft., depth 

. in. to ft. depth 

Greeted Drill Y 
' ̂  in. to . 

I 
I 
|..Drive Shoe 

I 
• Yes 

D No 

B SCREEN: 

Type 

Slot/Gauie 

Set between! 

n Not Installed 

Diameter. 

Length \2 

.ft. and. .ft. 

FITTINGS: X-Packer D Lead Packer Q Bremar Check 

n Blank above screen - " Other 
9 STATIC WATER LEVEL: 

ft. below land surface r~l Flow 

10 PUMPING LEVEL; below land surface 

/ Z.(l ft. after.Z. 

. ft. alter. 

hrs. pumping at 

hrs. pumping at 

. G.P.M. 

. G.P.M. 

11 WELL HEAD 
COMPLETION: 

-Pttless adapter Q 12'above grade 

]j Basement offset D Approved pit 

12 WELL GROUTED? Q ^ Yes From .o«4a_ 

r~1 Neat cement ^ Bentonite O Other 

No. of bags of cement Additives : 

.fL 

y 

13 Nearest s^rce of possible contamination 

_ Distance Direction /y) Type«-fl^^ 

Wen disinfected upon completion? 

Was old well plugged? 

Yes 

Yes 

• No 

• No 

14 PUMP: I Installed • Pump Installation Only 

Manufacturer's "'"•"'ZvAn/.jXy 

Model niimhAr^/v'^V'/O^r HP . 
/' ^ ^ vnZ n. A/ 

Length of Drop Pipe / ^ ' *' capacity ^ X• G.P.M. 

TYPE: Submersible """ Djet. 

PRESSURETSNK: j, j 
Maniit«rMfnr'« n«ma^< C 'Z'fi"'. -

USE A END SHEET IF NEEDED -•'Model number '^2-aSLj2 .Capacity _Gallons 

16. WATER \^/ELL CONTRACTOR'S CERTIFICATION: 
Thi&well was drilled under my jurisdiction gnd^his rewrt is true 
to the best of my knpwiedge and beliej,-'^^^'7 a A ^ 

":Date<^-2#f^ 

Authority: Act 368 PA 1978 
Completion: Required 
Penalty: Conviction of a violation 

of any provision Is a 
misdemeanor. 

15. Remarks, elevation, source of data, etc. 

17. Rig Operator's Nanne: y 

D67d 12/85-

RECEIVED AU3 f 8 mg 
LOCiXTHEALTH DEPT. COPY 



''^'<3 to^-m-eo 
1. LCX:AT)ONOFWEa 

Coui^ ^ 
^A/^0 

'***• MICHIGAN DtPAK I MtN I Uf- bNVlKVJNIVltN I ML UUMLII T 
DRINKING WATER & RADIOLOGICAL PROTECTION DIVISION 

WATER WELL AND PUMP RECORD 
CofTiplelion Is ipquired under authority of Part 127 Act 368 PA 1978 

Failure to comply is a misdemeanor 

PERMIT NO: 

Distance and Direction frem Road Intersection 

mmsk). II '.^vi W 
3. OWNEROFWELL^^^^^^/Viif 

Street Address & Qtv of Well Location /Q3z9"25Lfz 

Address /CJS^ 

Address Same as Well Location ^Yes • No 

Locate with 'x' In Section Beioi^ Sketch Map PTH: 
ft. 

5. • Cable Tool 
• Hollow Rod 

• New Well 
(^Replacement Well 

I Rotary 
Q Auger/Bored 

D Driven D Dug 
D Jetted • 

6. USE: [^Household 
[H Irrigation 
• Test Well 

• Type I Public 
• Type lla Public 
• Type lib Public 

"•type III Public 
• Heat Pump 
• 

2. FORMATION DESCRIPTION 

SOiTtJl I-frnJ-hntd 

-SCLA^I 

USE A 2ND SHEET IF NEEDED 

THICKNESS 
CP 

STRATUM 

90 

2^. 

DEPTH TO 
BOTTOM OF 
STRATUM 

WL 
111 

15. ABANDONED WELL I 

Casing Diameter. 

PLUGGING MATERIAL; 
• Cement/Bentonlu Slurry 
No.ofBags_ 

RAGGED? Yes • No 

H ^in. Deoft" 147 ft 
¥v~ 
Depth" . • f ... 
• Neat Cement Bl Bentonite Slurry 
• Concrete Grout • Bentonit^hips 
Casing Removed? • Yes NO 

16. REMARKS; (Elevation. Source of Data, etc.) 

7. CASING: Qsteel 
iffl Plastic 
•od«r_ 

r J in 

•Threaded 
• welded 

Diameter; depth 
ft. depth 

BOREHOLE 
Diameter: "MK .ft. depth 

to ^ft. depth 

Height: Abo< 
Surface: * ft 

WeiQht.>^^^^^lbs7ft. 

• Drive Shoe 
• Sfiale Packer 

B. SCREEN: • Not Installed Scravel-Packed, / H 

SlotGau2e_ 
Set Between 
FfTTINGS: 

Diameter. 
Length: 

•fflK-Packeu 
• Blank Above Screen 

^ft.and. 
• Bremer Check 

ft. Other 

9. STWItWATER LEVEL: 
t ^ It. Below Land Surface • Flowing 

10. PUMPING LEVEL: Below Land Surface 
ft. After hrs. Pumping at ^G.P.M. 

• Plunger • Bailer ® Air • Test Pump 

^ 1. W/ELL HEAD COMPLETION; 
H Pidess Adapter 
• Basement Offset 

• 12" Above Grade 
• Well House 

12. WELL GROUTED? 
• Neat 
No. of Bags 

• NO [^Yes 
• Bentonite 

Addltives_ 

From ^ to / f^ftj / 

13.NEA 
Type. 
Type. 

Distance. 
Distance. 

^(pNT^INATI 
^^"^ft. 'Direction_ 

ft. Direction 

14. PUMP: • Not Instead J?| Pt 
Manufacturer's Narne y 
Model NumberJW^ZTHP. 
Length of Drm Pipe I ̂  v ft. Capacity 
TYPE: 0 Submersible •jet • Other. 
PRESSURE TANK: 

Manufacturer's Name 
Model Number Capacity 

Pump Installation Only 

G.P.M. 

18. z 
17. IDLING MACHINE OPERATOR; 

I^mplpyse • Subcontractor » • 

N=m._ai2e4jEJjj3SLL 
BECElVEfr^[p-rg 

fATER WELL CONTRACTOR'S CERTIFICATION: 
is well was drilled under my jurisdiction and this report is 

knowledge and belief. 
OuffVWBllDrWng 

6410Cw>toi 

.Gallons 

the best of my. 

TW 
" AUTHOrtko REPRESENTATIVE 

LOCAL HEALTH DEPT. COPY 
EQP2017 (12/96) 



GEOLOGICAL SUHVEY NO. 
MH^niLsMIN UtrMn l IVICIN I ur r UUI_II^ nc/Ai_ 11 I 

WATER WELL AND PUMP RECORD n\MW 
PERMIT NUMBER 

1 LOCATION OF WELL 
County Township Nanra Fraction Section Number 

9 
Town Number 

-MM 
Range Nuinber 

bistance And Direction From Road Intersection 

•'Of'-y'-' ^ '/t/ /:/' /U : \y 

'•hv^-y 'r- "y'M fU-^ • <^vcr 

Street Address B City o( Well Location r.- / 

Below 
/• • / y / 

Bkstch Map:' 

3 OWNER OF Wat: 

Address '//O/ / v / ^ /r/ i 

Address Same As Well Location? CD Yas P;LN6 
4 WEU DEPTH: > Date Cofivileted 

I MO. I OAir I « 

/^rr. W\/9\ 
r \ Tcjibia tAol I jJTRntArw 

Locate with 'X* in Section 

T— 1 " 
I I I 

W + 
\l I I 
' I ' kr-fy-
'—I—I— 

2 

a 

T 
tMI. 

I 
FORMATION DESCRIPTION 

9^. 

••v' 

.c? 

Tr 
k 

' tJcabi® tool 
CD Hollow rod 

.C^Ttotarv 

CD Auger 

Tlew Wafl 

Raptacement We« 

• Oug ' CD Driyen 
n Jetted •_ 

® Qpomeslic CDiTypo I {^Uic . [D Type III Public 

Q Irrigation Q Type lla. Public Q Heat pump 

• lest Well • Type Mb PubKc Q. 

H) 

THICKNESS 
OF 

STRATUM 

\ • 

DEPTH TO 
BOTTOM OF 

STRATUM 

-2^ 

I i lesi wen i i lype no motto i=i—-

^ SSmetor - O Steel • Threaded j Height: Above/Below 

nrtastie riwalded I - . Qriastic n Welded j surface 

in. to ft. depth j • >^ > i 
Waniht ^^ItfoVf^^ / 

in. to / "P ̂ dnnih 
^rill noltforSfneter 

ft. depth yp- to 

S SCREEN: 
in. *"/ 7?*' riap'h 

I Drive Shoe D Yes 

• No 

J) CD Not Installed 

Type <L_Z^ ^ Diameter 

fiSrtv ) Length 

^—Sefoetween _ ft. end _yd^Z5— 
FITTINGS; Cj^K-Packer • Lead Packer "Q Bremer Check 

Blank above screen, 

11 WELL HEAD 
COMPLETION: 

[Pitless adapter 

I Basement offset 

CD 12" above grade 

D Approved pit 
12 WELL GROUTED? 

r~l Neat cement [D Bantonite 

i . • • ^ 
No. of bags of cemerit Additives 

• No ^^Tes From. 

51: Other 

r-yf r.\: T r *• v-, -

•S L: J L 

13 Nearest source of possible contamination 

Type C Distance^ Q 't- Oirectio 

Wen diainfacted upon completion?. GfYet . CD NO 

Was old iweU plugged? . U Yea • No 

14 PUMP. j-j Installed , O Pump Installation Only 

Manufacturer's name -A 
Model numtier ^ > HP^ ^ Volts 

Lerigt 

TYPE: 

PRESSURE TANK: / 
Manufacturer's name f't 

U iv;o 

:• riv 

miL 
USE A 2N0 SHEET IF NCCOCO 

Tber . . ^r nr Volts 2rT>0 
Drop Pipe fL eannrit^/ G.P.M. 

pJ Submersible CD Jot 

:TANK: / . / 

Model number. 

16. WATER WELL CONTRACTOR'S CERTIFldATION: 
This/yell was drilled under my jurisdiction and this report is true 

.Gallons 

15. Remarks, elevation, source of data, etc. 
ThiS/Well was drilled under my jurisdiction and this report is true 

' I BEilSTEWjO ^INE^NAMEr^ / ^GIST^TIOfl Ne;V_^ 

'^'^^•^kuthorlty: Act 388 PA 1978 kuthorlty: 
CompUtlon: 
Panslty: 

LOCAL HEALTH DEPT COPY 

Required 
Conviction of e violation 
of any provision is a 
misdemeanor. 



GEOLOGICAL SURVEY NO. 

O^-OOM 
1 LOCATION OF WELL 
County Township Name 

MIUHIUAN UtKAH I MtlN I ur ruDLiL^ ncMi-i n 

WATER WELL AND PUMP RECORD 
-/o-/ -

zjEkia^ 
PERMIT NUMBER 

Frattion^ , t. . ~ ' Section h^mber Town Number Range Number 

_2L_ —Ilk 
Dislance And Direction From Road Intersection 

WPcy. y,^ flvO: AJi^/Zr/i <3/-
fio eiK LK, 
Street Address & City of Well Locanon ik/?L 

i.«WNER OF WELL: 
Z^/v/ ^ JOy A 

Address yO^C>0 

^^3dress<^Same As Well Location? ^QT Tes Q No 

Locate with 'X' in Section Below 

—r T 
I 

u_i__l_ 
I I 
1—4.-
I I 
I ly I 

' ' J i L_ 

T 
JMI. 

_L 

Sketch Map: 4 WEI ILl^EPTH: ; Daje (jO-jpte.^^ , ^ 

MS FT. ! 8 ! 14 i 90! B Replacement Wen 

® • Cable tool 

r~l Hollow rt)d •r> 
Rotary 

'Auger 

r~l Driven 
• Jetted 

I~1 Dug 
• 

r~l Irrigation 
• Test Well 

r~l Type I Public 
• Type lla Public 

• Type lib Public 

• Type III Public 

n Heat pump 

• 

FORMATION DESCRIPTION 
THICKNESS 

OF 
STRATUM 

33 

DEPTH TO 
BOTTOM OF 

STRATUM 

^ Dimeter • Steel • Threaded , Height: Above/B« 

gPtas^ • Welded I surface _1_ ft 
^ in. to ft. depth 

33 

. in. to. . ft. depth 
' Weight SS_2lts 

Grouted Drill Hole Diameter 

in tn - It rinnth 

I 
I 
I Drive Shoe 

i./ft. 

• Yes 

B No 
B SCREEN; 

Bad clay 15 48 Type. PW? 

GravelRRsand 29 77. 
siot/GJOt__3SL 

• Not Installed 

Diameter 3** 

Length S* 

Set between. 144 . ft. and 149 .ft. 

Sand 13 90 
FITTINGS: K-Packer Q Lead Packer Q Bremer Check 

H Blank above srr««n y It Othnr 

Gravel-saiidi 22 

Cl^iiqrmreLwsmd 

Sand 

Jl. 

2A. 

A32_ 

JIZL 

9 STATIC WATER LEVEL: 

97» ' 'St.XH V\ 
ft. below land surface • Flow 

10 PUMPING LEVEL: below land surface 

. ft. after. 

. ft. after. 

-348_ 

. hrs. pumping at. 

. hrs. pumping at, 

. G.P.M. 

. G.P.M. 

Saod OB the bot±ota 
11 WELL HEAD 

COMPLETION: 

12 WELL GROUTED? 

Q Pitless adapter Q 12'above grade 

I I Basement offset l~l Approved pit 

n No H Yes From 

n Neat cement dl Bentonite H Other 

No. of bags of cement. . Additives. 

13 Nearest source of possible contamination 

Type _ Distance. _jzet IL Direction _J0SSi3^ 

Well disinfected upon completion? Yes • No 

Was old weH plugged? 0 Yes dl No 

14 PUMP: r~l Not Installed f~l 
Betta«Plo 

Manufacturer's name ^^ 

^ ̂  HP 1 

Pump Installation Only 

Model number. 

Length of Drop Pipe -120-
TYPE: Q Submersible 

PRESSURE TANK: 

Manufacturer's name 

. Volts 230 

_ ft. capacity 

• Jet 

.G.P.M. 

USE A 2N0 SHEET IE NEEDED Model number. apacity. .Gallons 

15. Remarks, elevation, source of dala. etc. 

coi 'k 70 Ae c ..J-
777\/ 

16. WATER WELL CONTRACTOR'S CERTIFICATION; 
This well was drilled u^der my jurisdiction and this report is true 
to the best of my krrdWIedge and belief. 

Ktaapp W411 Pctllljog^ In&> 0795 

17. Rig Operator's Name: 

Bale Krqop 
Address 

RECiSTERED BUSINESS NAME 
6010 Uesfc M.72 

Signed . Date 

D67d 2/89 

. . I r I X\ -
AUTHORIZLO ItEPRESENTATiVE j ' 

Authority: 
Completion: 
Penalty: 

REGISTRATION NO. 

Teamaa Citye HI 4^ 

LOCAL HEALTH DEPT. COPY. 

AttCBlSt ISe 19 

Act 368 PA 1978 
Required 
Conviction of e violetlon 
of eny provision Is a 
misdemeanor. 



^9WIQ 
-rX^NO f •' 

IT LOCATION OF WELL 

County 

I MICHIGAN DEPARTMENT OF ENVIRONMENTAL QUALITY 

WATER WELL AND PUMP RECORD 
Towmship Name 

U/kljcivwi-fY 
Fraction Section No. 

PERMIT NO; 

Town No. 

2±JL 
Range No. 

4^ astance and Direction from Road Intersection 

jyfli Bite Uit:( 
Civh (AZ rl jrj/ A. ... i Ai l}\^, . heA*> 

Street Address A City of Well Location 

Locate with 'x' in Section Below 

1 
-4-

1 

1 1 

1 I 1 
"T 

1 1 
1 r 

—J-
1 IX 1 

/ 

17 

2. FOflMATION DESCRIPTION 

r.c/ii, QfA 
-Af/Of C/^A (J£f-
CY A 

THiCKNCSS 
OF 

6TAATUM 

2^ 

S/^ev rc/i'/fCfiAUh <>f 
s;/jA/P 

USE A 2ND SHEET IF NEEPED 
r.— 

15. ABANDONED WELL PLUGGED? 

Casing Diameter in. 

PLUGGING MATERIAL: 

IZI CementrBentonite Slurry 

No. of Bags 

ZA. 

DEPTH TO 
BOnOMOF 
STRATUM 

l£L 
SZL 
Ma 
Md-

• Yes • No 

Depth ft. 

Q Neat Cement [D Bentonite Slurry 

Q Concrete Grout IZI Bentonite Chips 

Casing Removed? IZI Yes [D No 

16. REMARKS: (Elevation, Source of Data, etc.) 

3. OWNEROFWELL _ ,. ^ i 

Address JW+vr/'/ f{ 

Address Same as 

4. WEa DEPTH: 

ft. 

Date Completed 

// f 
^ New Well 

Replacement Well 

5. U Cable Tool 

• Hollow Rod 

Qt.'^otaty • Driven 

LD Auger/Bored D Jetted 

• Dug 
• 

6. USE: Qflousehold • Type I Public • Typo III Public 

• Irrigation • Typo Ha Public • Heat Pump 

• Test Well • Type lib Public • 

7. CASING: • Stool • Threaded 

SPIasiic • Welded 

•other 

Diameter: Jn. V)J y'{}h. deoth 
.in. to ft depth 

BOREHOLE: 

Diameter: d to/4>^aepth 
Jn. to • . ft deoth 

Height: Above/Below 

Surface: ft 

Weight:. _lbsyfL 

• Drive Shoe 

• Shale Packer 

8. SCREEN:" • Not Installed 

Type r 
siocGausa, ZLJ2 ^ 

[gravel-Packed 

Diameter 

Length: 

Set Between 

FITTINGS: 

/'fLarxi 

fi^K-Packeir' 
• Blank Above Screen 

. .•BrernerCh^ 

" ft Other 

9. STATIC WATER LEVEL: ^ 

j? ft Below Land SurfMO • Flowing 

10. PUMPING LEVEL: Below Lar^ Surface 

ft. After J hrs. Pumping 

• plunger • Bailer ^Air 

ling at 

Dl 
•f} G.PJUI. 

Test Pump 

11. WELL HEAD COMPLETION: gifidess Adapter 

Basement Offset 

• 12" Above Grade 

• Well House 

12. WEa GROUTED? GNO [i^es From O to / ip fL 

• NeatCement , ^Bentonite • Other . " 

No.ofBags_ >" Additiv^ £r-p^jL4tJH 

13. NEAREST SOURCE OF POSSIBLE CONT^INATKDN: 

Type Pjt C Distance > C ft Direction. 

Type Distance ^fi. Direction 

14. PUMP: • Not Installed • Pump Installation On^ 

Manufacturer's Name jY V 

Model Number_ 

2. O "• Capacity. 
• jet •other 

HP 

iJ-t^ 

1?. DRILLING MACHINi'OPERATOR: 

•Employee • Subcontractor 

Length of Dt^ Pipe 

TYPE: 

PRESSURE TAI 

Manufacturer's Name^ 

Model Number 

18. WATER V/ELI CONTRACTOR'S CERTIFlCATlbN: 
This well was drilled under my jurisdiction arid lliis report is true to the best ol my 
knowledge an^beliel. 

^ S/-1A/. > J fiA/^ /i/QP 

/O GPM-

Reots* 
M c 
GtSTEMOBl BUSINESS MAM£ 

GW-2>22« 9/93 

Address /\0/A / 

ReGISTRATION NO. 

RECEIVED DEC 2 9 1997 
LOCAL HEALTH DEPT. COPY 

Signed Date ^ ^ 7 
AUTHORIZED REPRESENTATIVE* ^ ^ 

Aulhod^Ad^ PAjflg 

Ftnaity: Conytelten of i v<c<B9an e* »ny pf»¥l5^Tt« 



NO: 

1. LOCATION Of wea. 

I^unty 
Gc I )( 

i^^JHIGAN DEPARTMENT OF ENVIRONMENTAL QUALITY 

WATER WELL AND PUMP RECORD 
Township Narn^T"""""""^ 

PERMIT NO: 

6r•^V''9^/C1-|l 
Town No. Range No. 

-SL 
Distance and Direction from Road intersection^ x ,/i , 

;t £.• /A i-'ji<f/H (^'ft*i(l) 
^ /O-f ^(2J' /. i r" •/• t'i A - . 

lond Street Address & City of Weil Location 

Locate with 'x' in Section Below 

1 
-4-

1 

1 1 
-1— 

1 1 1 
"T 

i 1 
1 r 

-4-
1 i*» 1 

1 ,, 1 

USE A 2ND SHEET IF NEEpEO 

15. ABANDONED WELL PLUGGED? 

Casing Diameter in. 

PLUGGING MATERIAL: 

ED Cement/Bentonlte Slurry 

No. of Bags 

• Yes • No 

Depth ^h. 

CD Neat Cement D Bentonite Slurry 
CD Concrete Grout D Bentonite Chips 
Casing Removed? CD Yes CD No 

16. REMARKS: (Elevation, Source of Data, etc.) 

3. OWNEROFWELLJ,,^,^;?^ A< ̂  * 7/> W. 

Address 75"J>L-

Address Same as Well Locaaon O Yes CHw 

4. WEL 

5. • Cable Tool 
• Hollow Rod 

^01 

• AU( 

}^New Well 
D Replacement Well 

tary 
Auger/Bored 

D Driven 
D Jetted 

QDug 
Cf 

6. USE: J^Household • Typo I Public • Type III Public 
(^Irrigation D Type lla Public D Heat Pump 
• Test Well DTypo lib Public • 

7. CASING: • Steel •"Threaded 
^Plastic • Welded 
•other • 

Diameter: 

BOREHOLE: 
Diametetud wS^in. to .ft. depth 

depth 

In. 
^fL depth 

.ft depth 

Height: Above/Below 
Surface: ft 

Weight:. _lbs7tL 

• Drive Shoe 
• Shale Packer 

' D Not Installed "l^ravel-Packed 
P{/C, Diameter 
J Length: 

ft and 

• Bremer Check 

ft Other 

TER LEVEL: 
.fL Below Land Surface • Flowing 

11 .I^LL HEAD COMPLETION: 
Pidess Adapter 

CTbasement Offset 

3o 
10. PUMPING LEVEL: Below Land Surface 

^ft. After ^h^Punfipingat 
• Plunger • Bailer jj^^lr •Test Pump 

G.PA4. 

• 12" Above Grade 
• WeU H~'— - * 

12.WELLGR0UTED? 

• Neat Cement 

No. of Bags ^ 

13.NEA 

Type. 

• No^Yes 
• Bentoi^ 

Additives. 

iCc- Disi 
DistarKe 

AINATION: RCE OT^PO^IB^ONT^IM 

"anoqO/ * ft Direction 

_fL Direction 

14. PUMP: • Not Installed 

Manufacturer's Name 

• Model NumberPfTyZ 

Length of Drop Pip^. 

• Punw Installation Onty 

HP voits.2ii^ 
f -yj ft Caoadtv' / G.P. M. 

TYPE: Submersible •jet • Other 

PRESSURE TANK: . / 

Manufactuier's Name 

Model Number / J .Capacity Gallon%^/^ 

18. WATER WELL CONTRACTOR'S CERTIFICATION: 
This well yvas drilled under my juiisdiction arid this report is the best of my 

RECEIVED JUK 0 2 1997 
LOCAL HEALTH DE^, COPY 

AuSmle; Ad sea PA 1»7S 
PdMl^Condellon el • vIoiiSen el anr predde«le?nito< 

Requktd 



GEOLOGICAL SURVEY NO. 

1 LOCATION OF WELL 
County i 

IVIIOI'llvjAMy ucr/-\rt iivii_ni — .. 

WATER WELL AND PUMP RECORD 
Z?f-,H-to9-077-00 

Township Name 

Distance And Direction From Road Intersection { 

AF'/'^X Jy i>>u-£ A/OATM 0/=- M6&U^ 
i^O OA/ GLK 
Street Address 8 City of Well Locat 

Locate with 'X' in Section Below 
nr 

4--. 
I 
I 

I 

he/*!/?f\ 

c 

T 
IMI. 

£ 
L 
K 
U{ 

T T~"T7" 

FORMATION DESCRIPTION 

S'AUf) •> A V 

THICKNESS 
OF 

STRATUM 

PERMIT NUMBER 

Fraction Secti6i>;^mber Town N^ber Range Number I 

Md.SAiS£y. W 2^^ <? "4 
3 OWNER OF WELL; 

Address 

Address Same As Well Location? 

4 WELL DEPTH: 

NS-^-
5 n rahl® tr 

lyv.. • No 

n Cable tool 
• Hollow rod 

I I^flew Well 

\'7 ' \ 70 \ D'Replacement Well 

Date Completed 
MO. I OAT I TIAR 

I 

f Rotary 

I Auger 

I I Driven 

• Jetted 

• Dug 

• 
8 USE. y'QomestIc 

• Irrigation 

• Test Well 

• Type 1 Public 

r~l Type lla Public 
• Type lib Public 

• Type III Public 

• Heat pump 

• 

DEPTH TO 
BOTTOM OF 

STRATUM 

1(2. 

7 CASING: ri cTTM' 
Diameter USteol 

l^ftlas'ic • Welded 

5^ in. to f ft. depth 

• Threaded' .Tleight? Above/Befnr 

I Surface / 

. in. to. . ft. depth 
Weight. 

Groi jumd Drill Hole Diameter 
5^, in. to depth 

in. to fi riopth 

I 
I 
I 
I Drive Shoe 

I 

_ft. 

. Ibs./ft. 

• Yes 

D^NO 

r.LAVi /^RAUec 2 0 SO 
8 SCREEN: 

•^A/n) 1 CL A/ zi. 2^ 
• Not Installed 

Diameter Y 

Length *•/ * 

JAh/f) •iSPAUl.L 
(S/lAV c OA/ 

/2 
3r 

Set between / ̂  / ft. and / 0 S" 

FITTINGS: C3 K-Paclcer n. Blank above screen ^ 

.ft. 

• Lead Packer • Bremer Check 

fL Other 

lU 
9 STATIC WATER LEVEL: . y 

Q .•) 
f 1-' ft: below land surface • Flow 

JJL 
10 PUMPING LEVEL: below land surface 

'/ O ft. after / 

. ft. after. 

hrs. pumping 

. hrs. pumping at. 

atJ^ G.P.M. 

. G.P.M. 

11 WELL HEAD 
COMPLETION: 

h'tie^s adapter • 12'" above grade 

• Baseijient offset • Approved pit 

tm No Yes From to /^ (Alt 

• Neat cement "Ca- Bentonite 

12 WELL GROUTED? 

No..24rba9S of cement 

' IS NearestSbdrce of possible cdntaminat... . 

. Distance ̂ 8^2_J!L Direction £• 

Well disinfected upon completion? ^Kbs • No 

Was old well plugged? tI-1 No 

14 PUMP: • Not installed 

Manufacturer's name 

• Pump Installation Only 

.r. ..... 

,V • HP • y_ Model number 

Length of Drop Pipe _2 

TYPE: I^Submersible 

PRESSURE TANK: ,. \r f, — j g 
Manufacturer's name ^ A /f O f-~ 

. Volts 2- ^ 

. ft. capacity'' v.. / f) G.P.M. 

• Jet 

USE A 2N0 SHEET If NEEDED Model number. • Capacity. .Gallons 

15. Remarks, elevation, source of data. etc. t WATER WELL CONTRACTOR'S CERTIFICATION: 
This well was drilled under my jurisdiction and this report is true 

A 

17. Rig Operator's Name: 

pAy 
^:-;^NDTR.AV?::;?ccoi 

to the best of my knowledge and belief. 

0 6/2. 
REGKTEREO BUSINESS NAA^ , , REGISTRATION NO. 

:JTY S rg D/A/ 

Signed. 

D67d 2/89 

LOCAL HEALTH DEPT. COPY, 

AUTHORIZED REPRESENTATtVE 
Authority; Act 368 PA 197 8 
Completion: Required 
Penelty: Conviction of e violstion 

of any provision Is a 
misdemeenor. 



GEOLOGICAL SURVEY NO. 

Q9-on^ 
LOCATION OF WELL 

County 1 Township Name' 

WATER WELL AND PUMP RECORD 
Z^:-<9/3-/Of-ozf'oo > 

z||o|V 
PERMIT NUMBER 

Distance And XiTreda^From Road Interseclioeiv '• 

£7/^ /jc /?0 
-SS'=b'i>^r^3e.\^ 

Fraction ^ 

^(Au -^/a ̂ ^'/4 
^ Section prober Town Nu 

pk 
Range Number 

s^VTr^. 77, 

LOCAL HEALTH DEPT. COPY 

'HOfirZEO JltlOtJ^ENTATIVE 
Authority: Act 368 PA 1978 
Completion: Required 
Penalty: Conviction of a violation 

of any provision Is a 
misdemeanor. 



GEOLOGICAL-SURVEY NO. 

MICHIGAN DEPARTMENT OF PUBLIC HEALTH 

WATER WELL AND PUMP RECORD / QmiQ 
PERMIT NUMBER 

1 LOCATION OF WELL 
^oonty )onty , _ ^ Township ^ame . Fraction SectionNumber Town Niunbsr Range Number I 

lovti-ktofttei- lsev.^v.S£y.l % I zeal 9 rq 
Distance And Direction Frqrn Road Intersection/ i x \ 

i WaOtLO lAi, CNWJ) 

Street Address & City of Well Location 

Qlf/NER OF WELL: H 1 

C AiieOcLi ocxasa,. 

1^5"' Z lO. vVt AM ̂ 6.0^ G. v'K( f 
• No Address Same As Well Location? 

Locate with 'X' in Section Below 

1--T-' 
T 
IM. 

1 

Sketch Map: 

f 
4 WELL DEPTH: (completed) 

ft. -£2-
; Date pmpletion 

6 •cable tool 

n Hollow rod 

notary 
• Auger 

• Driven 

• Jotted 

• Dug 

• 

2 ASVCXII 

6 USE: [yg'omestic • Type I Public 

• Irrigation • Type lla Public 

• Test Well • Type lib Public 

TT 

• Type III Public 

• Heat pump 

n 

FORMATION DESCRIPTION 
THICKNESS 

OF 
STRATUM 

DEPTH TO 
BOTTOM OF 
STRATUM 

' Diamet'e'r D Steel • Threaded [ Height: Above/Below 

• WKJ'" I Surface 
yy in. to fj ft. 

. in. to. 

depth 

ft. depth 
Grouted Drill Hole Diameter 

in. to It. depth 

in. to It. depth 

Weight 
I 
I 
I 
I Drive Shoe 

I 

.ft. 

, Ibs./ft. 

• Yes 

0^0 

B SCREEN: 

Type. 

Slot/Geuze: *. 

Set between y f ft 

• Not Instead 
Diameter ^ 

Length S" 

end ff It. 

FITTINGS: S^Packer PI Lead Packer • Bremer Check 

• Blank above scraan (t. Other 

9 STATIC WATER LEVEL: s ft. below land surface • Flow 

10 PUMPING LEVEL: below land surface 

. ft. after. 

. ft. efter. 

. hrs. pumping at. 

. hrs. pumping at _ 

. G.P.M. 

. G.P.M. 

I *fpitless adapter above grade 

r~1 Basement offset I I Approved pit 

11 WELL HEAD 
COMPLETION: 

12 WELL GROUTED? r-i „ 
I I No l^^es From to ft. 

• Neat cement Q'^ntonite • Other ^ 

No. of bags of cement Additives • 

13 Nearest source of possible contamination 

Type Distance 

Well disinfected upon completion? • Yes • No 

Direction 

14 PUMP: • Not installed 

Manufacturer's nami 

Model number 

ot Installed > fl Pump Injt^lat^ Only 

L7^ /C n 
HP Vnlr. <9 

Length of Drop Pipe ft. capacity. 

TYPE: E'^ubmersible • Jet 

. G.P.M. 

USE A 2N0 SHEET IF NEEDED 

PRESSURE TANK. ^ f/ 
Manufacturer s name ML/X-'-W 

Model number < . Capacity. .Gallons 

'15. Remarks, elevation, source of data. etc. 

$EP 11 

067d 2/84 

16. WATER WELL CONTRACTOR'S CERTIFICATION: 
This well was drilled under my jurisdiction and this report is true 
to the best of my knowledge apd^belief. . . 

0 y S^/ 
REGISTERED BUSINESS NAME REGISTRATION NO. r 

Address 7^.5" <5 *K/if / C Jpd HC ̂  

AUTHORIZED REPRESENTATIVE 

LOCAL HEALTH DEPT. COPY 

Authority: 
Completion: 
Penalty: 

Act 368 PA 1978 
Required 
Conviction of e violation 
of any provision Is a 
misdemeanor. 



GEOLOGICAL SURVEY NO 

MICHIGAN DEPARTMENT OF PUBLIC HEALTH 

WATER WELL AND PUMP RECORD o 1 5 

1 LOCATION OF WELL 1 PART 127 ACT 368. P.A. 1978 
PERMIT NUMBER 8f 

XountY Township,Nam« 

* \ liu) B Vt-K— 
Fraction 

Distance And Direction From Road Intersection ^ 

K)01.\W - LrvXfe/ S'C^C , 

Street Address & City of Well Location 

Section Number 

% 
3 jaWNER OF WELL: -s , 

U Oo:-ls, 
Address t jL 

(8s(es 

Town Number Range Number 

—2_E^ 

Address Same As Well Location? • No 
Locate with "X" in Section Below 

—T— 

I 

I 
I 
T 
I 

4-

4 Ml. 

Sketch Map: 4 WELL DEPTH: (completed) 

ft 

, Date ol Completion 

AAjcttM 

5 • Cable tool Li'fiotary CD Driven [ 1 Dug 

CD Hollow rod CD Auger CD Jetted • 
6 LISE. I tH5omeslic \ 1 Type 1 Public • Type III Public 

CD Irrigation • Type lla Public • Heat pump 

• Test Well 
7 rACtNG- 1—1 _ 

CD Type lib Public 
r-,_ 1 

• 

FORMATION DESCRIPTION 

' </ 

THICKNESS 
OF 

STRATUM 

DEPTH TO 
BOTTOM OF 
STRATUM 

I » 

Qfia^c • Welded I surface _V—fl 
in. to ft. depth I ^ 

. in. to ft. depth 
Ibs./lt. 

Grouted Drill Hole Diameter 
in. to It. depth 

in. to It. depth 

I 
I Drive Shoe 

I 
• Yes 

CD No 

•i^t' S.f .,J 

a SCREEN: 

Type . 

CD Not Installed 

3S-
Slot/Gaute ^ 

Set between . 

UIL. 
. Diameter 

. Length ; 

. ft. and 

Ji: 
FITTINGS: Q-*T>acker CD Lead Packer CD Bremer Check 

f~l Blank above srrnpn J fi Other 
9 STATIC WATER LEVEL: 

,yO It hBlnw land surface • Flow 
10 PUMPING LEVEL: below land surface 

. It. alter. 

. It. alter. 

. hrs. pumping at. 

. hrs. pumping at. 

. G.P.M. 

. G P.M. 

'' ̂OMPIXTtoN: I^Wess adapter OtZ" above grade 
I I Basement ollset I I Aonroved pit 

12 WELL GROUTED? 
O No CD-Ws From. 

CD Neat cement C^Bentonite CD Other S i" '• ^ 

No. ol bags ol cement Additives 
13 Nearest source ol possible contamination 

Type S c Distance il/sJk Diteclton 

Well disinfected upon completion? CJ-Yes CD No 

• Not installed 

Manufacturer's name 

Model number <2 -

r~] Pump Installation Only 

.HP. . Volts 

^ ft. capacity 

USE A 2N0 SHEET IF NEEOEO 

Length ol Drop Pipe ^ 

TYPE: CD'S'ubmersiblo CD Jet 
PRESSURE TANK: y / 
Manufacturer's name ^ i 

Modei number. _ Capacity 

.G.P.M. 

.Gailons 

15. Remarks, elevation, source of data. etc. 16. WATER WELL CONTRACTOR'S CERTIFICATION: 
This well was drilled under my jurisdiction and this report is true 
to the best ol my knowledge and belief. 

c./; rj/r/ 
CISTERED BUSINESS NAME . KlKtilSTRATIpN NO. 

/r" 7 '7C/O/ihAf T- Z' ^ Address . 

Signed 
D67d (Rev. 10-801 ^HORIZEO REPRESENTATtVE 

LOCAL HEALTH DEPT. COPY 



GEOLOGICAL SURVEY SAMPLE No. 

WATEMfELL RECORD 
AC^294 PA 1965 

U_JL I II. H -r I I. J 

1 LOCATION OF WELL 

MICHIGAN DEPARTMENT , , 
. OF \(p^ 

PUBLIC HEALTH 

County ^ Twp. 

][Aaj.TftNr»fc I 
Disfonce And DfrecHon from Rood Intersections i\ f 

®A 
Stroel addrosA& City o 

OWNER N, 

FORMATION 
THICKNESS 

Fraction 

&£'*1E.,^W 
3 OWN 

'vsjqO^Ap' 

tap eoH 

Of 
STRATUM 

OtPTH TO 
BOTTOM OF 
STRATUM 

Saction No. Town 

\b as 
OWNER OF WELL: 

Addrott 

Range 

-A 
tUCvctj 

Slk fta^XOM 

i4 WELL DEPTH: (completed) Dote of Completion 

, - "5 »>'fZ.19Se 
5 LJ Coble tool LXRotory LJ Driven Lj Dug 

D Hollow rod D Jetted D Bored 

6 USE: QD Domestic Q Public Supply 

• _ 

cajy 108 110 

tttter eaad 115 

.......i.w t_i , uMiii. vuppi^ n Industry 

O Irrigation Q Air Conditioning Q Commercial 

• Test Well • 

7 Threaded SQ Welded Q iHeight: Above/Below Diam. 
^ In- to 

.in. to 

13&t. Depth 

ft. Depth 

|aurfo _ft. 

8 SCREEN: 

Type-8U1nleite steel ̂ DIO 

Slot/Gauze. 10 Klot— Length 

Set between. 110 .ft. an J-ll§—f>. 

Fittings: 

jWeight_41_|bs/ft. 
I Drive Shoe? YesBNpn 

9 STATIC WATER LEVEL 
.ft. bolow lond surfoco W 

10 PUMPING LEVEL below lond surfoce 

ttnT .ft. oftec hrs. pumping- ..g.p.m. 

Jt. ofter hrs. pumplng- -g.p.m. 

11 WATER QUALITY in Ports Per Million: 

(tardness. 

12 WELL HEAD COMPLETION: • In Approved Pit 

1®. Pitless Adopter D 12" Above Grade 

13 GROUTING: 

Well Grouted? Q Yes No 

Materiel: Q Neat Ce mant 

Depth: From. _ft. tOL. _ft. 

14 SANITARY: 
Nearest Source of 

feet _ 

Ktominotion 

-Direction 

Well disinfected-upon completion £1 Yes • Nc 
-Type 

15 PUMP: 

Manufacturer's Name. 

Model Number- amQ/L-a. -HP-
Length of Drop Pipe. 110 .ft. capacity- StOs .P.M. 

Type: £ Submersible D 

Q Jet D Reciprocating 

16 Remarks, elevation, source of data, etc. 17 WATER WELL CONTRACTOR'S CERTIFICATION: 
This well was drilled under my iurisdiction and this report is true 
to the best of my knowledge and belief. 

0270— 

Address R.R.# 1—BftllHire, Ittchlgftn tt96l5 

Signed 0\i) ^gs.^ Dote 2w>1 :Km/SO 

D670 100M 6-66 

LOCAL HEALTH DEPT. COPY 



GEOLOGICAL SURVEY SAMPLE No. 

WATER WELL RECORD 
ACT 294 PA 1965 

1 LOCATION OF WELL 
County Township N 

MICHIGAN DEPARTMENT 
OF 

PUBLIC HEALTH 
m 

Distance And Direction from Road 

Street address & 

om Road Inte^ections ~7 

/ji 

A/' 

i Traction 

Locate with "X" in section below 

Section Number 

3 OWNER OF WEI 

Address 

Town Number 

/ ̂  wz. 
Range Number 

orrpfot Sketch Map: 

I qST 
4- 1 
I I 
I I 

I I 

i ^ 

/// 

J OA 
i Ml. J 

4 WELL DEPTH: (completed) Date of Compfotion 

/V/ft. 

5 • Cable tool 

• Hollow rod 

l~l Rotary Q Driven 

jetted Bored 

• Dug 

• 
6 USE: Domestic fl Public Supply I I Industry 

• Irrigation 

•Test Well 

^ Air Conditioning • Commercial 

• 

FORMATION 
THICKNESS 

OF 
STRATUM . 

DEPTH TO 
BOTTOM OF 
STRATUM 

7 CASING: Threaderf^ Welded• ! Height: Above/88TgW 
Diam. | / 

I Surface ft. 

*"/ in. tn /Onnth [ Weight // lbs./ft. 

I Drive Shoe? Yes • No .in. to . ft. Depth 

7^ 
8 SCREEN: 

Type: . Die 
<-/ 

zv Slol/Os 

7-7 
Set between 

Fittings: 

Length A— 

ft. and JIL. .ft. 

9 STATIC WATER LEVEL 

ft. below land surface 2Xi 
10 PUMPING LEVEL below land surface 

• ft. after hrs. pumping . 

ft. after hrs. pumping. 

, g.p.m. 

. g.p.m. 

11 WATER QUALITY in Parts Per Million: 

Iron (Fe) Chlorides (CI) 

Hardness .Other 

12 WELL HEAD COMPLETION: Q Approved Pit 

jn Pitless Adapter lA 12" Above Grade 

13 Well Grouted7.STea • No 

• Neat Cement • Bentonite ^ >. 

Depth: From ft. to ft. 

14 Nearest Source of possible contamination • ^ 

iJ"^feet Direction ^ 

Well disinfected upon completion •ves • No n^B r 
.Type 

15 PUMP: 

Manufacturer's Name 

Model Number LID HP_^Volts 

Length of Drop Pioe /// ft. capacity,^^G.P.M. 

Type: Submersible 

I I Jet • Reciprocating 

use A 2HD SHCCT IF NCCDCD 

16 Remarks, elevation, source of data. etc. 17 WATER WELL CONTRACTOR'S CERTIFICATION; 
This well wa^riltpd under my iurisdiction and this report is true 
to the bpdC^o^^a^eJ^;^;^ 

SISTERED BUSINESS NAME 

Address 

Signed / 

is NAME • ^ ^EGIST^ION NO. 

D67d 100M (Rev. 12-68) 

LOCAL HEALTH DEPT. COPY 



GEOLOGICAL SURVEY NO. 

MICHIGAN DEPARTMEN,! OF PUBLIC HEALTH 

WATER WELL AND PUMP RECORD zJiaaia 
1 LOCATION OF WELL 

PERMIT NUMBER 

Jfci 
County -""T" Township Name Fracliop ^ A t, t Section Number Town Number Range Number 

£ E 
Distance And Direction From Road Intersection 

Soo '/z 

7}/y^LtL 
Street Address & City of Well Location 9^<^3 £2J l/c m 

Sketch Map: 

3 OWNER OF WELL: ̂  

Address ^ /L/}/?/J 

Address Same As Well Location? • Yes if NO 
Locate with *X' in Section Below 

—T— 

I 
I 
T 

4 WEU DEPTH: 

t37FT. 

T 
J Ml. 

± if 

FORMATION DESCRIPTION 

•VO ^iOSOll 

® • Cable tool 

• Hollow rod 

* Date Completed 
1 MO. I DAY I YEAR 

lAA 
I 3Rtotarv 

l~l Auger 

i (3 New Well 

t. I OQ D Replacement Well 

i~l Driven 

[~l Jetted 

n Dug 

6 USE. g Domestic 

. n Irrigation 

• Test Well 

• Tyjje I Public 

• Type Ha Public 

• Type lib Public 

THICKNESS 
OF 

STRATUM 

DEPTH TO 
BOTTOM OF 

' STRATUM 

'jBi^amStw Steel ' • Threaded 
S Plastic CH Welded 

S in. to ft. depth 

• Type III Public 

n Heat pump 

n 
I Height: Above/Below 

I Surface 2 ft. 

. in. to. . ft. depth 
Weight. 

Grouted Drill Hole Diameter 7-va in. to ft. depth 

in. to ft. depth 

I 
I 
I 
I Drive Shoe 

I 

. Ibs./ft. 

• Yes 

D No 

sand 25 

fine smd 25 €3 

8 SCREEN: 

Type 

Slot/Gauze _ w30 
Set between 132 

• Not Installed 

Diameter. S PIPB 
. Length 

. ft. and . 137 ft. 

3<? 

? 
?o 

grawgl. saad 63 120 
FITTINGS: K-Packer Q] Lead Packer Q Bremer Check 

• Blank above screen 3* ft nihnr 
9 STATIC WATER LEVEL: 

sandeclave<gavel 120 128 «6 avs«A 
A.A.U ft. below land surface • Flow 

saad 128 137 
10 PUMPING LEVEL: below land surface 

1^ ft. after _ 

ft. after _ 

hrs. pumping at. 

hrs. pumping at. 

_? G.P.M. 

G.P.M. 

11 WELL HEAD 
COMPLETION. titless adapter LH 12'above grade 

I I Basement offset I I Aooroved pit 
12 WELL GROUTED? r-, ^ A. » . 

I I No Yes From to ^ ft. 

r~l Neat cement L] Bentonite [I] Other 

i . -4 -
No. of bags of cement. Adrfitives Yol pVfg 

13 Nearest source oPpossible contamination 

Type__a®tlC _ Distance SOfr *t. Direction M 

Well disinfected upon completion? CSves • No 

Was old weU plugged? G Yes • No 

14 PUMP. Qj Not Installed G Pump Installation Only 

Manufacturer's name _ Pt«o ' 
Model number _ 9f)nSr 

JUN 2 I IMn 

USE A 2N0 SI i^-^OeTftftVERSE COUNTY 

Length of Drop Pipe 125 
TYPE: El Submersible G Jet 
PRESSURE TANK; 
Manufacturer's name ^ 

HP. 3/4 . Volts 23ft 

ft. capacity S_ G.P.M. 

Hene installed 
Model number. apaclty, .Gallons 

15. Remarks, elevation, souro 16, WATER WELL CONTRACTOR'S CERTIFICATION; 
This well was drilled under my jurisdiction and this report is true 
to the best of my knowledge and belief. 

Kropp Itell niATUng 
17, Rig Operator's Name: 

REGISTERED BUSINESS NAME 

Address ^,6010 ,Mf^7? VttSf-

0795 

Bale Kpcgp 
Signed 

REGISTRATION NO. 

JUC* 

D67d 2/89 RT^PDREPREIENTSTIVE 
Authority: 
Completion: 
Penalty: 

, Date , 4 
lOCAl HEAITH DEPT, COP* 

Act 368 PA 1\78 
Required 
Conviction of i violation 
of any provision is a 
misdamaanor. 



TAXNO: 

1. LOCATON OF WBJ. 

MICHIGAN DEPARTMENT OF ENVIRONMhN IAL QUALII Y 
DRINKING WATER & RADIOLOGICAL PROTECTION DIVISION 

WATER WELL AND PUMP RECORD 
Completion is required under authority of Part 127 Act 368 PA 1978 

Failure to comply is a misdemeanor 

Section No. Township Name 
(Aj/OTT.^ui^rr 

Ostance and Direction from Road Intersection 

Ice' ^coTif C-n /^Cv\iO 
lACXj IVr^T e'LK LK. r^cAi> 

Street Address & City of Well Location 

PERMIT NO; 

Range No. Town No. 
SprxJ 

3. OWNEROFWELL 
Address 

Address Same as Well Location 

B/et /^AJ6fr/. 
CgVes Li No 

Locate with V in Section Below 

1 1 
-4--

1 
1—-1--
1 1 1 

T 
1 1 

1 r 
--L_ 

1 
1-.U-
1 1 

Sketch Map 

f\NCr L 

J. 

B 
2. FORMATION DESCRIPTION 

?A/^di 
eirry. ; 

sxad 

USE A 2N0 SHEET IF NEEDED 

THICKNESS 
CF 

STRATUM 

00 

DEPTH TO 
BOTTOM OF 
STRATUM 

&(p 

15. ABANDONED WELL PLUGGED? • Yes • No 

Casing Diameter ^In. Depth 

PLUGGING MATERIAL: 
[D CementrBentonite Slurry 

No.of Bags 

D Neat Cement D Bentonite Slurry 
CD Concrete Grout [D Bentonite Chips 
Casing Removed? D Yes D No 

16. REMARKS: (Elevation. Source ol Data, etc.) 

4. WELLDE LL DEPTH: 

5. • Cable Tool 
• noltowRod 

Date Completed ^ New Well 
D Replacement Well 

ISRotary CH Driven CD Dug 
D Auger/Bored • Jened • 

6. USE: • Household • Type I Public • Type III Public 
Igation CD Type lla Public CD Heat Pump 

est Well DType lib Public • 

.. i_j m/u 

Ofrrig 
'UTes 

7. CASING: • Steel • Threaded 
• Plastic • Welded 
•other 

Diameter: 

BOREHOLE: 
Diameter: 

in. to^ ^ft. depth 
^1 in. tog^ft. depth 

:,^^in. to 

CrV4r-'"- ""I 
ft. depth 

iih iD3f^ dep 

Helgh^86ve®elow 
Surface: 1 ft 

Weight: f, ,j..' j tosTft. 

• Drive Shoe 
• Shale Packer 

6. SCREEN: • Not Installed -^Gravel-Packed 
Type -_J ;M; I igame'er /I ' 

^ovGauze \ .• 
"^t^tween 

Lenglh:_ 
•^3 ft.and_|^ 

PmiNGS: DK-Packer • Bremer Check 
^Blank Above Screen ' ' t ft. Other 

9. STATIC WATER LEVEL: 
_ft. Below Land Surface • Flowing 

10. PUMPING LEVEL: Below Land Surface 
. . • ; ft. After I hrs. Pumoino at ^G.PAI. 
• Plunger • Bailer Q Air • Test Pump 

11. WELL HEAD COMPLETION: 
• Pitless Adapter 
• Basement Oflset 

r 12" Above Grade 
I Well House 

12.WEUGR0trTED? DNO ^Yes From ft-
• Neat Cement • Bentonite J^O&ier\ t - i-". . 
No. of Bans •^'21 • Additives : ~ ^ 

13. NEAREST SOURCE OF POSSIBLE CONTAMINATION: 
Tvoe C '...I t : Distance / ••' ft. Direction_ 
Type Distance; ^ft. Direction. 

14. PUMP: • Not Instiled 
Manufacturer's Nyie ' 
Model Number ; 

• Pump Installation Only 

HP3 .Volts ; 
Length of Drop Pipe >L C^adty _^j4i__G.P. M. 
TYPE: ^ Submersible 
PRESSURE TANK: 
Manufacturer's f^ame 

jLllliJ^-LPStpadty. 

rfajet • Other. 
^w >^ " C'TAIV , 

Model Number. Gallons 

17. DRILLING MACHINE OPERATOR: 
,^£mpTdySe^l|D Sut>con[ractor , 

B r i.i.a ^ ^ 
RECK!V£DiN)0 8 1999 

18. WATER WELL CONTRACTOR'S CERTIFICATION: 
This well was drilled under my jurisdiction and this report is true to the best of my. 
knowledge and belief. • f / 

lA jl 
RBOtSTERED BUSINESS NAME REGISTRATION NO. 

04^ 

LOCAL HEALTH DEPT. COPY 
EQP2017 (12/96) 
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HYDROLOGY AND LAND USE IN 

GRAND TRAVERSE COUNTY, MICHIGAN 

by 

T.R. Cummings, J.L. Gillespie, and N.G. Grannemann 

ABSTRACT 

Glacial deposits are the sole source of ground-water supplies in Grand 
Traverse County. These deposits range in thickness from 100 to 900 feet and 
consist of till, outwash, and materials of lacustrine and eolian origin. In 
some areas, the deposits fill buried valleys that are 500 feet deep. 
Sedimentary rocks of Paleozoic age, which underlie the glacial deposits, are 
mostly shale and are not used for water supply. 

Of the glacial deposits, outwash and lacustrine sand are the most 
productive aquifers. Most domestic wells obtain water from sand and gravel at 
depths ranging from 50 to 150 feet and yield at least 20 gallons per minute. 
Irrigation, municipal, and industrial wells capable of yielding 250 gallons 
per minute or more are generally greater than 150 feet deep. At places in the 
county where moranial deposits contain large amounts of interbedded silt and 
clay, wells are generally deeper and yields are much lower. 

Areal variations in the chemical and physical characteristics of ground 
and surface water are related to land use and chemical inputs to the 
hydrologic system. Information on fertilizer application, septic-tank 
discharges, animal wastes, and precipitation indicate that 40 percent of 
nitrogen input is from precipitation, 6 percent from septic tanks, 14 percent 
from animal wastes, and 40 percent from fertilizers. 

Screams and lakes generally have a calcium bicarbonate-type water. The 
dissolved-solids concentration of streams ranged from 116 to 380 milligrams 
per liter, and that of lakes, from 47 to 170 milligrams per liter. Water of 
streams is hard to very hard; water of lakes ranges from soft to hard. The 
maximum total nitrogen concentration found in streams was 4.4 milligrams per 
liter. Water of lakes have low nitrogen concentrations; the median nitrate 
concentration is less than 0.01 milligrams per liter. Pesticides (Parathion 
and Simazine) were detected in low concentrations at six stream sites; 2,4-D 
was detected in low concentrations in water of two lakes. Relationships 
between land use and the yield of dissolved and suspended substances could not 
be established for most stream basins. 

Calcium and bicarbonate are the principal dissolved substances in ground 
water. Dissolved-solids concentrations ranged from 70 to 700 milligrams per 
liter; the countywide mean concentration is 230 milligrams per liter. The 
mean nitrate concentration is 1.3 milligrams per liter; about 1.6 percent of 
the county's ground water has nitrate concentrations that exceed the U.S. 
Environmental Protection Agency's maximum drinking water level of 
10 milligrams per liter. An effect of fertilizer applications on ground-water 
quality is evident in some parts of the county. 



INTRODUCTION 

An increased demand for water by irrigators, municipalities, and 
industries is affecting development throughout the country. Long-term 
effects, however, can rarely be predicted without detailed geologic and 
hydrologic information. Along with climate, geologic conditions control the 
natural chemical characteristics of water. Concern over the changes in the 
natural quality of both ground and surface waters has prompted examination of 
how land use modifies the suitability of water for its varied uses. Such 
changes are usually subtle, and not easily measured in a short period of time. 

This study is one of a series of three county studies that attempt to 
relate hydrology to land use in Michigan. Other studies have been conducted 
in Van Buren and Kalamazoo Counties. Grand Traverse County was selected 
because agricultural development, although intense at places, was not as 
prevalent countywide as in the areas previously studied, and because general 
environmental conditions are different in the northern part of Michigan's 
Lower Peninsula. 

The study was done in cooperation with Grand Traverse County and the 
Geological Survey Division of the Michigan Department of Natural Resources. 
The compilation of land-use data, information of fertilizer use, animal 
populations, and septic-tank installations were the responsibility of the 
Grand Traverse County Extension Service. Collection and analysis of geologic, 
hydrologic, and water-quality data were the responsibility of the U.S. 
Geological Survey. 

Purpose and Scope 

This report describes the results of a study of the chemical and physical 
characteristics of ground and surface water in Grand Travierse County and to 
relate these characteristics to land use. The investigation required an 
assessment of the chemical inputs to the hydrologic system, including those of 
precipitation, animal wastes, septic tanks, and fertilizers. Data on geology 
and hydrology, which provide the necessary basis for interpretations, were 
also collected and evaluated. Readily available land-use data were compiled 
for use. 

General Description of Study Area 

Grand Traverse County is in the northwestern part of Michigan's Lower 
Peninsula (fig. 1). On the north it is bounded by the East and West Arms of 
Grand Traverse Bay, a part of Lake Michigan. The Boardman River, which drains 
the central part of the county, flows to the Bay. The land surface is flat to 
rolling and ranges in elevation from about 580 ft (feet) above sea level at 
Lake Michigan to about 1,180 ft in the southeastern part of the county (fig. 2). 
The county has about 240 lakes and ponds. 

The county comprises about 485 mi^ (square miles) and is composed 
principally of cropland, orchards, and forests. Its population is about 
55,000 (U.S. Bureau of Census, 1982). The largest community is Traverse City, 
which has a population of about 15,000 (fig. 3). 
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Figure 1.—Location of Grand Traverse County. 
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Figure 2.—Elevation of land surface. 
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Figure 3.—Population in 1980, by township. 
(U.S. Bureau of Census, 1982.) 



Average annual precipitacion for Crand Traverse County is about 31 in. 
(inches). It ranges from 30 in. at Grand Traverse Bay to 32 in. inland. 
Average snowfall, measured from July to June, ranges from 87 in. at Traverse 
City to 106 in. at the Village of Fife Lake in the southeastern part of the 
County (Fred Nurnberger, Michigan Weather Service, oral commun., 1990). Mean 
monthly temperatures range from 16 'F (Fahrenheit) to 65 °F. 

Farming is an important part of the county's economy. Fruits, 
vegetables, and field crops can be raised satisfactorily with rainfall; 
however, irrigation increases yields and provides greater profits. About 
2,000 acres are irrigated (R.L. Van Til, Michigan Department of Natural 
Resources, written commun., 1985). From 1970 to 1977, the amount of water 
used for irrigation increased 324 percent. Tourism is also important to the 
economy. In summer, the mild climate, the bay, and the many lakes make the 
county a popular recreational area. In winter, abundant snow and ice-covered 
lakes provide excellent conditions for winter sports. Oil and gas exploration 
and development are expanding in the southeastern part of the county. 

Of the 55,000 residents of Grand Traverse County, about 40,000 depend on 
ground water for domestic supplies. The remaining residents obtain water from 
the Traverse City municipal systems, which pumps water from the East Arm of 
Grand Traverse Bay. 

GEOLOGY 

Grand Traverse County is underlain by sedimentary rocks of Paleozoic age 
that consist mostly of shale, limestone, and sandstone. Glacial deposits, the 
result of continental glaciaCion during the Pleistocene Epoch, consist of 
gravel, sand, sil,t, and clay. These unconsolidated deposits completely cover 
the bedrock surface and are as much as 900 ft thick at places. 

Bedrock 

ii 

Bedrock directly underlying the glacial deposits is divided into six 
geologic units (fig. 4). These geologic units are, in ascending order, the 
Antrim, Ellsworth, Sunbury, and Coldwater Shales, and the Marshall and 
Michigan Formations. The four shale units underlie all of the county except 
for the southeastern part which is underlain by the Marshall and Michigan 
Formations. The Marshall Formation is primarily a sandstone; the Michigan 
Formation is primarily a limestone. 

Structurally, bedrock underlying the county is part of the Michigan 
basin, a bowl-shape feature with a center that roughly coincides with the 
geographical center of Michigan's Lower Peninsula (fig. 1). Geologic units 
dip toward the center of the basin where the youngest rocks subcrop. 
Therefore, the bedrock units in Grand Traverse County dip southeastward. 

Elevation of the bedrock surface ranges from about 200 ft below sea level 
in the western part of the county to about 700 ft above sea level in the 
southeastern part of the county. Weathering and erosion throughout geologic 
time have created this variable relief. During periods of glaciation, erosion 
deepened pre-existing bedrock valleys and filled them with unconsolidated 
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Figure 4.—Areal distribution of bedrock. 



glacial deposits. One major buried valley, 500 ft below Che elevation of the 
surrounding bedrock surface, trends north-south in the southwestern part of 
the county; two other major buried valleys trend east-west (fig. 5). 

Scant data are available to determine the elevation of bedrock in the 
northwestern part of the county and on Old Mission Peninsula (pi. 1). At 
present, there are no wells that penetrate bedrock in these areas. Analysis 
of data from the few wells that do exist indicate that bedrock is at least 
300 ft below land surface. 

Glacial Deposits 

Continental glaciation ended about 10,000 years ago in the northwestern 
Lower Peninsula of Michigan. As the glaciers melted, they left behind 
extensive deposits of gravel, sand, silt, and clay. The thickness of these 
deposits ranges from about 100 to about 900 ft. The lithology of the upper 
part of these deposits is indicated by the logs of 36 wells (table 1, at back 
of report) installed by the U.S. Geological Survey. At some locations the 
glacial deposits have been reworked, eroded by wind and streams, or eroded by 
wave action in the ancestral Great Lakes, whose water levels fluctuated as 
much as 200 ft after deglaciation (Hough, 1958). 

Glacial deposits found in Grand Traverse County include till, 
glaciofluvial, and lacustrine deposits. Alluvial deposits of more recent 
origin occur near stream channels; eolian deposits occur near shorelines. The 
different types of glacial deposits are associated with landforms, such as 
till plains, outwash plains, moraines, and lake plains. The composition of 
these deposits, however, ranges from coarse gravel to clay. 

Till is a mixture of gravel, sand, silt, and clay. In Grand Traverse 
Gounty, till can be either coarse or fine grained. At some locations, 
boulders and cobbles also are present. Surficially, moraines in the county 
are composed of till that is primarily sand, gravel, and silt; moraines 
contain a relatively small amout of clay (Farrand, 1982). The moraines, which 
trend east-west, were formed when sediments were deposited as the glacier 
retreated. The Manistee moraine crosses the northern part of the county; the 
Port Huron moraine crosses the southern part (fig. 6). 

Relief in areas of moraines is variable and is referred to as hummocky 
topography. Hummocky topography developed when differential melting of the 
glacier caused sediment to accumulate in low areas on the ice surface, which 
prevented the ice from melting rapidly. Depressions or kettle lakes on the 
land surface are places where ice blocks covered by sediment melted. 

Till plains are present on Old Mission Peninsula and in the extreme 
northeastern part of the county. Topography at these locations consists of 
rolling plains and drumlins. Drumlins are smooth, glacially formed hills, 
elongated and aligned parallel to the direction of glacier movement. Drumlins 
are commonly found in fields; similar forms are found grouped together. The 
drumlins were probably caused by a readvance of glacial ice for a relatively 
short period of time. 
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Figure 5.—Buried valleys and configuration of the bedrock surface. 
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Outwash plains, which are stratified sand and gravel deposits, are formed 
by glacial meltwater as multiple braided stream systems coalesce at or near 
ice margins. An extensive outwash plain trends east-west across the middle of 
the county between the Manistee and Port Huron moraines. It was created by 
sediment-laden meltwater that flowed from glacial ice when the Manistee 
moraine was formed (fig. 6). Outwash in the southeastern and southwestern 
parts of the county is similarly associated with the Port Huron moraine. 
Drainage of the outwash plains was to the west-southwest. 

Relief of the outwash plains changes from level to gently steepening in 
the direction of ancestral drainage. The area of greatest relief on the 
outwash plains occurs where the Boardman River has downcut into the plain to 
flow to Lake Michigan. Relief in this area is as great as 150 ft. 

Lacustrine deposits range from sand to clay, depending on the 
depositional environment. High-energy environments, such as beaches, are 
composed mostly of sand; low-energy environments, such as distal parts of 
lakes, are predominantly clay. In Grand Traverse County, lacustrine deposits 
such as beach sands, deltaic sands, and lakebed clays, are found at the 
surface and in the subsurface. Beach sands are found along Old Mission 
Peninsula. From Traverse City east to Acme, the area is a sandy lake plain. 
Deltaic sand deposits are found where the ancestral Boardman River downcut 
through the Manistee moraine and flowed into ancestral Grand Traverse Bay. 
The relief of lacustrine deposits is usually flat except where old beach 
ridges are found. 

Eolian deposits are found at the tip of Old Mission Peninsula and consist 
mostly of well-sorted sand. These deposits are topographic highs, and are 
dune shaped. They were formed by northeasterly winds from Lake Michigan. 
Other eolian deposits are found on the eastern shore of the East Arm of Grand 
Traverse Bay. Alluvial deposits are found mostly along the Boardman River, 
whose flood plain is as much as 4,000 ft wide. 

HYDROLOGY 

In Grand Traverse County, about 16 in. of the annual average precipitation 
(31 in.) are evaporated or transpired by plants. Of the remaining 15 in., 
about 4 in. become streamflow; about 11 in. percolate to the water table and 
recharge ground-water reservoirs. 

Surface Water 

Grand Traverse County is drained largely by the Boardman River in the 
northern and central part, by the Betsie River and its tributaries in the 
western part, and by tributaries of the Manistee River in the southern part. 
The county has about 240 lakes and ponds which comprise about 28 roi^ or 6 
percent of the county (Humphrys and Green, 1962). 

Streams 

A daily discharge record on the Boardman River near Mayfield (U.S. 
Geological Survey surface-water station 04127000) has been obtained since 
1952. Average discharge for the period of record is 196 ft'/s (cubic feet per 
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second). The maximum discharge, 1,220 fc'/s, occurred in September 1961; the 
minimum, 30 ft'/s, occurred in January 1965. Figure 7 shows hydrographs for 
this station from October 1983 through September 1986. 

During this investigation, measurements of discharge were made 
periodically at 24 sites at the time water-quality samples were collected. 
The locations of these sites are shown on plate 1; maximum and minimum 
discharges at each site are given in table 2. Twenty-four drainage areas, 
lettered A to X, have been defined based on the locations of these sites. 
Figure 8 shows the boundaries of these areas. Based on the data shown in 
table 2, runoff at high flow ranged from 0.77 (ft'/s)/mi* (cubic feet per 
second per square mile) at Anderson Creek near Buckley to 5.7 (ft'/3)/mi' at 
Hospital Creek at Traverse City. Runoff at low flow ranged from 0.056 
(ft'/s)/mi' at Tobeco Creek near Elk Rapids to 1.5 (ft'/s)/mi® at Williamsburg 
Creek near Williamsburg. 

Lakes and Ponds 

The lakes in Grand Traverse County range from 0.1 to 2,860 acres in size; 
a depth as great as 102 ft has been measured. Long Lake is the largest in the 
county; Green Lake is the deepest. The location of principal lakes is shown 
on plate 1. About 71 percent of the lakes have neither inlet nor outlet, 
about 20 percent have inlets and outlets, about 8 percent have outlets only, 
and less than 1 percent have inlets only. With the exception of Peninsula 
Township, lakes and ponds are well distributed throughout the county. 

Ground Water 

In Grand Traverse County, most ground water is contained and flows in the 
glacial deposits that overlie bedrock. It generally flows toward Grand Traverse 
Bay or to streams that are tributary to the bay, except in the southern part of 
the county where it flows to the south, southeast, and southwest out of the 
county. The occurrence and distribution of water in bedrock has not been 
thoroughly investigated, and little is known of its movement. 

Aquifers 

The nature and size of pore spaces and other openings in rocks are the 
primary factors controlling the movement and storage of ground water in 
aquifers. The major aquifers in the county are the outwash sand and gravel 
and lacustrine sand deposits. These deposits, which have large interconnected 
pore spaces, readily transmit water and are the most common sources of water. 
Till, lacustrine silts and clays, and other fine-grained deposits have 
relatively low porosity which restricts the flow of water; they yield only 
small amounts of water to wells. 

Within the glacial deposits, layers of till or till and clay are present 
in much of the county. Figure 9 is a geologic section from Bellen Lake 

I through Long, Bass, and Silver Lakes that shows an increase in fine-grained 
' units from west to east. These units divide the glacial deposits into many 

water-bearing units. In the lower units, ground water is partly confined by 
till and clay; in areas where outwash or lacustrine sand deposits are at land 
surface, however, ground water is unconfined. 
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Table 2.—Maximum and minimum discharges at periodically measured 
sites in Grand Traverse County. 1984-86 

[ft'/s, cubic feet per second] 

site 
number Station number and name 

Number of 
measurements 

Maximum 
discharge 
(£tVs) 

Minimum 
discharge 
(ftVs) 

1 04123706 Fife take Outlet 
near Fife Lake 

7 22 9.2 

2 04123910 Anderson Creek 
near Buckley 

22 25 6.4 

3 04126525 Mason Creek near Crawn 7 17 7.6 

4 04126532 Duck Lake Outlet 
near Interlochen 

7 52 22 

5 04126546 Green Lake Inlet 
near Interlochen 

20 132 16 

6 04126550 Betsie River 
near Karlln 

7 93 42 

7 04126958 North Branch Boardman 
River near South Boardman 

7 91 43 

8 04126950 South Branch Boardman 
River near South Boardman 

8 70 38 

9 04126970 Boardman River at 
Brown Bridge Road near Hayfield 

23 338 99 

10 04126995 Jackson Creek 
near Kinglsey 

6 11 4.5 

11 04126997 East Creek 
near Mayfield 

22 115 16 

12 04126991 Boardman River below 
Brown Bridge Fond near Mayfield 

21 393 106 

13 04127008 Swainston Creek 
at Mayfield 

22 19 11 

14 04127019 West Branch Jaxon 
Creek near Hayfield 

7 1.2 .11 

15 04127250 Boardman River 
near Traverse City 

22 539 217 

16 04127490 Boardman River 
at Traverse City 

22 . 577 192 

17 04127498 Hospital Creek 
. at Traverse City 

22 44 8.5 

18 04127520 Mitchell Creek 
at Traverse City 

23 28 4.7 

19 04127528 Acme Creek at Acme 22 22 13 

20 04127535 Yuba Creek near Acme 22 22 5.0 

21 04127550 Tobeco Creek 
near Elk Rapids 

22 19 .61 

22 04127600 Battle Creek 
near Williamsburg 

22 19 9.4 

23 04127620 Williamsburg 
Creek near Williamsburg 

22 28 12 

24 04126845 Cedar Run near Cedar 3 10 8.3 
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The Marshall Formation, a sandstone, underlies about 14 mi' of the 
southeastern part of Grand Traverse County. It is a well known and productive 
aquifer in other parts of Michigan. Few wells have penetrated the formation 
in the county, however, and little is known about its hydraulic properties. 
Other bedrock in the county is not likely to yield significant water at most 
places. 

Water Table and Ground-Water Flow 

The elevation of the water table, directions of horizontal ground-water 
flow, and ground-water divides are shown on plate 2. The map was prepared by 
determining depth-to-water from well-drillers' records and subtracting the 
depth from the land-surface elevation shown on U.S. Geological Survey 
topographic quadrangles. These values were hand contoured to show lines of 
equal elevation. Where well-record coverage in the county was sparse, the 
elevation of streams and lakes were used to estimate the elevation of the 
water table. 

The configuration of the water table is similar to the land-surface 
topography, except that the variation of the elevation of the water table is 
subdued. For example, the water table is about 40 ft higher on Old Mission 
Peninsula than it is at Grand Traverse Bay; variation in land surface 
elevation is as much as 200 ft between the two areas. Most ground water in 
the county flows toward the bay. 

A major influence on the configuration of the water table and direction 
of ground-water flow is the Boardman River. Ground water flowing northward 
discharges to the river, which has cut a deep valley in the glacial deposits. 
Ground water on either side of the valley flows to the river, which eventually 
discharges to Grand Traverse Bay. Some ground water beneath confining units 
probably flows under the river. 

In the northwestern part of the county near Bass Lake, a major ground­
water divide extends north to south for about 10 mi, and then eastward to the 
southeastern edge of the county near Fife Lake. North and east of the divide, 
ground water discharges toward the Boardman River or Grand Traverse Bay. 
South and west of the divide, ground water flows toward adjacent counties. 

The water table fluctuates throughout the year. Water levels usually 
rise during the winter and spring when evapotranspiration is low; they decline 
during summer when evapotranspiration is high. Ground-water levels in 20 
observation wells were measured during 1985-86 (table 3, at back of report). 
Measurements of water levels in an observation well near Fife Lake from 1976-88 
indicate that the water table responds to changes in rainfall and/or snowmelt 
(fig. 10). Seasonal and long-term responses to recharge are evident. For 
example, a rise of 1 to 2 ft in the water level occurs each spring. Long-term 
responses are less dramatic and are related to annual precipitation. Figure 
10 shows precipitation for and the departure from normal precipitation at 
Traverse City Airport during 1976-88. During a period of reduced 
precipitation, such as during 1980-82, water levels were low. When 
precipitation was normal or above, as during 1983-86, water levels increased. 
Snowmelt usually occurs in late March. At about this time, ground-water 
levels begin to rise for 2 or 3 months, depending on the amount and time of 
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rainfall. Seasonal water-level peaks usually occur between late May and early 
July. Occasionally, a second peak occurs in late autumn when rainfall 
increases and evapotranspiration decreases. 

Depth and Yield of Water-Bearing Deposits 

Plate 3 is a map showing generalized depth to water-bearing deposits in 
Grand Traverse County. The map indicates the depth to which a well must be 
drilled within the glacial deposits to obtain a domestic water supply of 10 
gal/min (gallons per minute). If the hydraulic properties of the glacial 
deposits near the water table are unsatisfactory, depth of drilling may need 
to be increased to find a water-bearing zone. These zones are usually coarse­
grained sand and gravel deposits. 

In general, outwash and lacustrine deposits are coarse-grained. Wells 
installed in these deposits are usually shallow because the water table is 
close to the land surface. Where outwash or lacustrine deposits are present, 
most wells are less than 100 ft deep. Confining units are usually not present 
in these areas at shallow depths. 

Fine-grained materials, associated with till and distal lacustrine 
deposits, are found in parts of the county where moraines are present. Wells 
in these areas range from 100 to 300 ft deep and generally have low yields. 
At least one confining unit usually is present, but the deepest wells will 
penetrate through multiple confining units to reach a productive zone. 

Depth to water is related to type of glacial deposit in the county. The 
highest land-surface elevations and greatest topographic relief are associated 
with morainal deposits; the depth to water in these areas is greater than in 
areas of outwash deposits. Even though some of the deposits are coarse 
grained and could yield water to wells, they are above the water table. 
Outwash and lacustrine deposits are associated with low topographic relief and 
low land-surface elevations. Depth to water is less in these areas than in 
moranial areas. In a few areas where the water table is only a few feet below 
land surface, coarse-grained deposits sufficient to store water are not 
present. 

Domestic wells in most of the county obtain sufficient supplies from 
wells 50 to 150 ft deep. These wells usually have a 4-in.-inside diameter 
casing, a screened interval of A ft, and yield at least 20 gal/min. Irrigation, 
municipal, and industrial wells are usually 150 to A50 ft deep and are capable 
of yielding 250 gal/min or more. These wells have at least a 6-in.-inside 
diameter casing and have a much greater screened interval in the water-bearing 
zone than do domestic wells. 

Hydraulic Properties of Aquifers 

The only bedrock units in the county that may have potential for 
providing usable supplies of water are the sandstones of the Marshall 
Formation. Because of the depth at which the Marshall Formation lies and 
because the formation is not tapped for water supplies, no hydrogeologic data 
regarding the formation were collected during this study. Other bedrock units 
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that underlie the glacial deposits are thought to be as poor aquifers in Grand 
Traverse County as they are in other parts of the State because they consist 
principally of shales. 

The hydraulic properties of the glacial deposits depend on the type of 
deposit. Aquifer tests were conducted at two locations during this study to 
determine the horizontal hydraulic conductivity and specific yield of 
glaciofluvial deposits. The tests were conducted north of Fife Lake (well FL) 
and south of (Carlin (well CPl) (plate 1). The transmissivity of deposits at 
well FL was 4,300 ft^/d (feet squared per day); the specific yield was 0.30. 
The transmissivity of deposits at well CPl was 2,500 ft^/d; the specific yield 
was 0.25. Hydraulic conductivities were 80 and 50 ft/d (feet per day) for 
wells FL and GPl, respectively. Aquifer-test data from previous 
investigations are available at the Village of Kingsley and at the U.S. Coast 
Guard Air Station, Traverse City. Analysis of the aquifer test conducted at 
the Village of Kingsley for a public-supply well indicates transmissivity 
ranges from about 3,000 to 3,800 ft^/d for the leaky confined sand and gravel 
aquifer. Hydraulic conductivities determined for the aquifer range from 55 to 
70 ft/d. Analysis of the aquifer test made at the U.S. Coast Guard Air 
Station indicates that transmissivity ranges from 1,800 to 2,600 ft^/d for the 
unconfined sand and gravel aquifer. Horizontal hydraulic conductivity 
calculated from the transmissivity ranges from 100 to 150 ft/d. No aquifer 
tests have been conducted in fine-grained deposits such as till or lacustrine 
clay. 

The velocity of horizontal ground-water flow depends on the hydraulic 
gradient, the hydraulic conductivity, and the effective porosity of the 
aquifer. Near well FL, the velocity of ground water is about 1 ft/d. At the 
U.S. Coast Guard Air Station, velocities ranged from 3 to 6 ft/d because of 
comparatively steep gradients, high hydraulic conductivities, and low 
effective porosities. 

WATER QUALITY AND LAND USE 

In Grand Traverse County, as in other parts of Michigan and the country, 
the relation of land use to the chemical and physical characteristics of water 
is not always evident. To investigate possible relations in Grand Traverse 
County, current information on the chemical inputs to the hydrologic system, 
particularly the nitrogen input, was considered essential. Data on fertilizer 
applications, animal wastes, septic-tank discharges, and chemical composition 
of precipitation were compiled as the first step in evaluating water quality. 

Inventory of Land Use 

The Michigan Department of Natural Resources* Division of Land Resource 
Programs is responsible for implementing the Michigan Resource Inventory 
Act of 1979. One requirement of the act is that a current-use inventory of 
each county be maintained. Land use or land cover is classified using 46 
categories, which are designed to identify existing use of every 2.5- to 5.0-
acre area of land in the State. Land use or cover exceeding 4 percent of the 
total area of Grand Traverse County include; northern hardwood forest land, 
24.73 percent; cropland, 16.14 percent; mixed pine forest land, 14.63 percent; 
herbaceous openland, 10.68 percent; orchards, 5.19 percent; single-family 
duplex, 4.56 percent; and lowland hardwoods, 4.15 percent (Michigan Department 
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of Natural Resources, written comnun., March 27, 1985). Table A lists land-
use data for Grand Traverse County by township. Although data tabulated in 
table A are accurate indications of land classification, the actual area in a 
township devoted to a given use may be substantially less than that falling 
within a classification. In order to relate water quality to agricultural 
use, and in order to provide a basis for estimating chemical inputs to the 
hydrologic system, the Grand Traverse County Extension Service compiled 
information on the amount of field and fruit crops grown in each township in 
1988. These data are given in table 5. 

Table A.—Land-use data for Grand Traverse County 

[mi^, square miles; percent, percentage of total area] 

Township 
or 

city 

Business district, 
Residential, shopping center, 
mobile home commercial, 

parks institutional Industrial 

Cropland, 
confined feeding 

Transportation, operations, permanent 
communications, pasture, other 

utilities agricultural lands 

mi* Percent mi' Percent mi • Percent mi' Percent mi' Percent 

Acme 1.65 6.75 0.21 0.85 0.042 0.17 0.095 0.39 5.54 22.82 

Blair 1.80 4.99 .19 .53 .11 .30 .016 .04 7.12 19.74 

Grant .61 1.69 .0094 .03 .00 .00 .00 .00 11.90 32.94 

East Bay 3.54 8.30 .24 .56 .00 .00 .16 .37 3.97 9.32 

Fife Lake .53 1.46 .084 .24 .00 .00 .00 .00 3.96 11.00 

Garfield 3.22 11.49 .68 2.43 1.07 3.80 .081 .29 8.28 29.51 

Green Lake 1.88 5.34 .41 1.17 .036 .10 .13 .36 1.67 4.75 

Long Lake 2.42 6.80 .029 .08 .00 .00 .00 .00 7.37 20.72 

Mayfield .068 .19 .014 .04 .0045 .01 .00 .00 18.17 50.10 

Paradise .73 1.39 .086 .15 .00 .00 .11 .28 10.86 20.53 

Peninsula 2.69 9.33 .033 .12 .041 .14 .00 .00 .22 .76 

Union .11 .30 .00 .00 .00 .00 .00 .00 .17 .48 

Whitewater 1.08 2.19 .046 .09 .012 .02 .24 .49 3.82 7.75 

Traverse City 2.86 35.71 1.27 15.79 .66 8.20 1.15 14.31 .13 1.62 
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Table A.—Land-use data for Grand Traverse County—Continued 

Township 
or 
city 

Orchards, 
bush fruits, 
vineyards, 

horticulture area 
Herbaceous 
openland 

Northern hardwood, 
aspen/birch, 

lowland hardwood, 
pine, other upland 
conifers, lowland 
conifers, managed 
Christmas tree 

plantation 

Streams and 
waterways, 
lakes, 

reservoirs 
Other 
uses 

mi' Percent mi' Percent mi' Percent mi' Percent mi' Percent 

Acme 4.60 16.94 3.24 13.34 6.26 25.76 0.14 0.59 2.70 10.39 

Blair .55 1.52 6.95 19.29 17.00 47.16 .35 .97 1.97 5.46 

Grant .00 .00 3.36 9.28 18.33 50.54 .73 2.02 1.27 3.50 

East Bay 1.11 2.61 4.41 10.34 23.82 55.85 2.50 5.86 2.90 6.79 

Fife Lake .00 .00 2.00 5.55 26.03 72.32 1.24 3.43 2.16 6.00 

Garfield .94 3.35 4.40 15.67 5.34 19.03 1.03 3.69 3.01 10.74 

Green Lake .030 .09 3.54 10.09 17.60 50.12 6.34 18.05 3.49 9.93 

Long Lake .19 .53 4.21 11.83 13.65 38.36 5.83 16.38 1.88 5.30 

Mayfield .00 .00 3.27 9.02 12.74 35.12 .15 .40 1.87 5.12 

Paradise .12 .22 7.17 13.56 30.84 58.31 .058 .11 2.92 5.45 

Peninsula 14.28 49.54 2.27 7.88 . 6.97 24.17 .88 3.06 1.44 5.00 

Union .00 .00 1.55 4.29 32.25 89.32 .19 .54 1.83 5.07 

Whitewater 3.33 6.74 4.89 9.91 30.91 62.62 .54 1.10 4.49 9.09 

Traverse City .0097 .12 .50 2.35 .57 7.10 .32 3.97 .55 10.83 
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HYDROGEOLOGICAL STUDY 
GRAY AND COMPANY'S 
WILLIAMSBURG PLANT 

A. INTRODUCTION 

The purpose for this investigation is to determine 
whether a proposed irrigation field, located near Gray and 
Company's Williamsburg Plant, is technically feasible. In 
order to evaluate the hydro-geological properties of the 
subsurface soils at the proposed site, an exploration 
program consisting of; site topography, ground water 
elevations, soil borings, installation of monitor wells, and 
ground water samples have been taken. A major source of 
aquifer information has also been derived from a pump test 
taken at this site. The information from these tests and 
measurements has been evaluated and used to determine 
whether the site is appropriate for it's proposed use as an 
irrigation field for maraschino cherry wastes. 

Gray and Company is a maraschino processor with their 
production facilities located in Hart, Michigan. Gray and 
Company receives the bulk of it's cherries for processing 
from the Grand Traverse area, and at the present time, has a 
number of receiving stations located in Grand Traverse 
County. At a receiving station for cherries used for 
maraschino cherry production, the cherries are put into a 
pit in the ground that is lined with an impervious liner and 
submerged in a brine solution. The cherries are then hauled 
to the processing plant in tank trucks while suspended in 
the brine solution. The present practice is to dispose of 
all of the brine solution produced at the receiving stations 
into the City of Hart's Municipal Wastewater Treatment 
Plant. This practice entails not only the transporting to 
Hart of the cherries that are submerged in the brine 
solution, but also the brine remaining in the pits after all 
of the cherries are removed is at the present time hauled to 
and disposed of at the City's Treatment Facilities. 

The City of Hart's Sewerage Treatment Facility was 
designed and constructed to treat a combination of domestic 
and industrial wastes from the Fruit and Vegestable 
Industry. The growth of the Fruit and Vegetable Industry in 
the City of Hart has been phenominal and the plant is 
grossly overloaded. All of the industrial users of the 
system have been given orders by the City to limit 
wastewater flows and an order mandating maximum flows and 
strengths from each industry has been issued by the City of 
Hart. As a result of this overloading, the City of Hart's 
treatment facility has discharged raw or partialy treated 
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sewage to a stream adjacent to the treatment facility and 
the plant has a serious odor problem. 

Nordlund and Associates, Inc. conducted a study of 
Gray's processing facility in Hart to determine what 
measures could be taken to reduce flows and strengths at the 
plant. Some of the conclusions of the study were that if 
the hauling of the brine remaining in the storage pits in 
Grank traverse County was eliminated, and if the excess 
brine that is hauled in with the cherries and the first 
flush from the leaching operation is captured and removed 
from the City system; the flows would be reduced 
approximately 1 percent, but a 12 percent reduction in BOD 
would be realized. 

Additionally, the operation of the irrigation field 
will allow future expansions at the Williamsburg Plant. This 
would be beneficial to Gray and Company and provide 
additional jobs for the surrounding area. 

B. PROPOSED SITE LOCATION 

The Gray and Company Williamsburg Plant is located in 
the Southeast 1/4 of Section 9, T28N, R9W, Whitewater 
Township, Grand Traverse County, Michigan. The proposed 
irrigation field is located adjacent to the existing plant 
in Section 9. Please refer to Exhibits numbered 1,2 and 3 
in the appendix and also the General Site Plan, located in 
the back pocket, for more information. 
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C. CONCLUSION OF THE INVESTIGATION 

The proposed irrigation field required is 4.5 acres in 
size. The dimensions and the location of this field are 
shown on the General Site Plan. The field should be 
equipped with orbital sprinklers which will allow total 
coverage of the site. 

A grass forage crop consisiting of either clover or Red 
Fescue is recommended. This crop is tolerant to chlorides 
and may be periodically cut and marketed for resale in order 
to recover some of the costs of the operation and remove 
potential nutrient loadings from the irrigation field 
through decaying vegetation. 

The four existing and two proposed monitoring wells 
located around the perimeter of the proposed irrigation 
field will be adequate to monitor the quality of the ground 
water both upgradient and downgradient of the proposed site. 

The impact of the additional irrigation will create an 
artificial mound of water 2 feet high at the center of the 
proposed site. It is felt that the height of this mound 
will not be significant as the depth to ground water is 
approximately 10 feet minimum. 

Currently, other than Mr. Keith Hubbell's irrigation 
well (Exhibit 8 - Well E), there does not exist any public 
or private wells located downgradient of the proposed 
-facility. It should be noted that this well, as well as the 
other wells logged in Exhibit 8, are completed to an aquifer 
that is located below a clay layer, and not into the upper 
aquifer to which the facility will discharge. 

In conclusion, the proposed irrigation field will 
alleviate wastewater disposal problems at Hart, Michigan, 
will have no serious impacts the ground water, and will 
allow the Gray and Company's Williamsburg Plant to expand. 
When all of the impacts of installing this facility are 
considered, it is obvious that the proposed irrigation field 
will have a positive impact on both the environment and 
economy of the State of Michigan. 
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D. RECOMMEND ATI ON; 

The proposed irrigation field will be operated by a 
pump capable of providing a flow rate of 130 gallons per 
minute at a static head of approximately 180 feet depending 
on the sprinkler system pressure required. The pump must be 
able to function in the corrosive brine waste water. The 
sprinkling system should be designed to operate for eight 
hours a day, five days a week, from May 1st to October 31st. 
The sprinkling should occur between the hours of 8:00 a.m. 
to 4:00 p.m. to allow maximum evaporation to occur. In 
order to balance the hydraulic load, the system should be 
run longer during dry periods and for shorter periods during 
wet weather. 

Ground cover on the irrigation field should consist of 
Red Fescue, clover Or other suitable vegetation. These are 
plants which can tolerate moderately high concentrations of 
salt. The plants should be periodically harvested which will 
remove some of the B.O.D. and total hydraulic loading at the 
site. Also, the sale of the harvest will allow the operators 
to recover some of the costs of the irrigation field. 

Presently two monitor wells are located downstream of 
the proposed irrigation field, two wells are located 
upstream of it, and an additional upstream and downstream 
well is proposed. These six wells will provide adequate 
background information and also monitor any possible 
contamination. 

Additional work proposed as a result of this report 
would be the purchase and installation of an irrigation 
system consisting of: 

a. 130 gpm pump and ancilliary equipment 
b. A wet well of sufficient size to allow a 10 to 1 

dilution of the receiving waste. If a tanker of 
6,000 gallons is being delivered for disposal, a 
wet well of approximately 66,000 gallons is 
required, which is approximatly one day of 
irrigation at the above rates. A pit similar to 
those utilized for marachino cherries could be 
utilized for this wet well. 

c. The instillation of a chloride meter and recorder, 
and a flow meter on the pump discharge line so that 
proper flow data and loadings may be verified. 

d. PVC or equal piping system which would be able to 
withstand the corrosiveness of the waste water. 

e. Sprinkler system capable of providing total 
coverage of the irrigation site. 

f. Planting of Red Fescue or clover ground cover, or 
equal. 

g. Two additional observation wells 
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E. CHLORIDE LOADING CAPACITY 

The proposed irrigation field will be planted with a 
moderately salt tolerant forage crop, such as Clover or Red 
Fescue. This species can tolerate an electrical 
conductivity between 3.0 to 6.0 mmho/cm. or the 
corresponding chloride concentration of 1920 - 3840 ppm. 

The elimination of the waste brine hauling and the ^ 
return of waste brine from the Hart Facility will generate ^ 
280,000 gallons per year with an estimated chloride 
concentration of 4,000 ppm. The capture of the first leach 
and hauling opertion will generate 432,000 gallons per year 
with an estimated chloride concentration of 2,000 ppm. The 
average concentration is therefore approximately 2,800 ppm. 
As it is recommended that the chloride concentration of the 
water, as applied, be limited to 250 ppm; it will be 
necessary to dilute the brine solution to approximately 8 
million gallons per year. It should be noted that the 
dilution water does not necessarily need to be well water, 

tX it may be process water, providing that the water is 
sufficiently low in chlorides so that the 250 ppm 
concentration is not exceeded and the waters contain no 
substances that would be unsuitable for irrigation. 

In addition, it is conservatively estimated that during 
the 180 day irrigation season, a total of 12 inches of rain 
will occur. This will create roughly 1.5 million gallor^of 
rain on the proposed four and one half acre irrigation field 
and reduce the estimated chloride load by 16 percent. 
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F. ESTIMATED HEIGHT Of GROUND WATER; 

The maximum height of the artificial mound resulting in 
response to the irrigation rate at the Williamsburg proposed 
irrigation site was calculated as follows; 

hm - hi = 0.5 Wmt 
15 Sy [4W*] 

where hi = initial height of water table above 
aquiclude, in feet 

hm = height of water table above aquiclude with 
recharge, in feet 

Wra = recharge rate, in gpd per unit area 
(sq. ft.)= 8,000,000 ̂  (180) ̂  (43,560 x 4.5) 
= 0.227 

t = time after recharge starts, in days 
S = specific yield of aquifer, fraction 
bm = one-half width of recharge area, in feet 
T = coefficient of transmissibility, in gpd/ft 
am = one-half length of recharge area, in feet 

The function W* is taken from Table 6.2 page 371 of 
"Ground Water Resource Evaluation." It is necessary to 
calculate am and pm before table 6.2 may be used however. 

am = 1.37(am)(S)? 

pm = 1.37(bm)(S?| 
(Tt) 

The system is rectangular in shape am = 210' bm = 235 feet 

am = (1.37)(210) 

Pm = (1.37)(235) 

0.014 
13,780 X 180 =0.022 

0.014 
X 180 =0.024 

This results in W* = .0050 (estimated) 

hm - hi = 0.5 Wmt 
15 S 

4W* 

= (0.5)(0.227)(180)(4)(.0050) 
(15)(.014) 

=1.95 feet or approximately 2 feet Rise in 
water level 
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G. DATA PRESENTATION; 

1. Method of Data Collection and Procedure; 

Three inch monitor wells were installed by Technical 
Drilling service. They also provided the soil borings for 
these wells, labeled "A", "B" and "C". The driller used a 
continuous flight 2 inch solid anger to install the wells 
and obtain soil information. The soil boring logs are 
included in the appendix as Exhibit Number 4. 

The depth to the ground water level was determined 
using an electronic water seeking probe. Elevations in the. 
proposed irrigation field were set using a standard 
surveyor's level and telescoping level rod. Elevations used 
are U.S.G.S. established as noted on the site plan. Water 
samples were taken of the three observation wells and 
analyzed by Aquatic Systems; the results of which is shown 
in Exhibit Number 5. 

Unfortunately, the well driller who installed the 4 
inch production well and well "D" neglected to take soil 
boring information. The production well was installed with a 
submersible pump capable of pumping between 20-30 gallons 
per minute. A power supply for this well was provided by an 
outlet on a nearby control panel and 200 feet of extension 
chord. 

During the pump tests flow information was provided by 
an orifice bucket, and the discharged water was removed from 
the site with approximately 70 feet of 6 inch sewer pipe. 
Once again, water levels were determined using the 
electronic water seeking probe. All of the pump test 
information is located in Exhibit Number 6. 

2. Soil Borings: 

When this job was initially started, it was assumed 
that the groundwater would flow Westerly or Northwesterly 
toward Tobego Creek, located 1,800 feet West of the proposed 
site. However, instead of a groundwater gradient Westerly, 
the results from the monitor well installation shows the 
direction of the groundwater gradient to be almost directly 
North. When a profile of the known groundwater surfaces is 
plotted, (refer to Exhibit 7) the possibility of a perched 
water table is strongly suggested. 

There are no water supplies drawn from this perched 
aquifer, other than irrigation water, and it is very 
doubtful that this will ever occur. Therefore, it must be 
assumed that the natural conditions of this aquifer makes it 
a good receiving system for the irrigation field. 
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3. Discussion of Pump Test Results; 

The results of the pump test reveals interesting 
information about the aquifer. First, the aquifer is 
located in a medium to fine silty sand, which is layered 
with several clayey and silty seams. The combination of 
these two soil conditions had a considerable effect on the 
pump test. 

The shape of the drawdown verses time curves for the 
pump test revealed that the slow draining characteristic of 
the soil and the presence of the relatively impervous layer 
affected the plots. The basic equation for aquifer 
calculations assumes that the horizontal and vertical 
permeability components must be equal. However, due to the 
relatively impervious clay and silt seams, this conditions 
does not exist. An explanation of how to best address this 
situation has been included in this report as Exhibit Number 
6. 

After the explanation discussed in Exhibit Number 6 is 
applied to the graphs, a reasonable correspondence between 
Wells "B" and "C" exists. This allows the calculation of 
the storativity coefficient and transraisivity of 0.014 and 
13,780 gallons per day per foot respectively. 
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ASI, ENVIRONMENTAL TECHNOLOGIES 
1100 Conrad Industrial Drive • P.O. Box 649 • Ludington, Ml 49431 • Phone (616) 845-0371 

July 29, 1988 

Nordland & Associates 
813 E. Ludington Avenue 
Ludington, MI 49431 
Attn: Mr. Jim Nordland 

AUG 4^988 

Dear Mr. Nordland: 

Please find enclosed your analytical results for your water 
sample. Analysis was performed in accordance with the methods 
in the "Federal Register", Vol. 49, No. 209, Friday, October 
28, 1984, "U.S. EPA Methods for Chemical Analysis of Water and 
Wastes", (EPA-600/4-79-020) March, 1983, "Standard Methods for 
the Analysis of Water and Wastewater", 18th Edition, or "Test 
Methods for Evaluating Solid Wastes", U.S. EPA, September, 
1988. 

ASI REF. NO.: 81232 

If you have any questions concerning these results, please do 
not hesitate to contact our laboratory at (818) 845-0371. 

Sincerely, 

ASI, Analytical Services Division 

Doug Conran 
Lab Director 

t Im 

Enclosure 

Saginaw Branch 
P.O. Box 2426 

Saginaw, Michigan 48605 
(517) 792-0230 

Holland Branch 
P.O. Box 2068 

Holland, Michigan 49422 
(616) 399-5255 

Chicago Branch 
772 IVesf Algonquin 

Arlington Heights, lliinois 6000t 
(312) 364-7571 



f" 
m 4 1988 

Page 1 of 1 

ANALYTICAL SERVICES 

PROJECT; 
ASI REF. NO.: 
SAMPLED BY: 
DESCRIPTION: 

ANALYST: 

Gray & Company 
81232 
Nordland 8c Associates 
Water Sample 
DS, MD, DD, LS 

DATE SAMPLED: 
DATE RECEIVED: 
DATE FINISHED: 

REPORT DATE: 

07/01/88 
07/06/88 
07/28/88 
08/01/88 

ASI SAMPLE I.D.: 
CLIENT SAMPLE I.D.: 

4388 
A 81-4 

4389 
B 81-4 

4390 
C 81-4 

CALCIUM, mg/L 42 . 

IRON, mg/L 25 . . 

MAGNESIUM, mg/L 12.5 

POTASSIUM, mg/L 8.32 

SODIUM, mg/L 2.44 

BICARBONATE, mg Equiv. 
CaC03/L 138 , 

CARBONATE, mg Equiv. 
CaC03/L <10 , 

CONDUCTIVITY @ 25C 
umhos/cm 303 

34 40 

14 .... 5.8 

23.4 . 19. 1 

5.68 1.92 

2.36 2.14 

138 

<10 

147 

<10 

CHLORIDE, mg/L 0.2 

FLOURIDE, mg/L 0.062 ... 

HARDNESS, mg CaC03/L 162 

AMMONIA-N, mg/L 0.12 

NITRATE-N, mg/L 2.6 

NITRITE-N, mg/L 0.023 ... 

TOTAL PHOSPHORUS, mg/L 0.185 ... 

SULFATE, rag/L 12 

. 249 334 

. <1 . <1 

. 0.217 0.187 

. 131 192 

. 0.13 0.13 

. 0.28 0.56 

. 0.016 0.006 

. 0.581 0.075 

10 . . .... 9 

Doug Conran 
Lab Director 

- ASI 
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EXHIBIT 6 

On September 2, 1988, a pumping test was conducted at 
the Williamsburg Plant to determine aquifer constants to be 
utilized in the groundwater mounding calculations. The pump 
was operated to produce a constant flow of 21.4 gallons per 
minute. 

There are problems associated with direct 
interpretation of the data as the aquifer is not uniform in 
character and the hydraulic conductivity is not the same in 
all directions. The type of curve plotted for the pumped 
well is called a slow drainage curve and is typical of an 
aquifer with layers of various permeabilities. With the 
exception of residual drawdown is Well C, the drawdown, 
recovery and residual drawdown curves were plotted for all _ 
three wells'. The slope of the drawdown curve varied wildly 
from 0.056 feet to 2.7 feet. After analysis of the plots, 
the results for Observation Well B were chosen as being most 
representative for the following reasons: 

The measurements in Well C are too small to make 
accurate predictions. Changes in atmospheric pressure 
and minor errors in reading of the water level 
measurements or leveling can greatly influence the 
results. 

The pumped well has considerable turbulence due to 
the pumping activity and the measurements can be 
affected by this phenomenon, plus the pumped well is 
sensitive to small changes in pump output. 

Finally, the slope of the curves was most constant 
for all three data plots for Well B 

Utilizing a slope of 0.41 from and an intercept of 4.5 
minutes from the drawdown curve, the following data can be 
calculated. 

J 
T = 264 X 21.4 = 13,780 gpnrf per foot 

0.41 / 

S = 0.3 X 13,780 X 4.5 = 0.014 
30.42 (1440) 

It should be noted that the t/t' intercept at zero 
drawdown on Well B's residual drawdown plot is large, which 
is indicative of recharge to the aquifer. Vertical 
nonuniformity in an aquifer is similar to vertical 
infiltration into the aquifer and will give a similar 
dislocation to this curve. 



PUMP TEST RESULTS - GRAY k CO. - WfLLIAMSBURG, MICH. 

DRAWDOWN 
PUMPED WELL 

9-2-HS 

ACTUAL DEPTH TO ELAPSED DRAWDOWN 
TIME WATER TIME 

! 11 : 11 .00 25.50 1.00 MINUTES 10.85 ! 
! 11:14.9 26.65 4.15 MINUTES 12 ! 
; 11:17.18 26.78 7.30 MINUTES 12.13 : 
I 11 :21 .41 26.93 11.68 MINUTES 12.28 I 
1 11 :25 . 9. 26.93 15.15 MINUTES 12.28 : 
! 11 :30 .27 27.00 20.45 MINUTES 12.35 : 
1 11 :38 .42 27.17 28.70 MINUTES 12.52 : 
! 11 :51 .16 27.33 41.27 MINUTES 12.68 : 
! 11 :58 .32 27.33 48.53 MINUTES 12.68 1 
1 12:7.11 27.42 57.18 MINUTES 12 . 7 7 ! 
: 12 :18 .37 27.46 68.62 MINUTES 12.81 ! 
1 12 :30 .59 27.58 80.98 MINUTES 12.93 : 
: 12 :45 .53 27 .63 95.88 MINUTES 12.98 : 
I 12 :57 .39 27. 73 107.65 MINUTES 13.08 ! 
! 13 :32 .28 27 . 88 142.47 MINUTES 13.23 : 
! 14 : 1 .52 27 .95 171.87 MINUTES 13.3 : 
! 14 :54 .25 28. 13 2 24.42 MI,NUTE.S 13.48 : 
1 16 : 4 .32 . 28.44 294.53 MINUTES 13.79 : 
! 16 ;57 . 2 28.54 347.03 MINUTES 13.89 : 

18 : 0 .27 28. 73 410.45 MINUTES 14.08 : 
! 18 :57 .26 28.81 467.43 MINUTES 14.16 : 



PUMP TEST RESULTS - GRAY & CO. - WILLIAMSBURG, MICH. 

DRAWDOWN 
WELL B 9-2-88 

ACTUAL DEPTH TO ELAPSED DRAWDOWN 
TIME WATER TIME 

i 11 :15 .56 14.11 5.93 MINUTES 0.05 ! 
! 11 :23 . 9 14 . 2 5 13.15 MINUTES 0.19 : 
: 11 :28 .21 14 .56 18.35 MINUTES 0.5 ! 
! 11 :36 .25 14.57 26.42 MINUTES 0.51 : 
: 11 :52 .19 14.63 42.32 MINUTES 0.57 ! 
! 12 : 1 51 14.67 51.85 MINUTES 0.61 ! 
! 12 : 9 .50 14 . 70 59.83 MINUTES 0.64 : 
! 12 :21 34 14.71 71.57 MINUTES 0.65 : 
! 12 34 .35 14 . 7 2 84.58 MINUTES 0.66 : 
! 12 ;48 .39 14.75 98.65 MINUTES 0.69 : 
! 13 : 1 .46 14 . 75 111.77 MINUTES 0.69 ! 
! 13 :35 .19 14.76 145.32 MINUTES 0.7 : 
! 14 : 5 .50 14 . 79 175.83 MINUTES. 0.73 : 
! 14 :58 .30 14.79 228.50 MINUTES 0.73 : 

16 : 6 .19 14 . 82 296.32 MINUTES 0.76 : 
! 16 :59 .00 14.84 349.00 MINUTES 0.78 ! 
1 18 : 3 .35 14.87 413.58 MINUTES 0.81 ! 
: 19 : 0 .52 14 . 88 470.87 MINUTES 0.82 ! 

A. V 



PUMP TEST RESULTS - GRAY & CO. - WILLIAMSBURG, MICH. 

DRAWDOWN 
WELL C 

ACTUAL 
TIME 

DEPTH TO 
WATER 

ELAPSED 
TIME 

9-2-R8 

DRAWDOWN 

11 : 13 . 29 17.10 3,48 MINUTES -0.09 
11 :20 . 9 17.10 10.24 MINUTES -0.09 
11 :26 .37 17. 20 16 .99 MINUTES 0.01 
11 :31 .56 17.25 21 .93 MINUTES 0.06 
11 :40 .00 17.16 30.00 MINUTES -0,03 
11 :49 .38 17. 16 39.63 MINUTES -0.03 
12 ; 0 . 8 17.16 50. 13 MINUTES -0.03 
12 : 8 . 27 17.22 58.45 MINUTES 0.03 
12 :20 .13 17. 18 70.25 MINUTES -0.01 
12 : 32 .54 17.27 82.90 MINUTES 0.08 
12 :47 .1 2 17. 20 97.20 MINUTES 0.01 
12 :59 .37 17.22 109.62 MINUTES 0 .03 
13 :34 . 2 17.27 144.03 MINUTES 0.08 
14 : 3 .52 17 . 26 173.87 MINUTES 0 .07 
14 :56 .24 17.25 226.40 MINUTES 0 .06 
16 : 9 . 1 17.27 299.02 MINUTES 0 .08 
17 : 0 .59 17 . 29 350.98 MINUTES 0.1 
18 : 2 . 8 17.31 412.13 MINUTES 0.12 
18 :59 . 9 17. 33 469.15 MINUTES 0.14 



PUMP TEST RESULTS - URAY & CO. - UTLIJAMSBURG, MTCH. 

REBOUND 
PUMPED WELL 

9-2-88 

RESIDUAL 
ACTUAL DEPTH TO ELAPSED DRAWDOWN 

TIME WATER TIME 

! 19 : 6 .45 17.21 1.75 MINUTES 2.56 
! 19 : 7 .58 17 . 35 2.97 MINUTES 2.7 : 
! 19 :10 .37 16. 15 5.62 MINUTES 1.5 ! 
! 19:13.14 15.63 8.23 MINUTES 0.98 : 
! 19 :17 . 9 15.00 12.15 MINUTES 0.35 : 
! 19:19.56 14.99 14.93 MINUTES 0.34 : 
! 19 :25 . 0 14.97 20.00 MINUTES 0.32 ! 
: 19 :30 . 0 14.95 25.00 MINUTES 0.3 ! 
i 19 :35 .10 14.92 30.17 MINUTES 0.2'7 ! 
! 19 :40 . 0 14.90 35.00 MINUTES 0.25 1 
! 19 :50 . 0 14.89 45.00 MINUTES 0.24 : 
: 20 : 0 . 0 14.88 55.00 MINUTES 0.23 : 
! 20 :10 .33 14 .86 65.55 MINUTES 0.21 : 

20 :25 .0 14.84 80.00 MINUTES 0.19 
: 20 :39 .20 14 . 84 94.33 MINUTES 0.19 : 

t4 J 



PUMP TEST RESULTS - GRAY & CO. - WILLIAMSBURG. MICH. 

REBOUND 
WELL "D" 

ACTUAL 
TIME 

DEPTH TO 
WATER 

ELAPSED 
TIME 

RESIDUAL 
DRAWDOWN 

19 : 7 .17 14.58 2.28 MINUTES 0.52 
19 : 9 .41 14.40 4.68 MINUTES 0.34 
19 12 . 1 14.30 7 .02 MINUTES 0.24 
19 : 15 .51 14.22 10.85 MINUTES 0.16 
19 : 25 .41 14.15 20.68 MINUTES 0.09 
19 :30 .26 14. 10 25.43 MINUTES 0.04 
19 :35 .41 14.10 30.68 MINUTES 0 .04 
19 : 40 . 37 14 .07 35.62 MINUTES 0.01 
19 :50 .49 14.07 45.82 MINUTES 0.01 
20 : 0 . 29 14 . 06 55.48 MINUTES 0 
20 : 11 .18 14 .05 66.30 MINUTES -0.01 
20 :25 .39 14 . 03 80.65 MINUTES -0.03 
20 : 40 .10 14.04 95.17 MINUTES -0.02 
21 : 11 . 13 14 .04 126.22 MINUTES -0.02 

177 



PUMP TEST RESULTS - GRAY & CO. - Wn,[,f AMSBURG, MICH 

REBOUND 
LL "C" RESTDI'Al, 

ACTUAL DEPTH TO ELAPSED DRAWDOWN 
TIME WATER TIME 

! 19 : 8 .51 17.33 3.85 MINUTES 0.14 ! 
: 19 :11 .24 17.31 6.40 MINUTES 0.12 ! 
: 19:14.11 17.32 9.18 MINUTES 0.13 ! 
[ 19 :18 .52 17.31 13.87 MINUTES 0.12 : 
! 19 :27 . 2 17.31 22.03 MINUTES 0.12 : 
! 19 :31 .55 17.31 26.92 MINUTES 0.12 ! 
! 19 :37 .34 17.31 32.57 MINUTES 0.12 : 
! 19 :42 .15 17 .31 37.25 MINUTES 0.12 ! 
1 19 :52 .14 17.29 47.23 MINUTES 0.1 : 
! 20 : 1 .57 17 . 29 56.95 MINUTES o.-i : 
: 20 :13 .14 17.29 $5;23 MINUTES 0.1 ! 
I 20 :27 .15 17 . 26 82.25 MINUTES 0.07 ! 
! 20 :42 .10 17.26 97.17 MINUTES 0.07 ! 
! 21 : 7 .39 17.27 122.65 MINUTES 0.08 : 

TTT 
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nORDlUnO « HSS0CIH1ES, IDG. 
CX)NSULTING ENGINEERS AND SURVEYORS 

813 E. LUDINGTON AVENUE / LUDINGTON, MICHIGAN 49431 

TELEPHONE (616) 843-3485 

PRINCIPALS STAFF ENGINEERS 

James T. Nordlund, Sr., P.E., R.L.S. December 8, 1989 James T. Nordlund, Jr. 

Richard L. Hays, R.L.S. 
Re: Hydrogeological Study -

Gray & Company 
Williamsburg 

File: 81-4 

Mr. Douglas D. Thompson 
Hydrogeological Review Unit 
Groundwater Section 
Department of Natural Resources 
Stevens T. Mason Building 
p. O. Box 30028 
Lansing, Michigan 48909 

Dear Mr. Thompson: 

Three additional wells and one soil boring have been completed at 
the proposed irrigation field of Gray & Company in Williamsburg. 
Enclosed are well logs and^ an expanded irrigation field 
hydrogeological layout sheet showing this additional information. 

Upon examination of the data, it can be seen that this additional 
information has further reinforced the fact that a complex 
geological formation is present under the site. I have plotted 

f the direction of groundwater flow under the southerly two fields 
as South 4° East, using Wells F, G and H, while the direction of 
groundwater flow under the North field is almost due North. Well 
E and Boring 3 indicated clay formations, while Well F, which is 
approximately equidistant from Well E and Boring 3 was, with the 
exception of clay seams at 20 feet, completed in a granular 
formation. Well H: was completed through a series of sand/clay 
lenses with the well screen placed in what appeared to be"the 
most productive acguifer. This acquifer is artesian with 
approximately 10 foot of positive head on the top of the 
acquifer. 

All of this information indicates a subsurface drainage system 
comprised of various interbeded acquifers, the hydraulic 
connection of which is unknown. The southerly direction of 
ground water flow under fields 2 and 3 does not appear to be a 
regional trend when the topography of the surrounding area is 
examined; as Elk Lake, Tobeco Creek, and Williamsburg Creek flow 
Northerly. 

When the well locations are examined. Well G, which was completed 
entirely in a sand and gravel formation, is strategically placed 
to sample ground water flow from irrigated wells to the North; 



Mr. Douglas D. Thompson 
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while Wells B and D, which were completed to an acquifier under a 
sandy clay layer, are strategically placed to sample irrigated 
water flowing from the South. Any lateral spreading of ground 
water flow will be sampled in the other wells. I believe that 
the requirement for the establishment of an effective ground 
water monitoring system has been established. 

The proposed effluent quality is as follows:* 

Chloride 250 ppm 
B.O.D. 4,400 ppm 
Suspended Solids 20 ppm 
Sulfates as SO4 340 ppm 
pH 6.5 
Phosphores 6 ppm 

*Values given are with estimated dilution required to 
maintain a chloride concentration of 250 mg per liter. 
See original report. 

I trust that this concludes the submittal of information required 
to render a decision on Gray & Company's application for a ground 
water discharge permit. 

If you have any question, please do not hesitate to call. 

Very Truly Yours, 

NORDLUND AND ASSOCIATES, INC. 

ames T. Nordlund, P.E. 

JTN/ne 
End. 
cc: Jim Jensen 
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PO Box 6820, Traverse City, Ml 49696 
1755 Barlow Street, Traverse City, Ml 49686 
Phone (231) 933-4041 
Fax (231) 933-4393 

October 14, 2002 
Mr. Joseph E. Quandt 
Zimmerman, Kuhn, Darling, Boyd, Taylor & Quandt 
412 South Union Street 
Traverse City, Michigan 49684 

RE: Hydrogeologic Investigation 
Spray Irrigation Area 
Williamsburg Receiving and Storage 
ISE Project No. 02399084-1OE 

Dear Mr. Quandt: 

In accordance with the assessment work plan included in our June 26, 2002 communication to 
Michigan Department of Environmental Quality (MDEQ), Inland Seas Engineering, Inc. (ISE) 
has completed the initial four (4) work tasks proposed (Task I through Task 4, inclusive). The 
assessment activities completed include: 

• Soil sampling within each spray irrigation application area, 
• Soil sample conductivity and moisture content analyses, 
• Laboratory analyses of select soil samples for chloride, sodium, and phosphorus content 

The following is a report of the methods utilized in this assessment, the results arising from 
investigative efforts and the conclusions derived from evaluation of the findings. 

INTRODUCTION 
In early 2002, Williamsburg Receiving and Storage, LLC (WRS) began developing a sweet 
cherry finishing process at their receiving, stemming and pitting plant located at 10190 Munro 
Road in Whitewater Township, Grand Traverse County, Michigan. Finishing wastewaters were 
commingled with wastewaters from stemming and pitting operations and pumped from the plant 
to the irrigation pond. At that time, the pond already contained several hundred thousand gallons 
of stemming and pitting wastewater. The waste character of these two (2) processes is 
essentially the same as the genesis of each is realized by the contact of conveyance and wash 
waters with brined sweet cherries. The only significant difference between the waste streams lie 
in the concentrations of natural sugars and dissolved solids. Finishing wastewater contains 
significantly greater concentrations of brined sweet cherry constituents. Cherry finishing 
wastewater may also contain trace concentrations of natural sweeteners, such as com symp and 
food-quality coloring pigments absent in stemming and pitting wastewaters. 
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In March of 2002, spray irrigation of irrigation pond wastewater commenced, with effluent 
sampling conducted in general conformance with WRS' Wastewater Discharge Permit (M086). 
Analytical results from discharge monitoring indicated that sodium, chloride and phosphorous 
ion concentrations in excess of Permit limits. Confirmatory sampling conducted in April 2002 
by ISE generally validated the March sampling event as representative of pond wastewater. At 
that time, efforts were undertaken to ascertain irrigation application rates and volume applied per 
event. While the latter were xmsuccessful for technical reasons, the independent evaluation 
commissioned by WRS in April did identify mechanical, operational and infrastructure 
limitations to operating the discharge operations in conformance with Permit conditions. All 
findings from the independent assessment commissioned by WRS were disclosed to MDEQ-
WMD in accordance with Permit conditions and Part 22 Rules. 

In furtherance of WRS's permit compliance efforts, ISE was retained to conduct an evaluation of 
the potential impact to groundwater resources from WRS's wastewater discharge in the first 
quarter of 2002 (Ql-02). This evaluation effort began in June 2002, shortly after WRS reported 
its findings of its non-compliant wastewater discharge. Based upon knowledge of the uppermost 
aquifer characteristics from a 1989 Hydrogeologic Investigation Report and prompt discovery 
and disclosure of the non-compliant operating condition, the assessment focused upon evaluation 
of vadose zone soil. With an average depth to the upper-most groundwater unit in excess of 30 
feet below surface and a relatively low volume and application rate in Ql-02, assessment of 
vadose zone soils within the wastewater application areas provides an evaluation of conditions 
where impact (if any) is most likely manifested. As such, the assessment was biased toward 
detection of impact, if present, and allowed evaluation of potential aquifer impact, before the 
percolation of wastewater could reach the saturated zone. 

METHODS 
Soil sampling locations were based upon the random sampling plan included in the June 26^^ 
communication. Soil sampling depths were determined following evaluation of the theoretical 
maximum infiltration depth of applied wastewater. Utilizing WRS records of wastewater 
application for the first quarter of this year and local soil.textural data from the Grand Traverse 
County Soil Survey, ISE calculated the maximum theoretical infiltration depth of applied 
wastewater. The algorithm used for this calculation was derived from the Environmental 
Protection Agency (EPA) guidance document entitled, "Superfund Exposure Assessment 
ManuaE (EPA/540/1-88/001). Maximum boring and soil sampling depth selected for this 
assessment exceeded maximum theoretical infiltration depth to ensure that sampling and 
analyses encompassed the soils potentially exposed to infiltrating wastewater. 

On July 8, 2002, ISE conducted soil sampling activities at the subject property. Soil borings 
were advanced using an AMS Model 9600 direct-push sampling apparatus. One (1) soil boring 
was advanced in the center of each randomly selected sector (as described in Task 2 of the work 
plan) for each of the former five (5) spray irrigation head locations. 

INLfiND SEfIS ENGINEERING, INC. 
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Soil samples were acquired continuously from surface to a depth of approximately 20 feet below 
grade at each irrigation head location. Soil samples were acquired using 2-inch diameter, 4-foot 
macro tubes and VA" x 4' dual tubes lined with clear acetate liners. Soil boring locations are 
shown on Figure 1 of Attachment 2. 

Macro tubes were capped in the field, labeled for location and depth and transported to the ISE's 
soils and materials testing laboratory in Traverse City, Michigan for classification and further 
testing. While in transit, acetate liners were maintained at 4° centigrade by packing them in ice-
filled coolers. At ISE's laboratory, each macro tube was reduced into 12-inch sub-sample 
intervals. Sub-samples were subject to textural classification in accordance with ASTM 
Standard Practice D-2488. Sub-samples were then transferred to sample containers supplied by 
SOS Laboratories of Traverse City, Michigan. Boring logs for each of the five borings are 
presented as Attachment I. 

Conductivity and moisture content analyses were performed on each of the 12-inch sub-samples 
from each boring to a depth of 12 feet. For sub-samples below 12 feet, conductivity and 
moisture content tests were performed at 24-inch depth intervals to a depth of 20 feet. The only 
exception to this method occurred for samples from SB-4A. Conductivity and moisture content 
tests were performed on soil samples from SB-4A at 12-inch sub-sample intervals for the entire 
20-foot depth of this boring. 

Soil moisture content was determined using ASTM Standard Practice D-2216. Relative soil 
conductivity was estimated by immersing tared, soil sub-samples into a fixed volume of distilled 
water of knovm, constant conductivity. The combined soil and distilled water were allowed to 
settle for a fixed time and then the liquid conductivity was measured. Soil moisture content data 
was used to normalize soil apparent conductivity measurements on a dry-weight basis. Based on 
the normalized, relative soil conductivity data, the soil moisture profiles and the theoretical 
maximum infiltration depth, select samples were submitted to SOS Analytical Laboratory in 
Traverse City, Michigan for analysis for chloride ion concentration (Task 3). Tabular 
presentation of moisture and apparent conductivity test results are attached as Table 1 of 
Attachment 2. 

Following receipt of chloride ion laboratory analytical results on July 16, 2002, additional soil 
samples were selected for further laboratory analyses. Laboratory work included additional 
chloride ion analyses to further characterize vertical distribution of chloride ions and Synthetic 
Precipitate Leaching Procedure (SPLP) analyses to evaluate the mobility of chloride, sodium and 
total phosphorus ions in soil. SPLP analyses were undertaken in accordance with the June 26"' 
Work Plan (Task 4) on soil samples that may have been impacted by infiltrating wastewater. 
Laboratory analytical results are summarized on Table 1. Copies of laboratory analytical reports 
are also included as Attachment 3. 

INLfiND SEfIS ENGINEERING, INC. 
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RESULTS 
The maximum theoretical infiltration depth of the wastewater applied during first quarter, 2002 
was determined to be approximately nine (9) feet below ground surface, based upon the 
equations provided below. The precipitation data was acquired from the Traverse City's Cherry 
Capital Airport meteorological station. The moisture content of the vadose zone was estimated 
as the soil field capacity. 

Infiltration Rate [in/day] = {application rate + (precipitation - evapotranspiration - runoff)} -5- 0 
Infiltration Depth [feet] = Infiltration Rate * Elapsed Time 

where: 0 = moisture content (volumetric) of the unsaturated zone 

Borings were advanced to a depth twice the estimated infiltration depth to ensure that soil 
samples from within and below the infiltration depth were obtained and analyzed. 

Soil textures from acquired soil samples were observed to be relatively uniform in the upper 20 
feet fi-om the south margins of the irrigation pond (SB-1) to the area just north of Angel Road 
(SB-5). Soil textures were dominantly fine-grained sand with variable (typically less than 15%) 
amounts of silt and coarse sand. Glacial erratics (cobbles) and gravel were observed at variable 
depths in several borings. Soil moisture conditions were generally observed in the field as moist 
with one (1) observation approaching saturated and one (1) observation of apparently dry soil. 
These horizons of elevated and reduced moisture content were observed below five (5) feet at 
SB-1 and at 15 feet below grade at SB-3, respectively. 

Laboratory moisture content was somewhat variable across the site with greatest moisture 
contents measured in samples from SB-1 A. Moisture content distribution versus depth can be 
observed from Table 1 of Attachment 2. Maximum moisture content was generally observed to 
occur between five (5) and 12 feet below surface at each boring location, nearly coincident with 
the estimated maximum depth of infiltration. 

Relative soil conductivity measurements are all generally quite low. The maximum apparent soil 
conductivity observed was from sample SB-1A@ 0-1' (0.015 mS/cm-g). This coincided with 
the maximum chloride ion concentration detected (197 mg/kg). All other relative conductivity 
measurements were at least an order of magnitude less than this value with the minimum 
conductivity measured at nearly two (2) orders of magnitude lower than the maximum. Average 
and median apparent conductivity values are essentially the same value at 0.002 milliSiemens 
per centimeter-gram (mS/cm-g). 

Total Chloride concentrations were generally very low as well, ranging fi-om the maximum noted 
above down to 15 milligrams per kilogram (mg/kg). The average and median values are 
approximately 50 mg/kg, well below any Part 201 criteria protective of aesthetic values of 
drinking water or phytotoxicity concerns. 

SPLP results for chloride ions were very low, most just detectable or non-detectable. Leachate 
analyses indicate that in general, the total chloride did not significantly leach to the aqueous 
phase. The maximum total chloride ion concentration yielded only six (6) mg/L chloride to the 
leachate. The sample yielding the greatest total chloride concentration also yielded the greatest 
leachate concentration. All laboratory analytical results are included as Attachment 3. These 
data are compiled in tabular format as Table 1 in Attachment 2. 

INLfiND SEfIS ENGINEERING, INC. 



Mr. Joseph Quandt 
October 14, 2002 
Page 5 of5 

CONCLUSIONS 
Analytical results for total chloride (soils) did not indicate concentrations above the Part 201 
Residential/Commercial I Generic Cleanup Criteria of 5,000 mg/kg. Analytical results of the 
SPLP chloride, sodium, and phosphorus did not indicate concentrations above their Part 201 
Residential/Commercial I Generic Cleanup Criteria levels of 250 mg/L for chloride, 120 mg/L 
for sodium, and 63 mg/1 for phosphorus. 

Based on analytical results, it appears that the actual maximum infiltration depth of the applied 
wastewater is approximately 5 to 12 feet below grade and agrees well with the initial estimate at 
9 feet below grade. 

This evaluation included all spray irrigation areas where wastewater was applied. Soil sampling 
and analyses within these areas were biased toward detection of maximum concentrations 
present. The assessment results indicate extremely low levels of indicator chemical compounds 
in soil. Leachate testing indicates that a fraction of the chemicals in the solid phase (total) are 
transferred to the aqueous phase (SPLP leachate). It is therefore reasonable to conclude that 
there has been no adverse impact on soil nor will groundwater resources become adversely 
affected as a result of wastewater application practices beginning in the first quarter of 2002. 

It is my professional opinion that no further assessment of this area is required to satisfy the 
Permittee's obligations under its permit or under Part 22 Rules. If you have any questions 
regarding this letter please contact me at (231) 933-4041. 

Sincerely, 
INLfIND SE(^ENGINEERING, INC. 

ndrew Smits, Prt. Andrew 
Environmental Engineering 
Department Manager 

\\i5e-exchange^publ^cMse-s^v^ciicnts^menmui^.z,k,t&quandt\02399084•w^l[^amsburg receiving and 5torage\reponing\consentorder\hydrogeo study July 2002 letter repon.doc 
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ATTACHMENT 1 

SOIL BORINGS LOGS 



KEY TO BORING LOGS 
Based CXI ASIM Test Method D 2488-90 

SOILS ARE DESCRIBED IN THE FOLLOWING ORDER: 

1} Proportional descriptions of p<]rtlc:le sizes 
beginning wilti largest percent by volume 

7) Dominant color of soil 
3) Density or consistency If evaluated 
4) Moisture condition of soil 
5) Noteworthy obseivaiions (Visual/Olfactory) 

Example: SAND, medium, some fine gravel. trac» clay, brown, 
medium dense, moist, petroleum octor. 

PARTICLE SIZE DISTRIBUTION 

Gravel: Particles of rock smaller thcsn 3.0 Inch cznd larger tixin 
0.20 Inch In diameter, with the following subdivisions: 

Ccxirse: 3.0 Inch to 0.7S Inm 
Rne; 0.75 Inch to 0.20 Inch 

Sand: Particles of rcxTc smaller than 0.20 Inch and larger ttxin 
0.003 Inch In diameter, with the following subdivisions: 

Coarse: 0.20 Inch to 0.08 Inch 
Medium: 0.08 Inch to 0.02 Inch 
Rne: 0.02 Inch to 0.003 Inch 

Soil smaller ttiat 0.003 Incti In diameter ttxit Is nonplastic 
or very sllgtrtty pKastic, and that exhibits little or no 
strength when air dry. 

ait 

Organic Sit A silt vrlth sufflclent organic content to Influence the 
soil properties. 

Clay: Soli Smaller than 0.003 Inch In diameter that can be made to 
exhibit plasticity (putty like properties), and that exhibits 
considerable strength when air dry. 

Organic Clay: A day with suffldent organic content to 
Influence the soil properties. 

Peat A soil composed primarily of vegetable tissue In various 
stages of decomposition usually vrith an organic odor, a 
dark brown to black color, a spongy consistency, and 
a texture ranging ftom flbrous to amorphous. 

DENSITY & CONSISTENCY 

Coarse grained soils (major portion retained on No. 2C0 sieve) Indude: 
1) Oean gravels 
2) Sllty or dcryey gravels 
3) aity, doyey or gravely sands 

Consistency Is rated according to standard penetration resistance. 

Descriptive Term 
Very Loose 
Loose 
Medium Dense 
Dense 
Very Dense 

Standard Penetration 
Resistance (N) Blows/Ft. 

(M 

5-10 

11-30 
31-50 
Over 50 

Rne grained soils (major portion passing No. 200 sieve) Indude: 
1) Inorganic and organic silts and days 
2) Gravely, sandy or sllty days 
3) Oayey silts 

Consistency Is rated according to shearing strength as Indicated by 
penetrometer readings, vane test, or by triaxlal test. 

Descriptive Term 
Very Soft 
Soft 
Rrm 
Stiff 
Very Stiff 
Hard 

Stiear strength (ksQ 
less than 0.25 
0.250.50 
0.5-1.0 
1.0-2.0 
2.CM.0 
4.0 and higher 

MOISTURE CONDITION OF SOIL 

Dry: Absence of moisture, dusty, dry to the touch 
Moist: Damp but no visible water 
Wet: Visible free water, usually son Is below water table 

PROPORTIONAL DESCRIPTIONS (by volume) 

-y 3550% (Gravely. Sandy, aity. Oayey) 

Some: 2(M5% 
Uttie: 10-20% 
Trace: 1-10% 

COMMON ABBREVIATIONS 

SBS oSpllt Barrel Sampler 
MSA = Hdlow Stem Augers 
PID =Photolonlzation Detector 
KS =rx 2'Kansas Sampler 

MS =2" x4' Maao Sampler 
PP =Pocket Penetrometer 
ST =ShelbyTube 

SA ^Screened Auger 
SP =Slotted Probe 
TMW =Temporary Monitor Well 

COMMON SYMBOLS 

Observed Son Horizon: 

Inferred Soil Horizon: 

End of Soil Boring: 

Observed Water Table: 

WELL OtACRAU 1 TYPE* 1 
riNT£RVAL\ 
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PROTECTOR 

— VAULT 
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CONCRETE 
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GROUND WATER_ 
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FILTER PACK 

NATIVE SOIL 

SCREEN 
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Traverse City 231-933-4041 
Flushing 810-487-0555 

BORING; SB-1A 

Williamsburg Receiving and Storage 
Williamsburg, Michigan 

PREPARED FOR: 

Zimmerman, Kuhn, Darling, 
Boyd, Taylor and Quandt 
412 South Union Street 

Traverse City, Michigan 49684 

DEPTH SOIL DESCRIPTION AND COMMENTS PERCENT 
RECOVERY 

SAMPLE 
METHOD 

TYPE& 
INTERVAL 

PID READING 
(ppm) 

DEPTH 

10 

15 

20 

25 

30 

35 

GRADE Grass 
MS 

SAND, fine, some organic material, black, wet 

SAND, fine, some silt, trace gravel, brown, moist 

SAND, fine, some silt, brown, wet 

62% 

100% 

SAND, fine, trace silt, brown, moist to wet 

SAND, fine, light brown, moist 

92% 

100% 

100% 

DT 

SAND, fine, brown, moist 
E.O.B. 20 Feet 

DT = 11/2" diameter, 4' dual tube sampler 

» 

a 
77^ 

/y.y 

10 

15 

20 

25 

30 

35 

Drilling Contractor: 

Manltou Tech Services 

Driller: 

Scott Zenner 

Drilling Method: 

Geo Probe AMS 9600 

Date Drilled: 

7/8/2002 
Logged By: 

T. Adli Chowdhury 

Logging Method: 

ASTM 2488 

Project #: 

239908410 

Sheet Number: 

1 of1 



Traverse City 231-933-4041 
Flushing 810-487-0555 

BORING: SB-2A 

Williamsburg Receiving and Storage 
Williamsburg, Michigan 

PREPARED FOR: 

Zimmerman, Kuhn, Dariing, 
Boyd, Taylor and Quandt 
412 South Union Street 

Traverse City, Michigan 49684 

DEPTH SOIL DESCRIPTION AND COMMENTS 
PERCENT 

RECOVERY 
SAMPLE 
METHOD 

TYPE& 
INTERVAL 

PID READING 
(ppm) 

DEPTH 

10 

15 

20 

25 

30 

35 

GRADE Grass 
MS 

SAND, medium fine, some cobbles, trace silt, light 
brown, moist 

SAND, fine, trace silt, light brown, moist 
SAND, fine, some cobbles, little coarse, brown, moist 
SAND, medium fine, trace silt, light brown, moist 

SAND, coarse, some cobbles, light brown, moist 

75% 

100% 

100% 

100% 

88% 

92% 

98% 

DT 

SAND, fine, some cobbles, light brown, moist 
E.O.B. 20 Feet 

DT = 11/2" diameter, 4' duai tube sampier 

I 
P 
i 

I 1 
1 
i 

10 

15 

20 

25 

30 

35 

Drilling Contractor: 

Manitou Tech Services 

Driller: 

Scott Zenner 

Drilling Method: 

Geo Probe AMS 9600 

Date Drilled: 

07/08/2002 
Logged By: 

T. Adil Chowdhury 

Logging Method: 

ASTM 2488 

Project #: 

239908410 
Sheet Number: 

1 ofl 



INIHI 
ENQII 

Traverse City 231-933-4041 
Flushing 810-487-0555 

BORING: SB-3A 

Williamsburg Receiving and Storage 
Williamsburg, Michigan 

PREPARED FOR: 

Zimmennan, Kuhn, Darling, 
Boyd, Taylor and Quandt 
412 South Union Street 

Traverse City, Michigan 49684 

DEPTH SOIL DESCRIPTION AND COMMENTS PERCENT 
RECOVERY 

SAMPLE 
METHOD 

TYPE& 
INTERVAL 

PID READING 
(ppm) 

DEPTH 

10 

15 

20 

25 

30 

35 

GRADE Grass 
SAND, fine, trace gravel, brown, moist MS 

SAND, fine, some coarse, trace silt, brown, moist 
SAND, coarse, trace gravel, brown, moist 

SAND, fine, some coarse, dark brown, moist 

SAND, fine, some silt, little course, brown, moist 
E.O.B. 20 Feet 

DT = 1 1/2" diameter, 4' dual tube sampler 

67% 

72% 

100% 

63% 

98% 

98% 

DT 

iH 

f 
'Mi In 
4W-4 

10 

15 

20 

25 

30 

35 

Drilling Contractor: 

Manitou Tech Services 

Driller: 

Scott Zenner 

Drilling Method: 

Geo Probe AMS 9600 

Date Drilled: 

7/8/2002 
Logged By: 

T. Adil Chowdhury 

Logging Method: 

ASTM 2488 

Project #: 

239908410 

Sheet Number 

1 ofl 



Traverse City 231-933-4041 
Flushing 810-487-0555 

BORING: SB-4A 

Williamsburg Receiving and Storage 
Williamsburg, Michigan 

PREPARED FOR: 

Zimmerman, Kuhn, Darling, 
Boyd, Taylor and Quandt 
412 South Union Street 

Traverse City, Michigan 49684 

DEPTH SOIL DESCRIPTION AND COMMENTS PERCENT 
RECOVERY 

SAMPLE 
METHOD 

, TYPE& 
INTERVAL 

PID READING 
(ppm) 

DEPTH 

10 

15 

20 

25 

30 

35 

GRADE Grass 
SAND, fine, trace gravel, some organics, some silt, 
brown, dry to moist 

MS 

SAND, fine, trace silt, light brown, moist 

SAND, fine, some silt, brown moist 
SAND, fine, some silt, dark brown, moist 
SAND, fine, some, silt, light brown, moist 

SAND, fine, trace cobbles, some silt, dark brown, moist 

SAND, fine, trace silt, dark brown, dry to moist 

SAND, fine, trace silt, light brown, moist 

SAND, fine, trace silt, dark brown, moist 

65% 

67% 

61% 

92% 

100% 

100% 

100% 

100% 
E.O.B. 20 Feet 

DT = 1 1/2" diameter, 4' dual tube sampler 

P 

w 
% 

zy/y '-m. 
m 
'm 
10 10 

10 

15 

20 

25 

30 

35 

Drilling Contractor. 

Manitou Tech Services 

Driller: 

Scott Zenner 

Drilling Method: 

Geo Probe AMS 9600 

Date Drilled: 

7/8/2002 
Logged By: 

T. AdII Chowdhury 

Logging Method: 

ASTM 2488 

Project #: 

239908410 

Sheet Number: 

1 ofl 



Traverse City 231-933-4041 
Flushing 810-487-0555 

BORING: SB-5A 

Williamsburg Receiving and Storage 
Williamsburg, Michigan 

PREPARED FOR: 

Zimmerman, Kuhn, Darling, 
Boyd, Taylor and Quandt 
412 South Union Street 

Traverse City, Michigan 49685-0987 

DEPTH SOIL DESCRIPTION AND COMMENTS PERCENT 
RECOVERY 

SAMPLE 
METHOD 

TYPE& 
INTERVAL 

PID READING 
(PPm) 

DEPTH 

10 

15 

20 

25 

30 

35 

GRADE Grass 
MS 

SAND, fine, trace silt, brown, moist 

SAND, fine, some coarse, trace gravel, brown, moist 
SAND, fine, some organics, trace gravel, dark 
brown, moist 

71% 

78% 

78% 

100% 

100% 

100% 

DT 

SAND, fine, some silt, light brown, moist 
E.O.B. 20 feet 

DT = 1 1/2" diameter, 4' dual tube sampler 

#1 
ii: 

''/•'A' 

-^y 

#4 

WP'y 
M 

#1 a 

10 

15 

20 

25 

30 

35 

Drilling Contractor: 

Manitou Tech Services 

Driller: 

Scott Zenner 

Drilling Method: 

Geo Probe AMS 9600 

Date Drilled: 

7/8/2002 
Logged By: 

T. Adii Chowdhury 

Logging Method: 

ASTM 2488 

Project #: 

239908410 

Sheet Number: 

1 ofl 



ATTACHMENT 2 

FIGURES 

and 

TABLES 



Exemption 9



08/16/2002 

TABLE 1 
Soil Moisture Content and Apparent Soil Conductivity 

Soil Total Chloride and Leachate Potential Analytical Results 
Williamsburg Receiving & Storage 

ISE Project # 02399084-10E 

Synthetic Preciptate Leaching 

Moisture Dry Weight Totai Procedure (SPLP) 

Boring and Depth, Conductivity, Content, Conductivity, Chioride, Chioride, Sodium, Phosphorus, 

feet mS/cm weight % mS / cm-g mg/Kg mg / L mg / L mg / L 

SB1A0-1 0.39 33.4% 1.48E-02 197 6 9.68 0.11 

SB1A1-2 0.10 18.4% 2.46E-03 

SB1A2-3 0.10 8.3% 2.07E-03 

SB1A3-4 0.18 7.1% 3.23E-03 

SB1A4-5 0.30 17.1% 5.98E-03 104 3 11.20 <0.05 

SB1A 5-6 0.20 20.3% 4.40E-03 

SB 1A 6-7 0.26 12.4% 5.36E-03 117 

SB 1A 7-8 0.16 14.5% 3.49E-03 

SB 1A 8-9 0.15 14.6% 3.39E-03 

SB1A9-10 0.16 14.6% 3.59E-03 

SB1A 10-11 0.11 18.8% 2.71 E-03 

SB1A 11-12 0.15 19.4% 3.38E-03 1 8.80 <0.05 

SB1A 12-14 0.05 3.0% 9.86E-04 31 1 4.27 <0.05 

SB1A 14-16 0.04 2.9% 8.04E-04 

SB1A 16-18 0.05 4.0% 9.77E-04 119 1 4.96 <0.05 

SB1A18-20 0.04 2.9% 8.09E-04 

SB2A 0-1 0.08 4.0% 1.64E-03 

SB2A1-2 0.03 2.7% 6.02E-04 
SB2A 2-3 0.07 5.4% 1.52E-03 

SB2A 3-4 0.05 2.0% 9.94E-04 

SB2A4-5 0.07 2.4% 1.45E-03 

SB2A 5-6 0.04 2.2% 8.02E-04 22 1 5.29 <0.05 

SB2A 6-7 0.11 2.9% 2.27E-03 39 1 5.63 <0.05 

SB2A 7-8 0.05 3.0% 1.08E-03 

SB2A 8-9 0.10 4.6% 2.02E-03 

SB2A 9-10 0.07 4.5% 1.44E-03 

SB2A 10-11 0.07 1.9% 1.50E-03 

SB2A 11-12 0.04 2.6% 8.03E-04 30 1 4.45 <0.05 

SB2A 12-14 0.05 2.3% 1.02E-03 

SB2A 14-16 0.06 3.3% 1.22E-03 

SB2A 16-18 0.07 3.1% 1.46E-03 30 1 4.13 <0.05 

SB2A 18-20 0.04 3.1% 8.63E-04 15 < 1 3.63 <0.05 

INLfIND SEdS ENGINEERING, INC. 1 of3 



08/16/2002 

Boring and Depth, 
feet 

Conductivity, 
mS/cm 

Moisture 
Content, 
weight % 

Dry Weight 
Conductivity, 

mS / cm-g 

Totai 
Chioride, 
mg / Kg 

Synthetic Preciptate Leaching 
Procedure (SPLP) 

Boring and Depth, 
feet 

Conductivity, 
mS/cm 

Moisture 
Content, 
weight % 

Dry Weight 
Conductivity, 

mS / cm-g 

Totai 
Chioride, 
mg / Kg 

Chloride, 
mg / L 

Sodium, 
mg / L 

Phosphorus, 
mg/L 

SB3A0-1 0.02 1.0% 3.96E-04 

SB3A1-2 0.01 2.7% 2.01 E-04 

SB3A2-3 0.01 3.2% 1.99E-04 

SB3A 3-4 0.02 2.4% 4.40E-04 

SB3A4-5 0.03 4.0% 6.31 E-04 

SB3A 5-6 0.09 6.0% 1.90E-03 

SB3A 6-7 0.09 6.0% 1.95E-03 2 6.93 0.53 

SB3A 7-8 0.05 2.5% 1.07E-03 63 

SB3A8-9 0.08 8.4% 1.81E-03 

SB3A 9-10 0.11 7.2% 2.27E-03 

SB3A 10-11 0.16 8.8% 3.37E-03 98 2 6.05 <0.05 

SB3A 11-12 0.04 8.3% 8.32E-04 30 1 5.33 0.06 

SB3A 12-14 0.05 3.0% 1.01E-03 

SB3A 14-16 0.05 2.8% 1.06E-03 

SB3A 16-18 0.13 3.7% 2.66E-03 115 1 4.91 <0.05 

SB3A 18-20 0.07 2.6% 1.39E-03 77 1 3.48 <0.05 

SB4A 0-1 0.29 2.4% 5.68E-03 23 1 5.94 0.11 

SB4A1-2 0.05 3.7% 1.01E-03 

SB4A2-3 0.04 3.8% 8.25E-04 

SB4A 3-4 0.09 4.6% 1.86E-03 

SB4A4-5 0.05 2.3% 9.42E-04 

SB4A 5-6 0.05 2.8% 1.00E-03 

SB4A 6-7 0.05 4.4% 1.02E-03 

SB4A 7-8 0.08 3.6% 1.63E-03 

SB4A 8-9 0.06 2.9% 1.18E-03 

SB4A 9-10 0.06 5.0% 1.25E-03 

SB4A 10-11 0.10 6.4% 2.03E-03 

SB4A 11-12 0.06 7.1% 1.26E-03 41 1 6.33 0.51 

SB4A 12-13 0.11 3.9% 2.29E-03 

SB4A13-14 0.05 5.0% 1.03E-03 

SB4A 14-15 0.19 2.5% 3.73E-03 32 1 5.15 <0.05 

SB4A 15-16 0.12 3.4% 2.50E-03 

SB4A 16-17 0.06 4.9% 1.19E-03 

SB4A 17-18 0.03 4.3% 5.89E-04 

SB4A 18-19 0.019 4.3% 3.76E-04 25 < 1 4.95 0.40 

SB4A 19-20 0.04 4.4% 8.39E-04 86 < 1 5.13 0.05 
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08/16/2002 

Boring and Depth, 
feet 

Conductivity, 
mS / cm 

Moisture 
Content, 
weight % 

Dry Weight 
Conductivity, 

mS / cm-g 

Total 
Chioride, 
mg / Kg 

Synthetic Preciptate Leaching 
Procedure (SPLP) 

Boring and Depth, 
feet 

Conductivity, 
mS / cm 

Moisture 
Content, 
weight % 

Dry Weight 
Conductivity, 

mS / cm-g 

Total 
Chioride, 
mg / Kg 

Chloride, 
mg / L 

Sodium, 
mg/L 

Phosphorus, 
mg/L 

SB5A 0-1 0.09 5.1% 1.63E-03 

SB5A1-2 0.01 4.2% 2.08E-04 

SB5A2-3 0.020 3.0% 3.84E-04 

SB5A 3-4 0.03 3.4% 5.92E-04 

SB5A4-5 0.01 2.8% 2.27E-04 22 1 6.20 0.06 

SB5A 5-6 0.07 4.4% 1.43E-03 

SB5A 6-7 0.08 3.1% 1.80E-03 72 1 5.79 <0.05 

SB5A 7-8 0.06 7.5% 1.24E-03 

SB5A 8-9 0.06 4.6% 1.23E-03 

SB5A9-10 0.05 4.1% 1.04E-03 

SB5A 10-11 0.01 3.3% 2.03E-04 76 1 6.01 <0.05 

SB5A 11-12 0.10 2.8% 1.98E-03 25 1 5.62 0.11 

SB5A 12-14 0.06 4.6% 1.38E-03 

SB5A 14-16 0.04 6.9% 9.71 E-04 

SB5A 16-18 0.01 6.6% 2.18E-04 71 1 6.12 0.59 
SB5A 18-20 0.07 7.0% 1.47E-03 65 1 5.04 0.59 

Part 201 Residential/Commercial 1 Generic Cleanup 
Criteria (June 2000) 

Chloride 
5,000 

mg/kg 

Chloride 
250 

mg / L 

Sodium 
120 

mg/L 

Phosphorus 
63 

mg/L 

19/isesrvr/Clients\Menmuir,Z,K,T&Quandt\02399084-Williamsburg Receiving and Storage\Data\LabData&Engineering.xls 
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ATTACHMENT 3 

LABORATORY ANALYTICAL RESULTS 



ANALYTICAL JUL 2 0 2602 
4125 Cedar Run Rd, Suite B 

Traverse City, Ml 49684 
Phone 231-946-6767 

Fax 231-946-8741 
vvww.sosanalytical.com 

COMPANY: 

NAME: 
PROJECT NO: 
WSSN: 
WELL PERMIT: 
TAX ID: 
LOCATION: 

COUNTY: 
TWP: 

Z.K.D.B,T. & Q 

0239908410 

WILLIAMSBURG 
MI 

SOS PROJECT NO: 

SAMPLED BY: 

DATE SAMPLED: 
TIME SAMPLED: 

SAMPLE MATRIX: 

DATE RECEIVED: 
TIME RECEIVED: 

022318 

ADIL/ISE 

7/8/02 

SOIL 

7/15/02 
2:30 PM 

INORGANICS 

No- Analysis Concentration LOD Units Analyst 
Date Drinkina Water 

Comoleted Rea Limit(MCL) 

SAMPLE ID: SBIA 0-1 
1 CHLORIDE EPA 9251 197 10 mg/Kg (PPM) KMC 7/16/02 

SAMPLE ID: SBIA 4-5 

2 CHLORIDE EPA 9251 104 10 mg/Kg (PPM) KMC 7/16/02 

SAMPLE ID: SBIA 6-7 
3 CHLORIDE EPA 9251 117 10 mg/Kg (PPM) KMC 7/16/02 

SAMPLE ID: SBIA 12-13 
4 CHLORIDE EPA 9251 31 10 mg/Kg (PPM) KMC 7/16/02 

SAMPLE ID: SB2A 5-6 
5 CHLORIDE EPA 9251 22 10 mg/Kg (PPM) KMC 7/16/02 

SAMPLE ID: SB2A 6-7 
6 CHLORIDE EPA 9251 39 10 mg/Kg (PPM) KMC 7/16/02 

SAMPLE ID: SB2A 11-12 

7 CHLORIDE EPA 9251 30 10 mg/Kg (PPM) KMC 7/16/02 

SAMPLE ID: SB2A 17-18 

8 CHLORIDE EPA 9251 30 10 mg/Kg (PPM) KMC 7/16/02 

SAMPLE ID: SB3A 7-8 
9 CHLORIDE EPA 9251 63 10 mg/Kg (PPM) KMC 7/16/02 

SAMPLE ID: SB3A 10-11 
10 CHLORIDE EPA 9251 98 10 mg/Kg (PPM) KMC 7/16/02 

SAMPLE ID: SB3A Ii-12 
11 CHLORIDE EPA 9251 30 10 mg/Kg (PPM) KMC 7/16/02 

ND = NOT DETECTED 
LOD = LIMIT OF DETECTION 
SMCL = FEDERAL NON-ENFORCEABLE LIMIT 
MCL = MAXIMUM CONTAMINANT LEVEL 
s.u. = STANDARD pH UNITS REPORTED AT 25 C 
DISS = DISSOLVED 

APPROVED BY 

Page 1 of2 

SHANNA SHEA 
LAB MANAGER 

SOSANALYTICAL.INC.IS CERTIFIED FOR COMPLIANCE MONITORING UNDERTHE SAFE DRINKING WATER ACT. 



ANALYTICAL 
-i • e • 

JUL I f! ?(||)5 
4125 Cedar Run Rd, Suite B 

Traverse City, Ml 49684 
Phone 231-946-6767 

F=ax 231-946-874! 
www.sosanalytical.com 

COMPANY; 

NAME: 
PROJECT NO: 
WSSN: 
WELL PERMIT: 
TAX ID: 
LOCATION: 

COUNTY: 
TWP: 

Z.K.D.B.T, & Q 

0239908410 

WILLIAMSBURG 
MI 

SOS PROJECT NO: 022318 

SAMPLED BY: ADI1./1SE 

DATE SAMPLED: 7/8/02 
TIME SAMPLED: 

SAMPLE MATRIX: SOIL 

DATE RECEIVED: 7/15-02 
TIME RECEIVED: 2:30 PM 

I^ORGANICS 

No; Analysis Concentration LOD Units 
Date 

Analyst Comoletied 
Drinkino Water 
Rea Limit(MCL) 

SAMPLE ID: SB3A 16-17 
12 CHLORIDE EPA 9251 115 10 mg/Kg (PPNO KMC 7/16/02 

SAMPLE ID: SB4A 0-1 
13 CHLORIDE EPA 9251 23 10 mgTCg(PPM) KMC 7/16/02 

SAMPLE ID: SB4A 11-12 

14 CHLORIDE EPA 9251 41 10 mg/Kg (PPM) KMC 7/16/02 

SAMPLE ID: SB4A 14-15 
15 CHLORIDE EPA 9251 32 10 mg/Kg (PPM) KMC 7/16/02 

SAMPLE ID: SB4A 18-19 
16 CHLORIDE EPA 9251 25 10 mg/Kg (PPM) KMC 7/16/02 

SAMPLE ID: SB5A 4-5 
17 CHLORIDE EPA 9251 22 10 mg/Kg (PPM) KMC 7/16/02 

SAMPLE ID: SB5A 6-7 

18 CHLORIDE EPA 9251 72 10 mg/Kg (PPM) KMC 7/16/02 

SAMPLE ID: SB5A 10-11 

19 CHLORIDE EPA 9251 76 10 mg/Kg (PPM) KMC 7/16/02 

SAMPLE ID: SB5A 11-12 

20 CHLORIDE EPA 9251 25 10 mg/Kg (PPM) KMC 7/16/02 

ND = NOT DETECTED 
LOD = LIMIT OF DETECTION 
SMCL = FEDERAL NON-ENFORCEABLE LIMIT 
MCL = MAXIMUM CONTAMINANT LEVEL 
s.u. = STANDARD pH UNITS REPORTED AT 25 C 
DISS = DISSOLVED 

APPROVED BY: 

Page 2 of2 

SHANNA SHEA 
LAB MANAGER 

SOS ANALYTICAL, INC. IS CERTIFIED FOR COMPLIANCE MONITORING UNDER THE SAFE DRINKING WATER ACT 



COMPANY; 

NAME: 
PROJECT NO: 
WSSN: 
WELL PERMIT: 
TAX ID: 
LOCATION: 

COUNTY: 
TWP: 

ANALYTICAL 
• • • •IMBi • • • 

Z,K,D.B,T, & Q 

0239908410 

WILLIAMSBURG 
Ml 

DECEIVED JUL 2 4 2002 

SOS PROJECT NO: 022318 

SAMPLED BY: ADa,/ISE 

DATE SAMPLED: 7/8/02 
TIME SAMPLED: 

SAMPLE MATRIX: SOIL 

DATE RECEIVED: 7/15 02 
TIME RECEIVED: 2:30 PM 

4125 Cedar Run Rd., Suite B 
Traverse City. Ml 49684 

Phone 23 I-946-6767 
Fax 231-946-8741 

www.50sanalytical.com 

INORGANICS 

No; Analysis Concentration LOD Units 
Date Drinkino Water 

Analyst Comoleted Rea LimitfMCLl 
SAMPLE ID: SBIA 0-1 
1 CHLORIDE EPA 9251 197 10 mg/Kg (PPM) KMC 7/16/02 

SAMPLE ID: SBIA 4-5 
2 CHLORIDE EPA 9251 104 10 mg/Kg(PPM) KMC 7/16/02 

SAMPLE ID: SBIA 6-7 
3 CHLORIDE EPA 9251 117 10 mg/Kg (PPM) KMC • 7/16/02 . 

SAMPLE ID: SBIA 12-13 
4 CHLORIDE EPA 9251 31 10 mg/Kg (PPM) KMC 7/16/02 

SAMPLE ID: SB2A 5-6 
5 CHLORIDE EPA 9251 22 10 mg/Kg (PPM) JCMC 7/16/02 

SAMPLE ID: SB2A 6-7 
6 CHLORIDE EPA 9251 39 10 mg/Kg (PPM) KMC 7/16/02 

SAMPLE ID: .SB2A 11-12 
7 CHLORIDE EPA 9251 30 10 mg/Kg (PPM) KMC 7/16/02 

SAMPLE ID: SB2A 17-18 
8 CHLORIDE EPA 9251 30 10 mg/Kg (PPM) KMC 7/16/02 

SAMPLE ID: SB3A 7-8 
9 CHLORIDE EPA 9251 63 10 mg/Kg (PPM) KMC 7/16/02 

SAMPLE ID: SB3A 10-11 
10 CHLORIDE EPA 9251 98 10 mg/Kg (PPM) KMC 7/16/02 

SAMPLE ID: SB3A 11-12 
11 CHLORIDE EPA 9251 30 10 mg/Kg (PPM) KMC 7/16/02 

ND = NOT DETECTED 
LOD = LIMIT OF DETECTION 
SMCL = FEDERAL NON-ENFORCEABLE LIMIT 
MCL = MAXIMUM CONTAMINANT LEVEL 
s.u. = STANDARD pH UNITS REPORTED AT 25 C 
DISS = DISSOLVED 

APPROVED BY 

Page 1 of2 

SHANNA SHEA 
LAB MANAGER 

SOS ANALYTICAL, INC. IS CERTIFIED FOR COMPLIANCE MONITORING UNDER THE SAFE DRINKING WATER ACT 



ANALYTICAL 
• -i _ Mi • • • 

COMPANY; 

NAME: 
PROJECT NO: 
WSSN: 
WELL PERMIT: 
TAX ID: 
LOCATION: 

Z,K,D.B.T, & Q 

0239908410 

SOS PROJECT NO: 

SAMPLED BY: 

DATE SAMPLED: 
TIME SAMPLED: 

SAMPLE MATRIX: 

DATE RECEIVED: 

^ y I - 4 ~ 

022318 

ADE./ISE 

7/8/02 

SOIL 

7/15/02 

4125 Cedar Run Rd., Suite B 
Traverse City, Ml 49684 

Phone 231-946-6767 
Fax 231-946-8741 

vAvw.sosanalytical.com 

WILLIAMSBURG 
MI 

COUNTY: 
TWP: 

TIME RECEIVED: 2:30 PM WILLIAMSBURG 
MI 

COUNTY: 
TWP: 

INORGANICS 

No; Analysis Concentration LOD Units Analyst 
Date 

Com Dieted 
Drinkina Water 
Rea LimltfMCLl 

SAMPLE ID: SB3A 16-17 

12 CHLORIDE EPA 9251 115 10 nig/Kg(PPM) KMC 7/16/02 

SAMPLE ID: SB4A 0-1 
13 CHLORIDE EPA 9251 23 10 mg/Kg (PPM) KMC 7/16/02 

SAMPLE ID: SB4A 11-12 

14 CHLORIDE EPA 9251 41 10 mg/Kg (PPM) KMC 7/16/02 

SAMPLE ID: SB4A 14-15 

15 CHLORIDE EPA 9251 32 10 mg/Kg (PPM) KMC 7/16/02 

SAMPLE ID: SB4A 18-19 
16 CHLORIDE EPA 9251 25 10 mg/Kg (PPM) KMC 7/16/02 

SAMPLE ID: SB5A 4-5 
17 CHLORIDE EPA 9251 22 10 mg/Kg (PPM) KMC 7/16/02 

SAMPLE ID: SB5A 6-7 
18 CHLORIDE EPA 9251 72 10 mg/Kg (PPM) KMC 7/16/02 

SAMPLE ID: SB5A 10-11 
19 CHLORIDE EPA 9251 76 10 mg/Kg (PPM) KMC 7/16/02 

SAMPLE ID: SB5A 11-12 
20 CHLORIDE EPA 9251 25 10 mgOCg (PPM) KMC 7/16/02 

SAMPLE ID: SB5A 10-11-RECHECK. ORJO. EXTRACT 

21 CHLORIDE EPA 9251 49 10 mg/L (PPM) KMC 7/23/02 

SAMPLE ID: SB-5A 11-12-RECHECK GRIG. EXTRACT 

22 CHLORIDE EPA 9251 27 10 mg/L(PPM) KMC 7/23/02 

ND = NOT DETECTED 
LOD = LIMIT OF DETECTION 
SMCL = FEDERAL NON-ENFORCEABLE LIMIT 
MCL = MAXIMUM CONTAMINANT LEVEL 
s.u. = STANDARD pH UNITS REPORTED AT 25 C 
DISS = DISSOLVED 

APPROVED BY: 

Page 2 of2 

SHANNA SHEA 
LAB MANAGER 

SOS ANALYTICAL. INC. IS CERTIFIED FOR COMPLIANCE MONITORING UNDER THE SAFE DRINKING WATER ACT 



• • 
ANALYTICAL 
. .1 — • • • 

COMPANY: 

NAME: 
PROJECT NO: 
WSSN: 
WELL PERMIT: 
TAX ID: 
LOCATION: 

COUNTY: 
TWP: 

Z,K.D,B,T, &Q 

0239908410 

\MLLIAMSBURG 
Ml 

RECEIVED SEP H » 
SOS PROJECT NO: 022399 

SAMPLED BY: ADIL/ISE 

DATE SAMPLED: 7/8/02 
TIME SAMPLED: 

SAMPLE MATRIX: SOIL 

DATE RECEIVED: 7/22/02 
TIME RECEIVED: 12:45 PM 

4125 Cedar Run Rd, Suite B 
Traverse City. Ml 49684 

Phone 231-946-6767 
Fax 231-946-8741 

wYrw.sosanalytlcal.com 

EPA 1312 SPLP INORGANICS/METALS 

No: Analysis Concentration LOD Units Analyst 
Date Drinkina Water 

ComDieted Rea Limit(MCL) 
SAMPLE ID: SBIA 0-1 
1 CHLORIDE EPA 325.2 6 1 mg/L (PPM) KMC 7/30/02 

1 PHOSPHORUS-TOTAL EPA 365.4M 0.11 0.05 mg/L (PPM) KMC 7/31/02 

1 SODIUM - EPA 273.1 9.68 0.1 mg/L (PPM) VLK 7/30/02 

SAMPLE ID: SBIA 4-5 
2 CHLORIDE EPA 325.2 3 1 mg/L (PPM) KMC 7/30/02 

2 PHOSPHORUS-TOTAL EPA365.4M ND 0.05 mg/L (PPM) KMC 7/31/02 

2 SODIUM-EPA 273.1 11.2 1.0 mg/L (PPM) VLK 7/30/02 

SAMPLE ID: SBIA 11-12 
3 CHLORIDE EPA 325.2 1 1 mg/L (PPM) KMC 7/30/02 

3 PHOSPHORUS-TOTAL EPA 365.4M ND 0.05 mg/L (PPM) KMC 7/31/02 

3 SODIUM-EPA273.1 8.80 1.0 mg/L (PPM) VLK 7/30/02 

SAMPLE ID: SBIA 12-14 
4 CHLORIDE EPA 325.2 1 1 mg/L (PPM) KMC 7/30/02 

4 PHOSPHORUS-TOTAL EPA365.4M ND 0.05 mg/L (PPM) KMC 7/31/02 

4 SODIUM-EPA273.1 4.27 0.1 mg/L (PPM) VLK 7/30/02 

SAMPLE ID: SB2A 5-6 
5 CHLORIDE EPA 325.2 1 1 mg/L (PPM) KMC 7/30/02 

5 PHOSPHORUS-TOTAL EPA365.4M ND 0.05 mg/L (PPM) KMC 7/31/02 

5 SODIUM-EPA 273.1 5.29 0.1 mg/L (PPM) VLK 7/30/02 

ND = NOT DETECTED 
LOD = LIMIT OF DETECTION 
SMCL = FEDERAL NON-ENFORCEABLE LIMIT 
MCL = MAXIMUM CONTAMINANT LEVEL 
s.u. = STANDARD pH UNITS REPORTED AT 25 C 
DISS = DISSOLVED 

APPROVED BY , int'y 

Page 1 of 4 

SHANNA SHEA 
LAB MANAGER 

SOS ANALYTICAL, INC. IS CERTIFIED FOR COMPLIANCE MONITORING UNDERTHE SAFE DRINKING WATER AC 



ANALYTICAL SEP 1 S 2®® 
• • a. „ „ 

4125 Cedar Run Rd, Suite B 
Traverse City, Ml 49684 

Phone 231-946-6767 
Fax 231-946-8741 

www.sosanalytical.com 

COMPANY: 

NAME: 
PROJECT NO: 
WSSN: 
WELL PERMIT: 
TAX ID: 
LOCATION: 

COUNTY: 
TWP: 

Z,K,D.B,T, & Q 

0239908410 

WILLIAMSBURG 
Ml 

SOS PROJECT NO: 

SAMPLED BY: 

DATE SAMPLED: 
TIME SAMPLED: 

SAMPLE MATRIX: 

DATE RECEIVED: 
TIME RECEIVED: 

022399 

ADIL;ISE 

7/8/02 

SOE. 

7/22/02 
12:45 PM 

EPA 1312 SPLP INORGANICS/METALS 

No; Analysis Concentration LOD Units Analyst 
Date 

Com Dieted 
Drlnkina Water 
Rea Llmlt(MCL) 

SAMPLE ID: SB2A 6-7 
6 CHLORIDE EPA 325.2 1 1 mgr. (PPM) KMC 7/30/02 

6 PHOSPHORUS-TOTAL EPA 365.4M ND 0.05 mg/L(PPM) KMC 7/31/02 

6 SODIUM-EPA273.1 5.63 0.1 (PPM) VLK 7/30/02 

SAMPLE ID: SB2A 11-12 
7 CHLORIDE EPA 325.2 1 1 mg/L (PPM) KMC 7/30/02 

7 PHOSPHORUS-TOTAL EPA 365.4M ND 0.05 mg/L (PPM) KMC 7/31/02 

7 SODIUM-EPA273.1 4.45 0.1 mg/L (PPM) VLK 7/30/02 

SAMPLE ID: SB3A 6-7 
8 CHLORIDE EPA 325.2 2 1 mg/L (PPM) KMC 7/30/02 

8 PHOSPHORUS-TOTAL EPA365.4M 0.53 0.05 mg/L (PPM) KMC 7/31/02 

8 SODIUM-EPA273.1 6.93 0.1 mg/L (PPM) VLK 7/30/02 

SAMPLE ID: SB3A 10-11 
9 CHLORIDE EPA 325.2 2 1 mg/L (PPM) KMC 7/30/02 

9 PHOSPHORUS-TOTAL EPA365.4M ND 0.05 mg/L (PPM) KMC 7/31/02 

9 SODIUM-EPA273.1 6.05 0.1 mg/L (PPM) VLK 7/30/02 , 

SAMPLE ID: SB3A 11-12 
10 CHLORIDE EPA 325.2 1 1 mg/L (PPM) KMC 7/30/02 

10 PHOSPHORUS-TOTAL EPA 365.4M 0.06 0.05 mg/L (PPM) KMC 7/31/02 

10 SODIUM-EPA273.1 5.33 0.1 mg/L (PPM) VLK 7/30/02 

ND = NOT DETECTED 
LOD = LIMIT OF DETECTION 
SMCL = FEDERAL NON-ENFORCEABLE LIMIT 
MCL = MAXIMUM CONTAMINANT LEVEL 
s.u. = STANDARD pH UNITS REPORTED AT 25 C 
DISS = DISSOLVED 

APPROVED BY 

Page 2 of 4 

SHANNA SHEA 
LAB MANAGER 

SOS ANALYTICAL, INC. IS CERTIFIED FOR COMPLIANCE MONITORING UNDERTHE SAFE DRINKING WATER ACT 



ANALYTICAL 

COMPANY: 

NAME: 
PROJECT NO: 
WSSN: 
WELL PERMIT: 
TAX ID: 
LOCATION: 

COUNTY: 
TWP: 

2,K.D.B,T, & Q 

0239908410 

RECEIVED SEP 1 9 2® 

SOS PROJECT NO: 022399 

SAMPLED BY: ADIL/TSE 

4125 Cedar Run Rd, Suite B 
Traverse City, Ml 49684 

Phone 231-946-6767 
Fax 231-946-8741 

wvvw.sosanalytical.com 

WILLIAMSBURG 
MI 

DATE SAMPLED: 
TIME SAMPLED: 

SAMPLE MATRIX: 

DATE RECEIVED: 
TIME RECEIVED: 

7/8/02 

SOIL 

7/22/02 
12;45 PM 

EPA 1312 SPLP INORGANICS/METALS 

No: Analysis Concentration LCD Units Analyst 
Date 

Com Dieted 
Drinklna Water 
Rea Limit(MCL) 

SAMPLE ID: SB4A 0-1 
1 i CHLORIDE EPA 325.2 1 1 mg/L (PPM) KMC 7/30/02 

i 1 PHOSPHORUS-TOTAL EPA 365.4M 0.11 0.05 (PPM) KMC 7/31/02 

11 SODIUM-EPA 273.1 5.94 0.1 mg/I. (PPM) VLK 7/30/02 

SAMPLE ID: .SB4A 11-12 
12 CHLORIDE EPA 325.2 1 1 mg/L (PPM) KMC 7/30/02 

12 PHOSPHORUS-TOTAL EPA365.4M 0.51 0.05 mg/L (PPM) KMC 7/31/02 

12 SODIUM-EPA273.1 6.33 0.1 mg/L (PPM) VLK 7/30/02 

SAMPLE ID: SB4A 14-15 
13 CHLORIDE EPA 325.2 1 1 mg/L (PPM) KMC 7/30/02 

13 PHOSPHORUS-TOTAL EPA365.4M ND 0.05 mg/L (PPM) KMC 7/31/02 

13 SODIUM-EPA 273.1 5.15 0.1 mg/L (PPM) VLK 7/30/02 

SAMPLE ID: SB5A 4-5 
14 CHLORIDE EPA 325.2 1 1 mg/L (PPM) KMC 7/30/02 

14 PHOSPHORUS-TOTAL EPA365.4M 0.06 0.05 mg/L (PPM) KMC 7/31/02 

14 SODIUM-EPA 273.1 6.20 0.1 mgT. (PPM) VLK 7/30/02 

SAMPLE ID: SB5A 6-7 
15 CHLORIDE EPA 325.2 1 1 mg/L (PPM) KMC 7/30/02 

15 PHOSPHORUS-TOTAL EPA365.4M ND 0.05 mg/L (PPM) KMC 7/31/02 

15 SODIUM-EPA273.1 5.79 0.1 mg/L (PPM) VLK 7/30/02 

ND = NOT DETECTED 
LCD = LIMIT OF DETECTION 
SMCL = FEDERAL NON-ENFORCEABLE LIMIT 
MCL = MAXIMUM CONTAMINANT LEVEL 
S.u. = STANDARD pH UNITS REPORTED AT 25 C 
DISS = DISSOLVED 

APPROVED BY 

Page 3 of 4 

SHANNASHEA 
LAB MANAGER 

SOS ANALYTICAL. INC. IS CERTIFIED FOR COMPLIANCE MONITORING UNDER THE SAFE DRINKING WATER ACT. 



ANALYTICAL 

COMPANY: 

NAME: 
PROJECT NO: 
WSSN: 
WELL PERMIT: 
TAX ID: 
LOCATION: 

COUNTY: 
TWP: 

Z,K.D,B,T, & Q 

0239908410 

WILLIAMSBURG 
MI 

^iCEWED'SEP 1 9 

SOS PROJECT NO: 022399 

SAMPLED BY: ADQ.ISE 

DATE SAMPLED: 7/8,02 
TIME SAMPLED: 

SAMPLE MATRIX: SOIL 

DATE RECEIVED: 7/22/02 
TIME RECEIVED: 12:45 PM 

4125 Cedar Run Rd, Suite B 
Traverse City, Ml 49684 

Phone 231-946-6767 
Fax 231-946-8741 

wvvw.sosanalytlcal.com 

EPA 1312 SPLF INORGANICS/METALS 

No: Analysis Concentration LCD Units 
Date Drinking Water 

Analyst Completed Reg LimitlMCLl 
SAMPLE ID: SB5A 10-11 

16 CHLORIDE EPA 325.2 

16 PHOSPHORUS-TOTAL EPA 365.4M 

16 SODIUM-EPA273.1 

1 1 mgA. (PPM) 

ND 0.05 mg/L (PPM) 

6.01 0.1 mg/L (PPM) 

KMC 7/30/02 

KMC 7/31/02 

VLK 7/30/02 

SAMPLE ID: SB5A 11-12 

17 CHLORIDE EPA 325.2 

17 PHOSPHORUS-TOTAL EPA365.4M 

17 SODIUM-EPA273.1 

1 

0.11 

5.62 

1 

0.05 

0.1 

mg/L (PPM) 

mg/L (PPM) 

mg/L (PPM) 

KMC 

KMC 

VLK 

7/30/02 

7/31/02 

7/30/02 

ND = NOT DETECTED 
LOD = LIMIT OF DETECTION 
SMCL = FEDERAL NON-ENFORCEABLE LIMIT 
MCL = MAXIMUM CONTAMINANT LEVEL 
s.U. = STANDARD pH UNITS REPORTED AT 25 C 
DISS = DISSOLVED 

APPROVED BY 

Page 4 of 4 

SHANNA SHEA 
LAB MANAGER 

SOS ANALYTICAL, INC. IS CERTIFIED FOR COMPLIANCE MONITORING UNDER THE SAFE DRINKING WATER ACT 



ANALYTICAL 
mm mm mm • 9 9 

COMPANY: 

NAME; 
PROJECT NO: 
WSSN: 
WELL PERMIT: 
TAX ID: 
LOCATION: 

COUNTY: 
TWP: 

Z,K.D,B,T, &0 

0239908410 

WILLIAMSBURG 
MI 

RECEIVED SEP 1 9 20112 

SOS PROJECT NO: 022657 

SAMPLED BY: ADII.ISF. 

DATE SAMPLED: 8/7 02 
TIME SAMPLED: 

SAMPLE MATRIX: SOIL 

DATE RECEIVED: 8/8/02 
TIME RECEIVED: 1:00 PM 

4125 Cedar Run Rd, Suite B 
Traverse City. Ml 49684 

Phone 231-946-6767 
Fax 231-946-874! 

www.so5analytical.com 

INORGANICS/METALS 

No; Analysis Concentration LOD Units Analyst 
Date Drinklna Water 

Comoleted Rea Limlt(MCL) 
SAMPLE ID: SBIA 16-17 
1 CHLORIDE EPA 325.2-TOTAL 119 10 mg/Kg (PPM) KMC 8/13/02 

1 CHLORIDE EPA325.2/1312-SPLP 1 1 mg/L (PPM) KMC 8/13/02 

1 PHOSPHORUS-EPA 365.4M/1312-SPLP ND 0.05 mg/L (PPM) KMC 8/15/02 

1 SODIUM - EPA 273.1 /1312-SPLP 4.96 0.1 mg/L (PPM) VLK 8/13/02 

SAMPLE ID: SB2A 17-18 
2 CHLORIDE EPA 325.2/1312-SPLP 1 1 mg/L (PPM) KMC 8/13/02 

2 PHOSPHORUS-EPA 365.4M/1312-SPLP ND 0.05 mg/L (PPM) KMC 8/15/02 

2 SODIUM-EPA 273.1/1312-SPLP 4.13 0.1 mg/L (PPM) VLK 8/13/02 

SAkMPLE ID: SB2A 18-19 
3 CHLORIDE EPA 325.2-TOTAL 15 10 mg/Kg (PPM) KMC 8/13/02 

3 CHLORIDE EPA 325.2/1312-SPLP ND 1 mg/L (PPM) KMC 8/13/02 

3 PHOSPHORUS-EPA 365.4M/1312-SPLP ND 0.05 mg/L (PPM) KMC 8/15/02 

3 SODIUM - EPA 273.1/1312-SPLP 3.63 0.1 mg/L (PPM) VLK 8/13/02 

SAMPLE ID: SB3A 16-17 

4 CHLORIDE EPA325.2/1312-SPLP 1 1 mg/L (PPM) KMC 8/13/02 

4 PHOSPHORUS-EPA 365.4M/1312-SPLP ND 0.05 mg/L (PPM) KMC 8/15/02 

4 SODIUM - EPA 273.1 /1312-SPLP 4.91 0.1 mg/L (PPM) VLK 8/13/02 

ND = NOT DETECTED 
LOD = LIMIT OF DETECTION 
SMCL = FEDERAL NON-ENFORCEABLE LIMIT 
MCL = MAXIMUM CONTAMINANT LEVEL 
s.u. = STANDARD pH UNITS REPORTED AT 25 C 
DISS = DISSOLVED 

APPROVED BY 

Page 1 of 3 

SHAN NA SHEA 
LAB MANAGER 

SOS ANALYTICAL, INC. IS CERTIFIED FOR COMPLIANCE MONITORING UNDERTHE SAFE DRINKING WATER ACT 



ANALYTICAL RECEIVED SEP 1 9 MHZ 

COMPANY: 

NAME; 
PROJECT NO: 
WSSN: 
WELL PERMIT: 
TAX ID: 
LOCATION: 

COUNTY: 
TWP: 

Z,K,D,B,T, & Q 

0239908410 

WILLIAMSBURG 
MI 

4125 Cedar Run Rd, Suite B 
Traverse City, Ml 49684 

Phone 231-946-6767 
Fax 231-946-8741 

vwAv.sosanalytical.com 

SOS PROJECT NO: 022657 

SAMPLED BY: ADn„TSE 

DATE SAMPLED: 8,7/02 
TIME SAMPLED: 

SAMPLE MATRIX: SOIL 

DATE RECEIVED: 8,8/02 
TIME RECEIVED: 1:00 PM 

INORGANICS/METALS 

No: Analysis Concentration LCD Units 
Date Drinking Water 

Anaivst Com Dieted Reg LimitlMCLl 
SAMPLE ID: SB3A 18-19 

5 CHLORIDE EPA 325.2-TOTAL 

5 CHLORIDE EPA 325.2/1312-SPLP 

5 PHOSPHORUS-EPA365.4M/1312-SPLP 

5 SODIUM-EPA 273.1/1312-SPLP 

77 

1 

ND 

3.48 

10 mg/Kg(PPM) KMC 8/13/02 

1 mg/L(PPM) KMC 8/13/02 

0.05 mgA.(PPM) KMC 8/15/02 

0.1 mg/L(PPM) VLK 8/13/02 

SAMPLE ID: SB4A 18-19 

6 CHLORIDE EPA 325.2/1312-SPLP 

6 PHOSPHORUS-EPA 365.4M/1312-SPLP 

6 SODIUM-EPA 273.1/1312-SPLP 

ND 1 mg/L(PPM) KMC 8/13/02 

0.40 0.05 mg/L(PPM) KMC 8/15/02 

4.95 O.I mg/L(PPM) VLK 8/13/02 

SAMPLE ID: SB4A 19-20 

7 CHLORIDE EPA 325.2-TOTAL 

7 CHLORIDE EPA 325.2/1312-SPLP 

7 PHOSPHORUS-EPA 365.4M/1312-SPLP 

7 SODIUM-EPA273.1/1312-SPLP 

86 10 mg/Kg(PPM) KMC 8/13/02 

ND 1 mg/L(PPM) KMC 8/13/02 

0.05 0.05 mg/L(PPM) KMC 8/15/02 

5.13 0.1 mg/L(PPM) VLK 8/13/02 

SAMPLE ID: SB5A 16-17 

8 CHLORIDE EPA 325.2-TOTAL 

8 CHLORIDE EPA 325.2/1312-SPLP 

8 PHOSPHORUS-EPA 365.4M/1312-SPLP 

71 10 nig/Kg(PPM) KMC 8/13/02 

1 1 mg/L(PPM) KMC 8/13/02 

0.59 0.05 mg/L(PPM) KMC 8/15/02 

ND = NOT DETECTED 
LOD = LIMIT OF DETECTION 
SMCL = FEDERAL NON-ENFORCEABLE LIMIT 
MCL = MAXIMUM CONTAMINANT LEVEL 
S.u. = STANDARD pH UNITS REPORTED AT 25 C 
DISS = DISSOLVED 

APPROVED BY: 
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LAB MANAGER 
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COMPANY; 

NAME: 
PROJECT NO: 

;;WSSN: 
i WELL PERMIT: 

TAX ID: 
LOCATION: 

COUNTY: 
TWP: 

ANALYTICAL 

Z,K.D,B.T, & Q 

0239908410 

WILLIAMSBURG 
MI 

RECEWEO SEP i 9 2992 

SOS PROJECT NO: 022657 

SAMPLED BY: ADIIJISE 

DATE SAMPLED: 8/7/02 
TIME SAMPLED: 

SAMPLE MATRIX: SOIL 

DATE RECEIVED: 8/8/02 
TIME RECEIVED: 1:00 PM 

4125 Cedar Run Rd, Suite B 
Traverse City, Ml 49684 

Phone 231-946-6767 
Fax 231-946-8741 

www.sosanal/tlcal.com 

INORGANICS 
Date Drlnkina Water 

JiJoi Analysis Concentratloii LOD Units Analyst Com Dieted Reg Umlt(MCL) 
8 SODIUM - EPA 273.1/1312-SPLP 6.12 0.1 mg/L(PPM) VLK 8/13/02 

SAMPLE ID: SB5A 18-19 
9 CHLORIDE EPA 325.2-TOTAL 65 10 mg/Kg (PPM) KMC 8/13/02 

9 CHLORIDE EPA 325.2/1312-SPLP 1 1 mg/L (PPM) KMC 8/13/02 

9 PHOSPHORUS-EPA 365.4M/1312-SPLP 0.59 0.05 mg/L (PPM) KMC 8/15/02 

9 SODIUM-EPA 273.1/1312-SPLP 5.04 0.1 mg/L (PPM) VLK 8/13/02 

ND = NOT DETECTED 
LOD = LIMIT OF DETECTION 
SMCL = FEDERAL NON-ENFORCEABLE LIMIT 
MCL = MAXIMUM CONTAMINANT LEVEL 
8.U. = STANDARD pH UNITS REPORTED AT 25 C 
DISS = DISSOLVED 

APPROVED BY: 
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SOIL CHARACTERIZATION REPORT 
FORMER NORTHWESTERN BRINING PIT AREA 

September 30,2002 



PO Box 6820, Traverse City, Ml 49696 
1755 Barlow Street, Traverse City, Ml 49686 

lill Phone (231) 933-4041 
inLnn^pEn'^w Fax (231)933-4393 
ENQINr^ ' 

September 30,2002 
Mr. Joseph E. Quandt 
Zimmerman, Kuhn, Darling, Boyd, Taylor and Quandt, PLC 
412 South Union Street 
P.O. Box 987 
Traverse City, Michigan 49685-0987 

RE: Soil Characterization Report 
Former Northwestem Brining Pit Area 
Williamsburg Receiving and Storage 
ISE Reference No. 02399084-16E 

Dear Mr. Quandt: 

Introduction 
Twenty-three (23) brining pits were formerly located on the north side of the maintenance 
building, on the Williamsburg Receiving and Storage (WRS) property. These brining pits were 
originally constructed with multiple liners composed of polyethylene (6 mils) and polyvinyl 
chloride (40 mils) and were used to brine sweet cherries. These pits had been emptied and for 
the past year the pits contained only stormwater. The stormwater was pumped out of the brining 
pits and the liners removed on September 13, 2002. On September 18, 2002 soil samples were 
collected from the former brining pits area. Construction of a stormwater retention basin in the 
southern portion of this area is planned to enhance control of flooding for the benefit of 
neighboring property owners west of the WRS plant. 

The purpose of this report is to document the characterization of soils in the area of the former 
brining pits. Soil samples were collected and analyzed for chloride ions to evaluate: 

• The potential presence of brine constituents, if any, beneath the former brine pits, and 
• Determine whether a release of brine had occurred from the operation of these brining pits. 

The MDEQ Waste Management Division entered into a Consent Order with WRS on August 16, 
2002. Section IV(c.)(l.) of the Order requires WRS to develop a Work Plan for a 
Hydrogeological Investigation of the effect (if any) of waste water irrigation and brining pit 
operation upon groundwater resources at the site. Since vadose zone soils immediately beneath 
the northern brining pits have been covered by impervious surfaces since their operation 
initiated, then assessment of soils beneath this area provides the most immediate and complete 
assessment of this potential impact. 



Mr. Joseph E. Quandt 
September 30, 2002 
Page 2 of3 

The methods used for this assessment are documented below along with the results of laboratory 
analyses. MDEQ guidance documents and US EPA protocols were utilized during the execution 
of the assessment to ensure that the work performed meets the technical requirements of MDEQ. 

Methods 
Sampling points were predetermined randomly using the Michigan Department of 
Environmental Quality (MDEQ) Verification of Soil Remediation (VSR) Guidance Document. 
The VSR Guidance Document was developed to evaluate contaminant concentrations at a site 
following cleanup activities, and to evaluate whether facility conditions exist following 
employment of a remedy. Investigations which employ the VSR practice for sample collection 
are biased toward identifying chemicals of concern, if present, anywhere within the remedied 
area. If used for assessment purposes in absence of any remedy, the VSR procedure provides a 
conservative evaluation approach to identify if a facility condition exists anywhere within the 
area subject to the practice. 

Based on the VSR guidance and the area formerly occupied by brining pits, a 30-foot grid 
interval was selected. A total of 48 nodes were generated and are illustrated on Figure 1, Node 
Grid Diagram. Twelve (12) sample locations were randomly selected using the VSR. Random 
number generation tables were used to select nodes for sample collection. Three (3) additional 
side wall samples were randomly selected in the field, from the area of the future stormwater 
retention basin located in the southern portion of the former northern brining pit area. Please 
note that Node 6 was located along the east side wall of the future storrnwater basin. 

Eleven (11) soil samples, from the node locations (except Node 6), were collected in 250mL 
plastic containers from approximately one (1) foot below ground surface. Node 6 was collected 
from 5 foot below the existing grade. The north, south and west side wall samples were 
collected from depths of 2, 3, and 3 feet, respectively, below the existing grade. Samples were 
collected from node locations from below existing grade, and side wall locations from beneath 
the side wall surface, in an effort to address the historic nature of this operation and the potential 
for leaching and vertical mass (gravity) flow. 

Sampling utensils were decontaminated between sample locations with distilled water. Samples 
were handled, stored and transferred in accordance with USEPA SW 846 Protocols, to Midwest 
Analytical Labs. Sample locations are illustrated on Figure 2, Sample Location Diagram. 
Chloride ions were selected for analysis as the indicator chemical of concern because Sodium, 
Calcium and Sulfate ions (with Chloride, these ions are the major constituents in cherry brine) 
react with soil. In addition to being a conservative tracer. Chloride is more abundant (mass 
basis) in brine than any other constituent. 

Results 
Laboratory analytical results were received on September 26, 2002. Analytical results indicate 
that chloride concentrations of the 15 samples submitted range from less than 50 mg/kg to 171 
mg/kg. A summary of analytical results is presented in Table 1. A copy of the analytical results 
and chain of custody document are attached. 

INUiND SEfiS ENGINEERING. INC. 
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Conclusion 
Laboratory analytical results indicate that the chloride concentration in each sample analyzed is 
below the Part 201 Residential/Commercial I, Soil Direct Contact Criteria of 500 mg/kg. As this 
is more restrictive a criteria than the drinking water criteria, one may conclude that soil 
conditions beneath the former brining pits do not meet the definition of a facility. Accordingly, 
no fiirther assessment of this area is necessary to comply with Section IV(c.) of the Order. 

If you have any questions concerning the above information, please call me at 231-933-4041. 

Sincerely, 
mUlND SEfIS ENGINEERING, INC. 

Andrew J. Smits, PE 
Geological Engineer 

enc. 

\\ise-exchange\pubIic\ue>srv\cUents\menmuir,z.k,t&quandt\02399084-wtllianisburg receiving and storage\reporting\soilcharacterizationreport-northwestbringingpitarea.doc 

INLfiND SEfiS ENGINEERING, INC. 



10/14/2002 Table 1 
Analytical Results 

Former Brine Pit Area Soil Characterization 
Williamsburg Receiving Storage 

ISE Project: 02399084-16E 

Sample 
Location 

Chloride 
Concentration, 

(mg/kg) 
Percent Solids, 

(%) 

Node 6* 90 94.9 
Node 10 107 94.1 
Node 18 129 94.3 
Node 26 <50 93.7 
Node 27 <50 94.1 
Node 31 <50 94.1 
Node 33 76 93.4 
Node 35 98 93.6 
Node 36 <50 92.5 
Node 39 105 94.2 
Node 42 <50 95.7 
Node 47 <50 93.2 

North Side Wall 171 92.5 
West Side Wall <50 95.5 
South Side Wall 52 92.3 

* Node 6 = East Side Wall 

Notes: 
Part 201 Soil Criteria, Drinking Water Protection for chloride is 5,000 mg/kg 
Part 201 Soil Direct Contact Criteria for chloride is 500 mg/kg 
Date Sampled = September 18, 2002 
Date Extracted = September 23 and 24, 2002 
Date Analyzed = September 26, 2002 
; BOLD indicates concentrations which exceed Part 201 Soil Direct Contact Criteria 

19\ise-srv\Clients\Menmuir,Z,K,T&Quandt\02399084-Williamsburg Receiving and Storage\Data\Brine.Pit.Soil.Char.xls 

INLAND SEAS ENGINEERING 





1 inch = 60 ft. 
® SAMPLE LOCATIONS 

® SIDE WALL SAMPLE LOCATIONS 

NOTE: NODE 6 IS SAME AS EAST SIDE WALL LOCATION 

Scalm: - 60' 
Dof: 09-20-1002 TImt: 11:00 A.M. 
CPU36 C:\Land Projacfa J\(J>*c\0^.3990a-*.rf>vq 

INLAND SEAS ENGINEERING, INC. 
Traverse Gty, Ml 

231-933-4041 
Flushing, Ml 

810-487-OSS5 

SAMPLE LOCATION 
DIAGRAM 

/" « 60' 

roOfCT # : 02399084 
ORAWWC : 02299084 

ro.ff. 

FIGURE 2 



(231) 369-3309 
(231) 369-3329 
(800) 253-1412 

Fax: (231) 369-3331 

Midwest 

Analytical Laboratories, Inc. 
P.O. Box487 
Kalkaska. Ml49648 

RECEIVED OCT 0 1 2002 

Company: Inland Seas Engineering 
P.O. Box 6820 
Traverse City, Ml 49696 

Attn: Dave Schnerer 

Project #: 
Location: 
Sample Date: 
Sample of: 
Submitted Date: 
Sampled By: 
Analysis Date: 

0239908416 
Williamsburg Rec. & Storage 
09/18/02 
Soil 
09/19/02 
ADIL 
09/26/02 

Sample Percent Chloride Detection Extraction 
Analysis # Point Solids, % Amount(mg/Kg) Limit Date 

191902 Node 6 94.9 90 50 mg/kg 09/23/02 
291902 Node 10 94.1 107 50 mg/kg 09/23/02 
391902 Node 18 94.3 129 50 mg/kg 09/23/02 
491902 Node 26 93.7 nd 50 mg/kg 09/23/02 
591902 Node 27 94.1 nd 50 mg/kg 09/23/02 
691902 Node 31 94.1 nd 50 mg/kg 09/23/02 
791902 Node 33 93.4 76 50 mg/kg 09/23/02 
891902 Node 35 93.6 98 50 mg/kg 09/24/02 
991902 Node 36 92.5 nd 50 mg/kg 09/24/02 
1091902 Node 39 94.2 105 50 mg/kg 09/24/02 
1191902 Node 42 95.7 nd 50 mg/kg 09/24/02 
1291902 Node 47 93.2 nd 50 mg/kg 09/24/02 
1391902 North Side Wall 92.5 171 50 mg/kg 09/24/02 
1491902 West Side Wall 95.5 nd 50 mg/kg 09/24/02 
1591902 South Side Wall 92.3 52 50 mg/kg 09/24/02 

Chloride determined by USEPA Method 325.3 
Extraction by ASTM Method D 3987-85 (Rotary Extraction) 
nd=not detected 



Mailing: 

MIDWEST ANALYTICAL LABORATORIES, INC. 
P.O. BOX 487 
KALKASKA, Ml 49646 

RECEIVED OCT 0 1 2IIIE 
SHIP TO: 

Page. 

MIDWEST ANALYTICAL LABORATORIES, INC. 
2110 US 131 SW 
SOUTH BOARDMAN, Ml 49680 

Company: 

ProleetName: VNJ } i,L-' A'>^g>ORjCjr 

Project#; O 2- 3^^^ | ̂  P.O.#: 
O/VM e i>CHWS«^e. 

Send Results To: ^ ^ y, 3|nvolee To: ^ArVPL .*V.t4KlSggg 
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ASTM STANDARDS RELATED TO 
ENVIRONMENTAL SITE 
CHARACTERIZATION 

Sponsored by Committee D-18 on Soil and Rock 

1997 

ASTM Publication Code Number (PON): 03-418297-38 

ASTM 
100 Barr Harbor Drive, West Conshohocken, PA 19428-2959 



COMPILATION OF STANDARDS ON 
ENVIRONMENTAL SITE CHARACTERIZATION 

Topical Table of Contents 

PART 1. SITE CHARACTERIZATION 

1,1 General Guidance 

D 5730-96 

D 5995-96 
D 420-93 
D 5518-94 

E 1527-97 
E 1528-96 
PS 11-95 
PS 85-96 
E 1689-95 
D 5745-95 
PS 3-95 
E 1739-95" 
D 5746-95 
D 6008-96 
D 5879-95 
D 5921-96 
D 5925-96 

1.2 Data Elements 

D 5714-95 
0 5911-96 
D 5387-93 
D 5474-93 
D 5254-92 
D 5408-93 

D 5409-93 
D 5410-93 

Guide for Site Characterization for Environmental Purposes With Emphasis on Soil, Rock, the Vadose 
Zone and Ground Water 

Guide for Environmental Site Characterization in Cold Regions 
Guide for Site Characterization for Engineering, Design, and Construction Purposes 
Guide for Acquisition of File Aerial Photography and Imagery for Establishing Historic Site-Use and 

Surficial Conditions 
Practice for Ehvironmental Site Assessments: Phase I Assessment Process 
Practice for Environmental Site Assessment: Transaction Screen Process ... 
Practice for Environmental Regulatory Compliance Audits 
Guide for Expedited Site Characterization of Hazardous Waste Contaminated Sites 
Guide for Developing Conceptual Site Models for Contaminated Sites 
Guide for Developing and Implementing Short-Term Measures or Early Actions for Site Remediation 
Guide for Accelerated Site Characterization for Confirmed or Suspected Petroleum Releases 
Guide for Risk-Based Corrective Action Applied at Petroleum Release Sites 
Classification of Environmental Condition of Property Area Types 
Practice for Conducting Environmental Baseline Surveys 
Practice for Surface Site Characterization for On-Site Septic Systems 
Practice for Subsurface Site Characterization of Test Pits for Cin-Site Septic Systems 
Practice for Preliminary Sizing and Delineation of Soil Absorption Field Areas for On-Site Septic 

Systems 

Specification for Content of Digital Geospatial Metadata :.... 
Practice for a Minimum Set of Dau Elements to Describe a Soil Sampling Site 
Guide for Elements of a Complete Data Set for Non-Cohesive Sediments 
Guide for Selection of Data Elements for Ground-Water Investigations 
Practice for the Minimum Set of Data Elements to Identify a Ground Water Site 
Guide for the Set of Data Elements to Describe a Ground-Water Site, Part 1—Additional Identification 

Descriptors 
Guide for the Set of Data Elements to Describe a Ground-Water Site, Part 2—Physical Descriptors 
Guide for the Set of Data-Elements to Describe a Ground-Water Site, Part 3—-Usage Descriptors ... 

1.3 Geophysical Methods 

\/\ D 5753-95 Guide for Planning and Conducting Borehole Geophysical Logging^, 
D 5777-95 Guide, for Using the Seismic Refraction Method for Subsurface Investigation 

1.4 Geologic Characterization 

\f ̂ D 5434-93 Guide for Field Logging of Subsurface Explorations of Soil and Rock ^ 
D 6067-96 Guide for Using the Electronic Cone Pentrometer for Environmental Site Characterization 

/ D 2487-93 Classification of Soils for Engineering Purposes (Unified Soil Classification System! 
V i D 2488-93 Practice for Description and Identification of Soils (Visual-Manual Procedure)J 

D 4083-89 (1994)*' Practice for Description of Frozen Soils (Visual-Manual Procedure) 
D 5878-95 Guide for Using Rock-Mass Classification Systems for Engineering Puiposes 

IX 



1.5 Hydrogeologic Characterization 

4: 

D 5979-96 
D 6030-96 
D 5980-96 

D 5126-90 
D 4043-91 

D 5737-95 
D 6000-96 

Guide for Conceptualization and Characterization of Ground-Water Flow Systems 451 
Guide to Selection of Methods for Assessing Ground Water or Aquifer Sensitivity and Vulnerability 458 
Guide for Selection and Documentation of Existing Wells for Use in Environmental Site Characteriza­

tion and Monitoring 466 
Guide for Comparison of Field Methods for Determining Hydraulic Conductivity in the Vadose Zone 476 
Guide for Selection of Aquifer-Test Field and Analytical Procedures in Determination of Hydraulic 

Properties by Well Techniques 486 
qwitig for Mgitiods fgr Measuring Well Oischarge 491 
Guide for the Presentation of Water-Level Information From Ground Water Sites L 494 

1.6 Drilling Methods 

D 5781-95 

D 5782-95 

D 5783-95 

Guide for Use of Dual-Wall Reverse-Circulation Drilling for Geoenvironmental Exploration and the 
Installation of Subsurface Water-Quality Monitoring Devices 

Guide for Use of Direct Air-Rotary Drilling for Geoenvironmental Exploration and the Installation 
of Subsurface Water-Quality Monitoring Devices 

Guide for Use of Direct Rotary Drilling with Water-Based Drilling Fluid for Geoenvironmental 

s/ D 5784-95 Guide for Use of Hollow-Stem Augers for Geoenvironmental Exploration and the Installation of 
Subsurface Water-Quality Monitoring Devices 

/ 
D 5872-95 Guide for Use of Casing Advancement Drilling Methods for Geoenvironmental Exploration and 

Installation of Subsurface Water-Quality Monitoring Devices 
7 D 5875-95 Guide for Use of Cable-Tool Drilling and Sampling Methods for Geoenvironmental Exploration and 

Installation of Subsurface Water-Quality Monitoring Devices ' 

513 

520 

527 

534 

540 

548 

557 
568 D 2113-83 (1993) 

Exploration and Installation of Subsurface Water-Quality Monitoring Devices 
Practice for Diamond Core Drilling for Site Investigation 

1.7 Surface Water 

D 4581-86 (1996)" 
D 5906-96a 
D 5073-90 (1996)" 
D 5413-93 
D 5674-95 
D 5640-95 
D 5541-94 

Guide for Measurement of Morphologic Characteristics of Surface Water Bodies 
Guide for Measuring Horizontal Positioning During Measurements of Surface Water Depths 
Practice for Depth Measurement of Surface Water 
Test Methods for Measurement of Water Levels in Open-Water Bodies 
Guide for Operation of a Gaging Station 
Guide for Selection of Weirs and Plumes for Open Channel Flow Measurement of Water 
Practice for Developing a Stage-Discharge Relation for Open Channel Flow 

575 
586 
589 
602 
610 
618 
625 

PART 2. SOIL, VADOSE ZONE AND SEDIMENT SAMPLING AND MONITORING 

2.1 Soil Sampling (see also D 4547, Section 4.2) 

/ D 4700-91 Guide for .Soil Sampling from the Vadose Zone 633 
D 1452-80 (1995) Practice for Soil Investigation and Sampling by Auger Borings 1 651 

y/l D |58^84 (1992)" Test Method for Penetration Test and Split-Barrel Sampling of Soils | 653 
D 1587-94 Practice for Thin-Walled Tube Geotechnical Sampling of Soils 658 

3550-84 (1995)" Practice for Rine-Lined Barrel Sampling of Soils 661 
\/\ D 4220-95 Practices for Preserving and Transtwrting Soil Samples 1 664 

D 5079-90*' Practices for Preserving and Transporting Rock Core Samples 674 

2.2 Vadose Zone Sampling and Monitoring (see also D 5299, Section 32) 

D 5314-92 Guide for Soil Gas Monitoring in the Vadose Zone 683 
D 4696-92 Guide for Pure-Liquid Sampling from the Vadose Zone 714 
D 3404-91 Guide to Measuring Matric Potential in the Vadose Zone Using Tenslometers 745 
D 4944-89 (1994) Test Method for Field Determination of Water (Moisture) Content of Soil by the Calcium Carbide 

Gas Pressure Tester Method 755 
D 3017-96 Test Method for Water Content of Soil and Rock in Place by Nuclear Methods (Shallow Depth) .... 759 
D 5220-92 Test Method for Water Content of Soil and Rock In-Place by the Neutron Depth Probe Method 764 
D 6031-96 Test Method for Logging In Situ Moisture Content and Density of Soil and Rock by the Nuclear 

Method in Horizontal, Slanted and Vertical Access Tubes 769 



2.3 Sediment Sampling 

D 4411-93 Guide for Sampling Fluvial Sediment in Motion 777 
D 4823-95 Guide for Core-Sampling Submerged, Unconsolidated Sediments 795 
D 3213-91 Practice for Handling, Storing, and Preparing Soft Undisturbed Marine Soil 809 
D 3976-92 (1996) Practice for Preparation of Sediment Samples for Chemical Analysis >. 814 
E 1391-94 Guide for Collection, Storage, Characterization, and Manipulation of Sediments for Toxicological 

Testing 817 

l' PART 3. WATER SAMPLING AND MONITORING 
1 ' 

3,1 Genera! 

D 5612-94 Guide for Quality Planning and Field Implementation of a Water (Quality Measurement Program .... 843 
D 5851-95 Guide for Planning and Implementing a Water Monitoring Program 850 

^ D 5717-95 Guide for Design of Ground-Water Monitoring Systems in Karst and Fractured-Rock Aquifers ,859 

I 3.2 Water Sampling 

0 5358-93" Practice for Sampling with a Dipper or Pond Sampler 879 
' D 3864-96 Guide for Continual On-Line Monitoring Systems for Water Analysis 881 

D 887-82 (1994) Practice for Sampling Water-Formed Deposits 894 
D 4489-95 Practices for Sampling of Waterborae Oils 901 
D 3325-90 (1996)" Practice for the Preservation of Waterbome Oil Samples 904 

) 0 3326-90 (1996)" Practice for Preparation of Samples for Identification of Waterbome Oils 907 
D 5463-93 Guide for the Use of Test Kits to Measure Inorganic Constituents in Water 915 

; j 0 4515-85 (1995)" Practice for Estimation of Holding Time for Water Samples Containing Organic Constituents 920 
\ 0 4841-88 (1993)" Practice for Estimation of Holding Time for Water Samples Containing Organic and Inorganic 
: Constituents 925 

3.3 Ground Water Monitoring Weils (see also drilling methods. Section 1.6) 

/t) 5092-90 (1995) Practice for Design and Installation of Ground Water Monitoring Wells in Aquifers 933 
4"^ —— •j O 5787-95 Practice for Monitoring Well Protection | 947 

,/! D 5521-94 Guide for Development of Ground-Water Monitoring Wells in Granular Aquifers | 951 
4 /50-87 (1993)" Test Method for Determining Subsurface Liquid Levels in a Borehole or Monitoring Well (Observation 

Well) 

A 
966 

D 5978-96 Guide for Maintenance and Rehabilitation of Ground-Water Monitoring Wells 972 
u ozyy-yz tJuide tor the Decommissioning of Ground-Water Wells, Vadose Zone Monitoring Devices, 

979 
TBoreholes 

and Other Devices for Environmental Activities 

3.4 Ground Water Sampling 

D 5903-96 Guide for Planning and Preparing for a Ground-Water Sampling Event 997 
I D ^8-85a (1992) Guide for Sampling Groundwater Monitoring Wells I 1001 
ID 6001-96 Guide for Direct Push Water Sampling for Geoenvironmental Investigations | 1015 
PS 64-96 Guide for Developing Appropriate Statistical Approaches for Ground-Water Detection Monitoring 

Programs 1029 

PART 4. WASTE/CONTAMINANT CHARACTERIZATION AND SAMPLING 

4.1 General Guidance 

D 4687-95 Guide for General Planning of Waste Sampling 1047 
D 5283-92 Practice for Generation of Environmental Data Related to Waste Management Activities: QA/QC 

Planning and Implementation 1057 
D 5792-95 Practice for Generation of Environmental Data Related to Waste Management Activities: Development 

of Data Quality Objectives 1074 
D 6044-96 Guide for Representative Sampling, and Management of Waste and Contaminated Media 1091 
D 6051-96 Guide for Composite Sampling and Field Subsampling For Environmental Waste Management 

Activities 1102 
D 5956-96 Guide for Sampling Strategies for Heterogeneous Wastes 1109 
D 5088-90 Practice for Decontamination of Field Equipment Used at Nonradioactive Waste Sites 1126 
D 5608-94 Practice for Decontamination of Field Equipment Used at Low Level Radioactive Waste Sites 1129 
D 4840-95 Guide for Sampling Chain-of-Custody Procedure 1137 

1 



4.2 Specific Sampling Procedures 

D 6009-96 
D 5658-95 
D 5633-94 
D 5451-93 
D 5013-89 (1993) 
D 4547-91 
D 3694-96 
C 998-90 (1995)" 
D 3648-95 
D 6063-96 
D 5680-95a 
D 5679-95a 
D 5743-95 

D 5495-94 

Guide for Sampling Waste Piles 1147 
Practice for Sampling Unconsolidated Waste from Trucks 1158 
Practice for Sampling with a Scoop 1162 
Practice for Sampling Using a Trier Sampler 1164 
Practices for Sampling Wastes from Pipes and Other Point Discharges 1166 
Practice for Sampling Waste and Soils for Volatile Giganics 1169 
Practice for Preparation of Sample Containers and for Preservation of Organic Constituents 1173 
Practice for Sampling Surface Soil for Radionuclides 1179 
Practices for Measurement of Radioactivity 1182 
Guide for Sampling of Drums and Similar Containers By Field Personnel 1209 
Practice for Sampling Unconsolidated Solids in Drums or Similar Containers 1227 
Practice for Sampling Consolidated Solids in Drums or Similar Containers 1232 
Practice for Sampling Single or Multilayered Liquids, With or Without Solids, in Drums or Similar 

Containers 1237 
Practice for Sampling with a Composite Liquid Waste Sampler (COLIWASA) 1242 

PART 5. ATMOSPHERIC CHARACTERIZATION AND SAMPLING 

5.1 Field Measurements 

Practice for Determining the Operational Comparability of Meteorological Measurements 
Test Methods for Measuring Surface Atmospheric Pressure 
Test Method of Measuring Humidity with Cooled-Surface Condensation (Dew Point) Hygrometer 
Practices for Measuring Surface Wind and Tempierature by Acoustic Means 
Practice for Characterizing Surface Wind Using a Wind Vane and Rotating Anemometer 

D 4430-96 
D 3631-95 
D 4230-83 (1996)" 
D 5527-94 
D 5741-96 

General Sampling 

D 5111-95 Guide for Choosing Locations and Sampling Methods to Monitor Atmospheric Deposition at Non-
Urban.Locations 

D 1357-95 : - Practice for.Planning the Sampling of the Ambient Atmosphere 
D 3249-95 Practice for General Ambient Air Analyzer Procedures 

S3 Specific Sampling Procedures 
D 3686-95 

D 5466-95 

D 4490-96 
D 4599-90 

Practice for Sampling Atmospheres to Collect Organic Compound Vapors (Activated Charcoal Tube 
Adsorption Method) 

Test Method for Determination of Volatile Organic Chemicals in Atmospheres (Canister Sampling 
Methodology) 

Practice for Measuring the Concentration of Toxic Gases or Vapors Using Detector Tubes 
Practice for Measuring the Concentration of Toxic Gases or Vapors Using Length-of-Stain Dosimeters 

1249 
1253 
1258 
1270 
1275 

1281 
1288 
1292 

1299 

1306 
1325 
1331 

E 1287-89 (1994) 
D 4149-82 (1993) 
D 4211-82 (1993) 
D 4387-84 (1989) 
D 4556-85 (1995)" 

PART 6. BIOLOGICAL SAMPLING 
Guide for Aseptic Sampling of Biological Materials 1337 
Gassification for Sampling Phytoplankton in Surface Waters 1342 
Classification for Fish Sampling 1344 
Guide for Selecting Grab Sampling Devices for Collection of Benthic Macroinvertebrates 1345 
Guide for Selecting Stream-Net Sampling Devices for Collecting Benthic Macroinvertebrates 1357 

XII 



APPENDIX H 

BORING LOG FORMS 
MONITORING WELL CONSTRUCTION RECORDS 

AND 
TYPICAL MONITORING WELL DETAILS 

M • 
m 



KEY TO BORING LOGS 
Based on ASTM Test Msttxxl D 2488-90 

SOILS ARE DESCRIBED IN THE FOLLOWING ORDER: 

1} Proportional descriptions of particle sizes 
beginning with largest percent by volume 

2) Dominant color of soil 
3) Density or consistency If evaluated 
4) Moisture condition of soil 
5) Noteworttiy observations (Visual/Olfactory) 

Example: SAND, medium, some tine gravel, trace clay, brown, 
medium dense, moist, petroleum odor. 

PARTICLE SIZE DISTRIBUTION 

Gravel: Particles of rock smaller ttian 3,0 Inch and larger ttian 
0,20 Inch In diameter, wtih the following subdivisions: 

Coarse: 3.0 Inch to 0.75 Inch 
Fine: 0.75 Inch to 0.20 Inch 

Sand: Particles of rock srrxjiler ttxjn 0.20 Inch and larger ttxjn 
0,003 Inch In diameter, with the following subdivisions: 

Coarse: 0.20 Inch to 0.08 Inch 
Medium: 0.08 Inch to 0.02 Inch 
Rne: 0.02 Inch to 0.003 Inch 

Soil smaller ttxat 0.003 Inch In diameter ttxit Is nonplasttc 
or very sllgtitty plastic, and ttiat exttiblts little or no 
strength wtien air dry. 

Sit: 

Organic Sit; A silt wtth sufficient organic content to Influence the 
soil properties. 

Oay: Soil Srrxjller ttian 0.003 Inch In diameter ttxjf can be made to 
exhibit plasticity (putty like properties), and ttiat exhibits 
considerable strength when air dry. 

Organic Clay: A clay with suffldent organic content to 
Influence the soil properties. 

Peat A soil composed primarily of vegetable tissue In various 
stages of decomposition usually with an organic odor, a 
dark brown to block color, a spongy consistency, and 
a texture ranging from fibrous to amotphoiA 

DENSITY & CONSISTENCY 

Coarse grained soils (major portion retained on No. 200 sieve) Indude: 
1) Oean gravels 
2) SUly or doyey gravels 
3) Sllty, doyey or gravely sands 

Consistency Is rated according to standard penetration resistance. 

Descriptive Term 
Very Loose 
Loose 
Medium Dense 
Dense 
Very Dense 

Standard Penetration 
Resistance (N) Blows/Ft. 

(M 

5-10 

11-30 
31-50 
Over 50 

Rne grained soils (major portion passing No, 200 sieve) Indude: 
1) Inorganic and organic silts and days 
23 Gravely, sandy or sllty days 
3) Ooryey silts 

Consistency Is rated according to shearing strength as Indicated by 
penetrometer readings, vane test, or by triaxlal test. 

Descriptive Term 
Vary Soft 
Soft 
Rrm 
Stiff 
VeryStllf 
Hard 

Shear strength (ksf) 
less ttion 0,25 
0,250,50 
0,5-1,0 
1.0-2.0 
2.(M.0 
4.0 and higher 

MOISTURE CONDITION OF SOIL 

Dry: Absence of moisture, dusty, dry to the touch 
Moist: Damp but no visible water 
Wet. Visible free water, usually soil Is below water table 

PROPORTIONAL DESCRIPTIONS (by volume) 

-y 

Some: 
Uttie: 
Trace: 

35-50% (Gravely, Sandy, SIty, Clayey) 

2006% 
10-20% 
1-10% 

COMMON ABBREVIATIONS 

SSS =Split Borrel Sampler 

MSA = Hollow Stem Augers 

PID oPhotolonlzatlon Detector 
KS =rx 2' Kansas Sampler 

MS =2'x 4'Macro Sampler • 
PP =Pocket Penetrometer 
ST =ShelbyTube 

SA =Saeened Auger 

SP =Slotted Probe 
TMW "Temporary Monitor Well 

COMMON SYMBOLS 

Observed SoO Horizon: 

Inferred Soil Horizon: 

End of Soil Boring: 

Observed Wbter Table: ^ 

KU OUCIUU 

h-O 

— 5 

—10 

Cimmil 
CASING 

PROTECTOR 
— VAULT 

RISER 
CONCRETE 

SOIL SAMPLE 

- BENTONITE 

GROUND WATER 
SAMPLE 

- FILTER PACK 

- NATIVE SOIL 

SCREEN 

k 
If 

HI 
Hi 



IHlfl 
ENGINI 

Traverse City 231.933.4041 
Flushing 810.487.0555 

BORING/WELL: PREPARED FOR: 

DEPTH SOIL DESCRIPTION AND COMMENTS PERCENT 
RECOVERY 

SAMPLE 
METHOD 

HAND 
PENETROMETER 

asQ_ 
TYPE& 

INTERVAL 
BLOW 

COUNT DEF-H 

GRADE 

Drilling Contractor: Driller: Drilling Method: Date Drilled: 

Logged By: Logging Method: Project #: Sheet Number: 



IMlflWffStflsl^i ^ 
ENQIN^Nq 

Traverse City 231.933.4041 
Suttons Bay 231.271.4535 

Flushing 810.487.0555 

DEPTH 

WELL: MW-27 

206 N. MAIN STREET 
LAKE CITY , MICHIGAN 49651 

SOIL DESCRIPTION AND COMMENTS 
PERCENT 

RECOVERY 

PREPARED FOR: 

OIL COMPANY 

MICHIGAN 49686 

SAMPLE 
METHOD 

TYPES 
INTERVAL WEa DIAGRAM 

I I 

1 I 

GRADE GRASS AND TOPSOIL 
F-EAL BAACK^MOIST . 

10 

15 

20 

25 

30 

SAND, FINE, YELLOW- BROWN, MOIST 

35 

SAND, FINE, YELLOW-BROWN, WET 

E.O.B. @ 33' 

%J 

cr 

V 

10 

15 

20 

25 

30 

35 

Drilling Contractor; 

SHEPLER 

Driller; 

RANDY SHEPLER 

Drilling Method: 

H.S.A 

Date Drilled; 

12/11/00 
Logged By: 

RWE 

Logging Method: 

ASTM 2488 

Development Method: 

BAILER 

Project #; 

98072052 
Casing Type: 

2" PVC 

Screen Type & Length: 

2" PVC-10 SLOT-36" 

Ground Elevation: 

NA 

Top of Casing Elevation: 

NA 

Sheet Number: 

1 0F1 



INUiND SEliS ENGINEERING. INC 
STATIC WATER LEVEL AND SAMPLE^G DATA SHEET 

CLIENT 

LOCATION 

DATE 

INIT. 

WELL SAMPLE TOTAL DEPTH to FEET of # of 
I.D. ORDER DEPTH WATER HjO BAILS 

OBSERVATIONS 

Note: For 3 Well Volumes. Ft. of HjO X 3 = # Bails in 2" Well ; Ft, of HjO X 2 = # Gallons in 4" Well ; 'i.U Bailers = 1 Gallon 
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